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PREFACE

A comprehensive multispectral program devoted to the advancement of state-
of-the-art technigques for remote sensing of the environment has heen a continuing
program at the Environmental Research Institute of Michigan (ERIM}, formerly
the Willow Run Laboratories of The University of Michigan. The basic objective of
this multidisciplinary program is to develop remote sensing as a practical tool to

provide the user with processed information quickly and economically,

The importance of providing timely information obtained by remote sensing
to such people as the farmer, the city planner, the conservationist, and others con-
cerned with problems such as ¢rop yield and disease urban land studies and de-
velopment, water pollution, and forest management must be carefully considered in
the overall program. The scope of our program includes: (1) extending the under-
standing of basic processes; {2) discovering new applications; (3) developing ad-
vanced remote-sensing systems; (4) improving fast automatic data processing sys-
tems to extract information in a useful form; and also (5) assisting in data collection,

processing and analysis as well as in ground truth verification.

This document is a technical report for NASA Contract NAS 9-9784 andcovers
the period from 1 February 1973 through 31 January 1974. Dr. Andrew Potter of
NASA-Houston is Technical Monitor. The overall program is guided by Mr. R. R.
Legault, an ERIM Vice-President and Director of the Infrared and Optics Division.
The work reported herein was directed by J. D. Erickson, Head of the Multispectral
Analysis Section. The ERIM number for this report is 190100-30-T.

. Preceding page MJ
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NEW THEORETICAL MODELS AND RATIO IMAGING TECHNIQUES ASSOCIATED
WITH THE NASA EARTH RESOURCES SPECTRAL INFORMATION SYSTEM

1
SUMMARY

During the years 1970-72, NASA's Johnson Space Center in Houston sponsored the compila-
tion and storage of laboratory spectra of natural materials in the Earth Resources Spectral In-
formation System (ERSIS) originally established by the Willow Rﬁn Laboratories and now main-
tained by WRL's successor organization, ERIM. Although ERSIS laboratory spectra have proved
useful in educating the remote sensing community about spectral features associated with vari-
ous chemical compositions, their usefulness for quantitative data analysis has been limited,

The primary reason for this has been the lack of theoretical models with which to link labora-

tory data to multispectral scanner data,

This report is directed toward providing that link. Dealing with geological remote sensirig
problems, it contains the results of four independent investigations having two things in common:
all make use of the types of gpectral curves available in ERSIS, and all are concerned with

correlating the physical data collected from multispectral scanners,

In one investigation, two theoretical models were devised that permit the caleulation of
spectral emittance spectra for rock and mineral surfaces of various particle gizes. The
simpler of the two models can be used to qualitatively predict the effect of texture on the spec-
tral emittance of rocks and minerals; it is also potentially useful as an aid in predicting the
identification of natural atmospheric aerosol constituents. The second investigation determined,
via an infrared ratio imaging technique developed earlier under this NASA task, the best pair of
infrared filters for silicate rock-type discrimination. In a third investigation, laboratory spec-
tra of natural materials were compressed into 11-digit ratio codes for use in feature selection,
in searches for false alarm candidates, and eventually for use as training sets in completely
automatic data processors. In the fourth investigation, general outlines of a ratio preprocessor
and an automatic recognition map processor are developed for on-board data processing in the
space-shuttie era; here, ratio codes of laboratory and field spectra may serve as substitutes for

in-scene training sets.

pRECEDING PACE BLANK N
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2
INTRODUCTION

This report, the fourth in a series [1-3], is directed toward providing theoretical models
capable of linking laboratory spectral data with multispectral scanner data in order to solve
geological remote sensing problems. [t contains the results of four independent investigations
conducted under the ERSIS task of NASA Contract NAS 9-9784. These investigations have two
things in common: all make use of the types of spectiral curves on hand in ERSIS, and all are
concerned with correlating the physical properties of natural materials—as evidenced in lab-
oratory specira— to spectral data collected by multispectral scanners. Thus the varicus pro-
cedures described are designed to make the interpretation of multispectral scanner data, by
scientists in the remote sensing community, easier and more comprehensible; they should
also prove useful in planning remote sensing experiments in which multispectral scanners are

included.

Two investigations were begun last year and completed in the early part of this contract
year. The first one, reported in Section 3 under the title, "Two Models for Irregular Rock and
Mineral Surfaces," presents theories which permit the caleulation of approximate gpectral
emittance spectra for rock and mineral surfaces of various particle sizes. The inputs to the
simplest model are a near-normal-incidence infrared reflectivity curve for a polished surface
of the rock or mineral and a specified particle size typical of the rock or mineral surface under
natural conditions. This model is also petentially an aid to the prediction or identification of
natural atmospheric aerosol constituents, as discussed in Section 3.4. The results of Section 3.3
have already, in fact, been found useful to NASA scientists at Goddard Space Flight Center,
who are comparing calculated spectra of atmospheric models with infrared spectra of the

Martian atmosphere from the Mars Mariner mission.

1. Vincent, R. X., R. Horvath, F, Thomson, and E. Work, Remote Sensing Data-Analysis
Projects Associated with the NASA Earth Resources Spectral Information System, Report No.
31650-26-T, NASA Contract NAS 9-9784, Willow Run Laboratories of the Institute of Science
and Technology, The University of Michigan, Ann Arbor, 1972.

2. Buits, G, R. K. Vincent, H. Horwitz, and J. Erickson, Opticat Modeling of Agricultural
Fields and Rough-Textured Rock and Mineral Surfaces, Report No. 31650-78-T, NASA Contract
NAS 9-9784, Environmental Research Institute of Michigan, Ann Arbor, November 1973,

3. Vincent, R. K., Rock-Type Discrimination from Ratio Images of Pisgah Crater, Cali-
fornia, Report No. 31650-77-T, NASA Contract NAS 9-9784, Willow Run Laboratories of the
Institute of Science and Technology, The University of Michigan, Ann Arbor, 1972,

10
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The Optimum Filters investigation is described in Section 4. This investigation led to the
determination of the best pair of infrared filters for mapping %(5102 - A1203) variations by

means of an infrared ratio imaging technique developed earlier under this NASA task.

Section 5, entitled "Ratio Codes of Lahoratory Data for Selected Ratios of the NASA/ERIM
M-T Airborne Scanner Channels," presents a new data compression technique designed to assist
current efforts in interpretation of ratio images as well as future efforts concerned with the
design of efficient ratio gating logic algorithms. Eleven of the 66 ratios (éxcluding reciprocals)
achieved with the ERIM M-7 scanner in the 0.4-2.5 um region (twelvé channels) were calculated
for approximately 235 laboratory spectra of soils, minerals, rocks, and some éégetafion. The
resulting ratios were divided into ten range intervals numbered from 0 through 9. Eleven
single digits then make up the ratio code, which reduces the spectral shape information of a
target reflectance spectrum to an 11-digit number. The ratio codes are useful for a priori -
selection of thoge ratio images which best enhance a particular target, in finding false alarm
candidates for a specific target of interest, and possibly for training sets in automatic recogni-

tion map processors of the future.

Section 6 explains the preprocessing steps needed for ratio gating logic when laboratory or
field spectra are to be used as training sets and suggests algorithm forms for a ratio gatiﬁg
logic system of the future. This system of logic is a possible candidate for on-bbard data pro-
cesgors of the future to be operated from either aircraft or space-shuttle platforms. '

11
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3
TWO MODELS FOR IRREGULAR ROCK AND MINERAL SURFACES

The problems encountered in geological remote sensing differ in several aspects from
remote sensing problems'concerning vegelative targets. First, temporal changes for geologi-
cal targets are much slower than for vegetative ones. Second, for rock -type identification,
variations in spectral emittance or reflectance are much more important than geometrical
variations (in shape, shadowing, observation angle, etc.) across the scene, whereas hoth are
relatively important for the identification of vegetative targets. Third, the thermal IR spectral
region contains more information than the visible-reflective IR wavelength regions about the

chemical composition of rocks, whereas the conversge is true for vegetative targets,

Rocks and minerals present a special problem in the thermal IR region not normally en-
countered in the shorter wavelength regions. Thermal IR wavelengths (=10pm) dimensionally
approach the particle diameters of some of the grains in fine-textured rock surfaces, and this
produces some complex optical phenomena related to surface roughness. For instance, Lyon
[4] and other investigators have noted that the spectral emittance within the major reststrahlen
bands (interatomic vibration modes in this case) of silicate rocks and minerals tends to in-
crease with decreasing particle size, Later work [5] has shown that in spectral regions of
moderate to small complex refractive index outside the reststrahlen bands {which are associated
with a high complex refractive index), the emittance can either increase or decrease with de~

creasing particle size.

The dependence of spectral emittance on particle size is an important factor in geological
remote sensing, because textural variations from rock to rock may mask differences in chemiecal
composition, and vice versa. It is therefore necessary to separate,insofar as possible, the
textural and chemical effects on the spectral emittance. To pain insight into this problem, a
model of rough rock and mineral surfaces is sought which can at least qualitatively explain the

effect of textural variations on the IR spectrum of those surfaces,

In last year's report for this task {2] two models were selected to describe qualitatively
the effects of surface roughness on the infrared spectral emittance of rocks and minerals. Both

models require the calculation of single-particle scattering parameters and emittance of a

4. Lyon, R. J. DP., Evaluation of IR Spectrophotometry for Compositional Analysis of
Lunar and Planetary Soils: Rough and Powdered Surfaces, Final Report, Part T, NASA Con-
tract NASr-49(04), Stanford Research Institute, Menlo Park, 1964,

5. Vincent, R. X, and G. R. Hunt, Infrared Reflectance from Mat Surfaces, Applied Optics,
Vol. 7, 1968, p. 53,

12
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homogeneous, semi-infinite, optically thick "cloud" of particles with a radiative trangfer model
devised by Conel [6] and reviewed below. The contribution of this report is to extend Conel's
theory to account for birefringence effects which, in the infrared wavelength region, are im-
portant for most natural geologic materials. The two methods selected for that purpose are
described in Sections 3.2 and 3.3.

3.1 RADIATIVE TRANSFER MODEL
The radiative transfer model used here for caleulation of emittance is the same as that ugsed
by Conel [6]. A plane-parallel "cloud" of infinite optical thickness consisting of uniform spheri-

cal particles of diameter d is assumed. The assumed anisotripic scattering phase function ig

w! cos 4] ' (1)

b =wll - wy

where W and w'1 are the single-particle scattering albedo and anisotropy factor, respectively,
and ¢ is the angle between the incident and scattered wave normals, All three guantities are
wavelength-dependent, but the A subscript has been suppressed. The quantities W and w'1 are
caleulable from Mie scattering theory as follows:

o Z'O(Zm+1)Dam(a,N)‘2+ |bm(a,NJ|2}
_1 "

sca  m= - '
YT g = o (2)
- ext ? (Z2m + 1R |:a, {o, N) +b_ (o N)]
el m? m?
m=1 _

w‘l =3<cos 6>

Z.o G[mrfler;z)R {a (o, N)am+1(a N)b e N } 72&11) {am("’* N)b:‘n(a, NJH

m:l
Z‘.j {2m + I)Dam(a, NH2 + ibm(a, N)|21|
m-+1

6. Conel, J. E., Infrared Emissivities of Silicates: Experimental Results and a Cloudy
Atmosphere Model of Spectral Emission from Condensed Particulate Mediums, J. Geophys. Res.,
Vol. 74, 1969, p. 1614,
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where Qsca = gcattering efficiency factor
@

extinction efficiency factor

ext
@ =2rd/a

and am(a, N) and bm(a, N) are Mie coefficients which are functions of o and the complex index

of refraction, N = n - ik, at that wavelength. After employing a simple two-point Gaussian

quadrature method to solve the radiative transfer equation and then matching the proper bound-

ary conditions at the cloud surface, as Conel did, one obtains for the Spectral emittance

2

E:(I—R)=U+1 - (4)
1
3]
1-w 3
where 1 = How

O

Two qualifications to the theory should be mentioned here. Emission and refiection of the
topmost layer of grains in the powder is neglected, so the E calculated from the above equation
is a "bulk" emittance. Second, an n-point Gaussian quadrature method is used to replace an
integral by a weighted sum of the integrand evaluated at n discrete points; for a two-point
approximation, only one point in each hemisphere (forward- and backward-scatiering direc-
tions) is selected. Therefore, the calculated emittance represents a rough approximation of
the total hemispherical emittance. The emittance calculated for a "cloud” of particles is
assumed to be approximately egual to the emittance of a rock surface, consisting of closely
packed (touching) particles of the game uniform conposition as the "cloud' particles. This
gross approximation can only be justified at this time by a "proof of the pudding" argument:
it is a valid approximation if it yields valid results. Conel's work Indicates that this approxi-
mation is qualitatively valid for granulated rock powders, and later results of this report
also support the qualitative validity of this approximation.

Inputs to this model are particle diameter and complex refractive index as a function of
wavelength. Here two complications arise. Rocks usually consist of mineral grains randomly
oriented. But silicate and carbonate minerals, the most important constituents of igneous and
sedimentary rocks, are birefringent in the thermal infrared wavelength region. This means
that the complex index of refraction of a mineral crystal is dependent on the angle § between
the direction of propagation and the optical axis (or axes) of the crystal. These two directions
define what is called a principal plane. Therefore, some accounting must be made for the bire-

fringence of the randomly oriented mineral grains in the rock surface. The second complication

14
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arises because, although some rocks are monomineralic, most rocks consist of several min-
erals. Therefore, the complex refractive indices of the individual minerals must be combined

in some way to produce an effective index of refraction for a multimineralic rock.

There are two possible approaches to the above problems. One is to experimentally deter-
nmine the refractive indices of the individual constituents and theoretically combine them to
produce an effective refractive index. This approach is appealing only for the simplest cases.
For instance, the effective index of a monomineralic rock consisting of uniaxial {one optical
axis) crystals, such as nearly pure sandstone (primarily gquartz) or limestone (calcite), may
be described in terms of linear combinations of the ordinary ray (electric vector perpendic-
ular to the principal plane and 4 -independent) and .extraordinary ray (electric vector parallel
to the principal plane and #-dependent) reflectances theoretically calculated for randomly
oriented crystals in the rock surface. This approach is taken in Section 3.2, below. For

- more complex cases, where both birefringence and multiple minerals are present, a different
approach is called for. Tt involves the calculation of effective indices from a spectral reflec-
tivity measurement of the rock surface, which become inputs to the theory described by Eqs. (1-4).
The resulting calculated reflectances or emittances, it is assumed, will then represgent the opti-

cal properties of the complicated rock surface; this approach will be taken in Section 3.3.

3.2 THEORETICAL AVERAGING TO ACCOUNT FOR BIREFRINGENCE IN MONOMINERALIC
ROCKS CONTAINING ONLY UNIAXIAL CRYSTALS

The first of these two approaches or models will be taken for the sedlmentary rocks—
sandstone {primarily quartz) and limestone (pr1mar11y calcite). Chert, also a sedimentary rock,
is expected to be similar to sandstone in its spectral behavior because both contain high %8'102.
However, chert is noncrystalline, unlike quartz. Both quartz (SiOz) and calcite (CaCO3) are
uniaxial minerals {one optical axis) for which the ordinary and extraordinary ray refractive in-
dices are known, as described in two 1972 publications under this contract [1,7]. The problem
at hand is how to treat birefringence in a surface of randomly oriented uniaxial crystals or, in
other words,how to combine the emissive effects of the ordinary and extraordinary complex

indices of refraction to describe the emittance of the rock surface.

Conel ignored this problem by using, exclusively, the ordinary ray index of refraction to
calculate emissivity spectra of quartz powders in a wavelength region where quartz is only

weakly birefringent {(ordinary and extraordinary indices approximately equal). Peterson and

7. Vincent, R. K., Emission Polarization $tudy on Quartz and Calcite, Applied Optics,
Vol. 11, 1972, pp. 1942-45,
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Weinman [8], in calculating the infrared scattering properties of quartz aerosols, accounted

tfor birefringence by assuming that incident radiation was propagated as ordinary rays through
2/3 of the particles and as extraordinary rays through 1/3 of the particles. Consequently, they
used these factors to linearly combine the ordinary and extraordinary extinction coefficients

to thus obtain a total extinction coefficient. This is similar to the approximation made by
Raman and Viswanathan [9] for a poly-crystalline medium composed of uniaxial crystals, which
they based on the assumption that crystalline particles are identically aligned cubes with their
edges parallel to principal axes of the crystal index ellipsoid. The average refractive index re-

sulting from such an assumption is

N = {ZN;) + Né]/S (5)

where Nc’J and Né, respectively, are the complex principal ordinary and extraordinary indices of
the uniaxial crystals compriging the medium. It is obvious, however, that any method which com-
bines the ordinary and extraordinary indices prior to calculation of reflectance or emittance will
be incorrect when the real parts of the two indices fall on opposite sides of 1.0, because reflec-

tance increases as n departs from 1.0 in either direction, when air is the surrounding medium.

A theoretical method for treating birefringence for a homogeneous particulate surface com-
posed of randomly oriented uniaxial crystals is now described in three steps. First the ordi-
nary and extraordinary indices are averaged over all possible particle orientations to yield the
two indices, ﬁo and ﬁe, for an "average' particle orientation with respect to a given direction
of light propagation. Secondly, emissivities are calculated for the particulate surface, using
the theory discussed in the previous section, with the exclusive use of N0 and N, to obtain E(ﬁo)
and E{Ne), respectively. Finally, Eo(No) and Ee(Ne) are combined to obtain the total emissivity

of the cloud from an expression of the form
E=PE(N)+PEN) (8)
where Po and Pe (which will be called polarization fractions) have a sum equé,l to 1.

For the first step in this method, consider the case of radiation propagating inside a uni-
axial crystal along the z-axis of an arbitrary XYZ coordinate system fixed in space. The optical
axis A of the crystal, which defines the z' axis of the crystal's principal X'Y'Z' coordinate

8. Peterson, J. T. and J. A. Weinman, J. Geophys. Res., Vol. 74, 1969, p. 6947,

9. Raman, C. V. and K. 8, Viswanathan, Proc., Ind. Acad. Sci., Vol. I, 1955, p. 37; re-
printed in Handbuch der Physik, Vol. XXV, Ed., 5. Fligge, Chapter 8, Crystal Optics; Diffrac-
tion, p. 122, ’
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system, is described by a polar angle ¢ and azimuth angle ¢ {see Figure 1), The plane con-
taining the propagation vector T and the optical axis A is called the principal plane. For any
given direction of propagation T in a uniaxial crystal, there are two waves with different dis-

placements ﬁo and ﬁe and different velocities V o and Ve allowed by the crystal.

Each velocity Vj is related to a complex index of refraction according to the equation

V. =
]

ij "o, —cikj' e -cin) j=oore (1)

For wavelength regions where k0 and ke are negligible, the "o" (ordinary) and-"e" (extraordi-
nary)refer respectivelyto vibrations perpendicular and parallel tothe principal plane (linear po-
larization). This special definition of ordinary and extraordinary vibrations is not valid, however,
whenever k0 and ke are significantly large since, in that case, 50 and 56 are no longer per-

pendicular to T (elliptical polarization),

The two phase velocities associated with a given value of 0 are given by

v | .

and
2 2 2 2 .2
v, = VO cos” 8 + V. sin” 8 ‘ {(8b)
where the primed and unprimed velocities refer respectively to values of velocity for ¢ = 90°
and g #90° These primed velocities and their corresponding complex refractive indices will
be referred to as "principal ordinary" and “principal extraordinary" because, for 8 = 90°, the

XYZ system becomes the XYz principal coordinate system of the uniaxial crystal.
Substitution of Eq. (7) into Egs. (8a and b) vields

1 B 1
2 N S I
no(l - 1K0) no (1 1K0)

5 {9a)

and
1 2 2

cos” /2 5in” @
= + (9b)
[ng(@’[1 - ik 0)]°  w - i) 020 - k)2

Equation (9a) states that the ordinary complex index of refraction is the same for all directions
of propagation, i.e., N0 = Né). Equationl(gb), however, expresses the angular dependency of the
extraordinary complex index of refraction. When Eq. (9b) is separated into real and imaginary

parts and solved for né(e) and Ké(@ }, the results are
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FIGURE 1. RELATION BETWEEN THE FIXED SPATIAL (XYZ) AND

THE PRINCIPAL (X'Y'Z') COORDINATE SYSTEMS IN A UNIAXIAL

CRYSTAL. 1 = radiation propagation direction. A = optical axis of
the crystal.
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Ml
ne(ﬁ) = 9 Vﬁ 1/2 (103)
[E(Mz + 4M1)( I\JI2 +4M1 - M2>
and
2 .
M2 +4M1 - M2 (10)
K (9) = 7, )
where
n'k‘ n!kl
Ml— 5 %2c0529+ Zeezzsinzﬁ
(n' +k'> (n‘ +k')
o 0 e e
and
n? n?k?
_ 0 1] € e _.
M2 T3 +k'2 2cos g + ntz +k‘2 5 sin” &
"o 4] e e
and
k! =n' X!
1 m 3

Equations (9) and (10}, therefore, define the two complex indices of refraction associated with
monochromatic radiation propagating at an angle 8 with regpect to the optic axis in an uniaxial
crystal. These equations are valid for any positive real values of the principal indices n(‘), k';,

l’le,

1
and ke.

Now that No and Ne have been derived to describe interaction of an incident ray with a sin-
gle crystalline particle, one can consider the case of a beam of incident radiation striking a
homogeneous "cloud" of uniaxial crystals in which it is reasonable to assume that the particles
are randomly oriented. This is the case except when the uniaxal crystal of interest has strongly
preferred cleavage planes, and the macroscopic surface of the "cloud” is packed such that the
preferred cleavage plane of the individual particles has a preferred orientation with respect to
the incident beam. For any given direction of the incident beam propagating through a cloud of
randomly oriented uniaxial crystals, the two effective complex refractive indices can be repre-
sented by the expressions

T 7

~ ~ 1 —l ' : - = t et . - )

N, =1, - ik =3 Jno sin ¢ d¢ 1J n K. sin ¢ dg | = N {11a)
0 0
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m T
= = = 21 . . .
Ne = ne(ﬂ} - 1ke(9} =3 Jne(ﬂ) sin 4 d# 1Jne(9}Ke(9} sin & dé {31
iy 0

When Eq. (10) is substituted into (11b), the resulting integrals can be integrated by the Simpson
rule to yield ﬁe. It is clear from Eqgs. (10) and {11) that the principal ordinary complex re~
fractive index has an effect on both ﬁo and ﬁe’ whereas the principal extraordinary index effects
only N o

In general, the polarization fractions, Po and Pe’ as defined by Eq. (6) are probably
wavelength-dependent. For this report, however, the simplest approximation will be made,
that P0 Pe = 1/2. This ig consistent with the assumption that the particles are randomly

oriented.

This method of accounting for birefringence effects on the spectral emittance of rough
surfaces in monomineralic rocks consisting of uniaxial crystals has been applied to quartz and
calcite. For quartz, the theoretically calculated spectral emittance for a particulate surface
consisting solely of 125um-diameter grains is compared in Figure 2 with an experimentally
measured emittance of quartz powder with particles in the 74-250 pm range. Actually, some
particles smaller than 74um were present in the experimental sample, adhering to larger
particles, because the quartz was not washed after grinding. In Figure 2, curve A is the experi-
mental emittance [5] from a non-quantitative measurement, i.e., the emittance values were not
calibrated to an absolute scale, Data near the 670cm-1 atmospheric COy band have been omitted.
Curve B is the theoretical curve calculated from Eqs. (11), (4), and (6), where it was assumed
that Pe = 1/2 and Po = 1/2. Curve C is the spectral emittance for P, = D, PQ =1. Local
emjttance maxima frequency (v = 10,000/, with frequency in wavenumbers, or cm 1, and wave-

length in pum) positions of curve B agree within 5cm-1 of the maxima in experimental curve A.

The assumption that Pe and P0 are independent of wavelength is only an approximation, as
pointed out earlier. The values of Pe = PO = 1/2 are significant only if they can be used to ob-
tain reasonably good gualitative theoretical emittance spectra for other particle diameters of
quartz and for other minerals besides quartz. With these same values of Pe = P0 =1/2, the
theoretical spectrum for a particulate surface composed entirely of 30-um-~diameter quartz
crystals was calculated. The result is shown as curve B of Figure 3. Curves C and D are once
again the extraordinary (P, = 1, P = 0) and ordinary (P, = 0, P = 1) emittance spectra, re-

spectively. The experimental spectrum shown as curve A is taken from quantitative total
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FIGURE 2. CALCULATED AND EXPERIMENTAL SPECTRAL
EMITTANCE OF QUARTZ FOR A 125-um PARTICLE DIAMETER,
Curve A is an experimental spectrum for 74- to 250-um quartz
powder. Curves B, C, and D are theoretical spectra for an assumed
quartz particle diameter of 125 um and emittances Eg = [EO(Nb)

+ Ee(ﬁe)] /2, E, = Ee(ﬁe), and E, = E,(Np). Slashes in Curve D
denote a vertical discontinuity of 0.1 in emittance.
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FIGURE 3. CALCULATED AND EXPERIMENTAL SPECTRAL EMITTANCE OF
QUARTZ FOR A 30-um PARTICLE DIAMETER. Curve A is an experimental quan-
titative reflectance spectrum plotted as Ep = 1 - Rp for a quartz powder of 0- to
37-iym diameter. Curves B, C, and D are theoretical spectra for an assumed

quartz particle diameter of 30 um and emittances Eg = [E;(NJ) + E_(N)]/2,E = Eg
{ﬁe), and ED= EO(Nb)' Slashes in Curve D denote a vertical disconfinuity of 0.1 in

emittance.
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reflectance data (plotted as E = 1 - R) measured for J. E. Conel [10] at the National Bureau

of Standards. The quartz powder had a particle size range from'()-a'hum and the reflectance
measurements were made in a total integrating sphere apparatus attached to a Cary-White
model 90 spectrophotometer. The sample was baked at 200°C for 8 hours in a dry nitrogen
atmosphere to eliminate free water in the powder, then cooled to room temperature for the re-

flectance measurements.

Except for the region below SOOcm_l where the spectraophotometer is less sensitive, the
calculated curve B of Figure 3 qualitatively matches curve A surprisingly well, given the fact
that such gross approximations have been made throughout the development of this theoretical
model. The local emigsivity maxima in curve B are all within 10(:m_1 of the maxima in curve
A; however, the curve A maxima are systematically 5 to 10 cm-l lower in frequency than the
curve B maxima. This minor discrepancy may be caused by improper instrument calibration,
In both Figures 2 and 3 the discrepancies hetween curves B and A near 500cm_1 can be af least
partially explained by the fact that the quartz indices are least accurate in this vicinity.

The selection of 125m and 30um as the theoretical particle diameters to represent the
74-250 pm and 0-37 ym samples is not a eritical assumption, except that particle diameters
less than about 5um begin to yield more nearly a blackbody emiggivity spectrum as particle
diameter approaches zero. Any diameters within roughly 339% of the two respective chosen
values produce spectral emittance curves which fit the experimental data about as well as

curves B of Figures 2 and 3.

Before leaving the quartz case, it is instructive to compare the spectral emittances cal-
culated above with those calculated directly from Eq. (4), after a linear combination of indices
(such as Eq. 5). Figure 4 shows theoretical spectral emittance curves for a particle diameter
of 125m which were calculated from Eq. (4) using the tollowing linear combinations of princi-
pal ordinary and extraordinary rays: N = (ZN.; + Né)/s {(curve B) and N = (N(‘) + Né)/z (curve C).
Curve D shows the results of combining the averaged extraordinary index from Eq. {11b) with
the principal ordinary index N = (N + ﬁe)/ 2. Curve A of Figure 4 is the same as experimental

curve A shown earlier in Figure 2.

It is clear that curves B and C, which employ direct combinations of the principal indices,
are quite inaccurate in the 300-500 cm™ ! and 750-800 cm regions. Curve D, which employs
an averaged extraordinary index, is somewhat more similar to experimental curve A, but is ob-

viously wrong in the vicinity of 470 cm_l. Herein lies the aforementioned objection to the

10. Conel, J. E., Jet Propulsion Laboratory, Pasadena, Private Communication to R, K,
Vincent, Willow Run Laboratories of the Institute of Science and Technology, The University of
Michigan, Ann Arbor, 1970.
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FIGURE 4. CALCULATED AND EXPERIMENTAL SPECTRAL

EMITTANCE OF QUARTZ FOR A 125-um PARTICLE DIAM-

ETER—CALCULATED DIRECTLY FROM EQ. (4). Curve

A is an experimental spectrum for 74- to 250-um quartz powder.

Curves B, C, and D are theoretical spectra for an assumed guartz
particle diameter of 125 pm. Average refractive index

N, = (2Ny + Né)/a
Ne = (N 1::('3)/2
Np = (N0 + Ne)/2
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average index method: there are regions of the spectrum where one of the component indices
is greater than 1.0 when the other is less than 1.0, which means that the index of a medium
more optically dense than air is added to one that is less optically dense than air, resulting in
an erroneous average index, A simple analogy of how such an error arises can be drawn from
the normal-incidence Fresnel reflectivity equation, where the reflectivity for N = n is equal to
the reflectivity calculited for N = 1/n in regions where k is negligible. If a medium of index
N = 0.5 is mixed with a medium of index N = 2.0, the Fresnel reflectivity of the combined
medium is the same as that for either of the two media before mixing —namely, 0.111. A linear
combination of the two indices, however, would produce an average index of the medium some-
where between 0.5 and 2.0, which yields a Fresnel reflectivity lower than the correct value of
0.111. A comparison of Figures 4 and 2 shows that a linear combination of emittances works

better than a linear combination of indices for uniaxial crystals.

The particulate surface model described for monomineralic rocks has produced qualitatively
valid emittance specira for twb quite different particle diameter samples of the same mineral.
The next question to be answéred is whether the same theory can be used for other uniaxial
minerals. Accordingly, Egs. (11, 4, 6) were used to calculate the spectral emittance for calcite,
with the same two particle diameters as were used for quartz. Figures 5 and 6 show those
results. Curve AinFigure 5 is a nonquantitative experimental reflectance curve [5] plotted as
EA =1- R,\ for a calcite powder with a 74-250 m particle diameter range; curve B is the theo-
retically calculated speciral emitiance for a particle diameter of 125um and P, =P = 1/2,
Figure 6 shows the same information for a nonqualitative experimental curve A [5] with 2 sam-
ple of 0-74 pm particle diameter range; and for the theoretical curve B, calculated with an as-

sumed particle diameter of 30pm and Pe = P0 =1/2.

The spectiral features ﬁear 960(::11-1 and 7‘750m‘1 seen on both experimental A-curves
(Figs. 5 and 8) are overtone and combinational bands not accounted for theoretically because
they are too weak to show up in reflectance from a polished surface of calcite from which the
indices of refraction are calculated. For this reason the theoretical curve does not include
these two features. The theoretical B-curves of Figures 5 and 6 exaggerate the regions of low

1

. emittance (near 1000cm — and 775cm"1) in a way similar to that noted previously in the quartz

theoretical specira.

Qualitatively, however, the model has predicted the spectral feature changes produced
solely by varying particle diameter for two minerals of quite different compositions. The fact
that the same model can be used to predict these gualitative spectral changes for different parti-
cle sizes of different minerals lends credence to the model, in spite of the gross approximations
that were made in order to produce tractable results,
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The simplifying assumption Pe = P0 =1/2 has been made for both particle sizes of quartz
and caleite. Visual reinspection of Figures 2 and 3 will show that for quartz, a slightly better
qualitative fit with experimenta)l data in the region near 5‘50cm-1 may be obtained by weighting
Pe more heavily (up to about Pe =2/3, Po = 1/3). However, since this would seem to imply
some preferential orientation of the quartz particles in the experimental sample, and since the
theoretical calcite spectra a;e net improved by weighting the extraordinary component more

heavily, no better values of Pe and P0 were sought in this investigation.

Some previously hypothesized [5] generalizations about the effect of particle size (or sur-
face roughness) on spectral emittance are supported by the quartz and ealcite results. Table 1
lists oscillator parameters for some of the quartz [11] and calcite [7] bands mentioned in the

following discussion. Strong reststrahlen bands, with strengths greater than approximately
0.50, tend to retain their appearance as emittance minima with decreasing particle diameters,

at least down to 2 diameter of 30m. The 1072cm * and 1080cm™ bands of quartz are not shown
in Figures 2-4 because the results are almost identical to those of Conel [6]in that spectral re-
gion of relatively low birefringence. Intermediate bands, where the strength is around 0.1,
display a peculiar change from emittance minima to apparent emittance maxima with a reduc-
tion in particle diameter from 125um to 30um. Weak bands, with strengths on the order of

0.01, retain their appearance as emittance maxima for both particle diameters, Though these
three types of spectral behavior have been experimentally observed [5] previously, the model

predictions verify that the spectral emittance in the wavelength vicinity of intermediate bands

can change from peak to trough with only a change in particle diameter., The peculiar experi-

mental spectral features are not artifacts.

Conel's results for the 1000-1250 cm-l region {8-10 um) of quartz and the results of this
study for calcite in the 1560-1430 cm-1 {(6.4-7.0 1m) region show that in the strong reststrahlen
regions, a reduction of particle diameter from coarse {>125um) to fine-grained (=30um) surfaces
does not alter the spectral features a great deal. For loosely packed ultrafine-grained surfaces,
where particle diameters can be on the order of <5 pm, however, even the strong reststrahlen

bands may change appreciably,

Conclusions of this section relating to geological remote sensing are deferred to Section 3.4,

where results from this and the now following Section (3.3) will be discussed together,

11. Spitzer, W. G., and D. A. Kleinman, Infrared Lattice Bands of Quartz, Phys. Rev.,
Vol. 121, 1961, p. 1324.
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TABLE 1. OSCILLATOR PARAMETERS OF BOME QUARTZ
AND CALCITE INTERATOMIC VIBRATION MODES

Frequencf Strength  Width

Type Material Component (¥ in cm (4mp) ()
Strong Quartz Ordinary 1072 0.67 0.0071
Strong Quartz Extraordinary 1080 0.67 0.0069
Strong Quartz  Ordinary 450 0.82 0.0090
Strong Guartz Extraordinary 495 0.66 0.0090
Strong Calcite  Ordinary 1404 0.57 0.0063
Interme- Quartz Ordinary 797 0.11 0.0090
diate
Interme- Quartz Extraordinary 79 0.10 0.0100
diate

Interme- Calcite  Extraordinary 810 0.08 0.0016
diate

Weak Caleite  Ordinary 711 0.01 0.0033
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3.3 EXPERIMENTAL AVERAGING TO ACCOUNT FOR BIREFRINGENCE AND COMPQSI-
TIONAL INHOMOGENEITY IN MULTIMINERALIC OR MONOMINERALIC ROCKS
CONTAINING BIAXIAL AND/OR UNIAXIAL CRYSTALS

The theory covered in the preceding section for monomineralic rocks containing only uni-
axial cfystals is sufficiently complicated to discourage efforts toward applying it to complex
rocks. Therefore,a simpler approachwill be taken for the general case of multimineralic rocks
containing both biaxial and uniaxial minerals. Instead of trying to calculate the indices of re-
fraction of each mineral (with as many as three indices per mineral), an effective complex index
of refraction will be calculated for the whole rock via the following five-step procedure, First,
a surface of the rock sample is cut and polished. It will be assumed that within the area of the
polished surface being measured, all minerals comprising the rock are repregented in cross
section in the same relative proportions as their volume percentages in the rock, and that the
crystals of each mineral are randomly oriented in the polished cross section. Second, a re-
flectivity spectrum is measured for near-normal incidence. Third, a classical oscillator fit-
ting program [1, 7, 11] is used to calculate the indices of refraction, whereby the spectral re-
flectivity curve is treated in the same manner as if it were a curve from a single, nonbirefrin~
gent crystal. Fourth, the resulting osciliator constants are used to generate an effective index
of refraction for the rock. Finally, the effective refractive index is input to the Mie scattering
and radiative transfer model of Conel's (described earlier in Section 3. 1) which yields a cal-
culated emittance spectrum. The difference between the procedures of this and the previous
section is that there the averaging for birefringence effects was done theoretically, starting
from the actual refractive indices of a single crystal of the rock or mineral, wheréas in this
section the averaging for both birefringence and multimineralogy is done with one experimental

measurement.

The first two rocks chosen as test cases were limestone {mostly calcite and dolomite) and
chert {accreted SiOz; quartz is crystalline Sioz) because they have simple compositions, which
are similar to the subjects (calcite and quartz) of the previous section, and because near-normal-
incidence spectral reflectivity curves of smooth surfaces of these rocks were already available
in ERSIS. Figure 7 shows the spectral reflectivity curves for smooth surfaces of both lime-
stone [12] and chert [4], ERSIS curve numbers B07139014 and B02 131005, respectively,

The Manitou limestone curve was difficult to fit with the classical oscillator program, be-

cause the data do not extend to sufficiently low wavelengths to include all major carbonate

12, Martin Marietta Corp., Application of Remote Sensor Data to Geologic and Economic
Analysis of the Bonanza Test Site, Colorado, First Year Summary Report, Denver, 1970.
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reststrahlenfeatures near 6.6um. Figure 8 shows the calculated effective refractive index of
Manitoulimestone, The spectral regionkelow 8.m is inaccurate for the previously stated reason.
With this index of refraction, the procedure prescribed above yielded the calculated spectral
emittance curves of Manitou limestone shown in Figure 9 for particle sizes 125um, 30um, and
1am. Also included are the laboratory data for calcite reported earlier, though these lab data
are not quantitatively accurate in that their emittance values are not absolute. Data for wave-
lengths greater than Bum are encouraging in that they are not as exaggerated as the theoreti-
cal curves of the previous section, and clearly show the reversal of the spectral feature near
11.2pm from emittance minimum (for 125pum particles) to emittance maximum {for 1pm parti-
cles). Some of the discrepancy between experimental and theoretical curves in Figure 9 con-
cerning the exact positions of the spectral features near 11.2um and 14um is most likely
caused by differing chemical compositions between the lab sample represented by the experi-
mental curves in Figure 9 and the limestone sample used to caleulate the theoretical curves in
the same figure. The lab sample was pure calcite, whereas the Manitou limestone, because the
spectral features in Figure 7 appear at 11.2um and 14um, is suspected to have been strongly
dolomitized. Dolomite is CaMg(COz) whereas pure limestone is CaCOs; Substitution of the
Mg ion for the Caion {dolomitization) causes the spectral feature to occur at lower wavelengths
than the 11.4pm position of the CaCO3 feature. However, the 30um-diameter calculated curve
does not show as much reversal as the 0-37um experimental curve, for which no explanation

is apparent.

Figure 10 shows the calculated refractive indices for fine-grained chert. Figure 11 shows
spectral emittance curves of chert {calculated by the same procedure} for particle sizes 125um,
30upm, and 1ym. Also included are the laboratory spectra (not quantitatively accurate) re-
ported in the previous section for quartz. Once again the theoretical spectra are not as exag-
gerated as in the previous section, and the apparent reversal in the 12-13 um wavelength re-
gion from emittance minimum (for 125um particle size) to apparent maximum (for 30um
particle size) is correctly predicted. The calculated results could not be performed for longer

wavelengths because the reflectivity data in Figure 7 do not go past 13um.

The above results for chert and, to a lesser degree limestone, are encouraging. The cal-
culated curves correctly predict the effect of particle size on the spectral emittance, except
for perhaps the 30um curve of limestone. The extent of agreement between caleulated and
experimental curves is remarkable when one takes two factors inte account: different samples
were used to produce the two curves for each rock type, and seemingly gross approximations
were made in producing the theoretical curves. The most serious discrepancy is the difference
in wavelength positions of the 11.2pm and 13,.8um limestone spectral features between the ex- -

perimental and calculated curves, The explanation given, that the Manitou limestone sample is

30



:

FORMERLY WILLOW RUN L ABORATORIES. THE UNIVERSITY OF MICHIGAN

100

90 | _
80 |— _|
70 — _ -
60 |— _

50— —

REFLECTIVITY (%)

30— ~j
Maniton Limestone -
20— (Possibly Dolomite)

10—

ob— L1 | 1 1 |

0 1 2 3 4 5 6 T 8 9 10 11 12 13 14 15
WAVELENGTH (um)

FIGURE 7. EXPERIMENTAL REFLECTIVITIES OF POLISHED SURFACES OF MANITOU
LIMESTONE AND CHERT

WAVELENGTH (zm)
7 8 9 10 12 14 18 1820 30 40
]_0 T T 1 | | T lIIIIliFl\I!i'IIHl T | | |1|I|F||TT1—I]_|'

$

[y
(42}
(=]

ang
|_

~~— Imaginary

I lIIlHl

Refractive —

INDEX OF REFRACTION N - iK
=

- Indices
-] are Inaccurate
10 " Below 8 um
108 | | 1 | | ] | |
2000 1800 1600 1400 1200 1000 800 600 400

FREQUENCY (cm_l)
FIGURE 8. EFFECTIVE COMPLEX INDEX OF REFRACTION OF MANITOU LIMESTONE

31



t

FORMERLY WILLOW RUN LABORATORIES, THE LUNIVERSITY OF MICHIGAN

WAVELENGTH (um}

5 6 7 8 9 10 12 14 16 1820 30 40
Q
Lﬂ ———————
0.9 —0.1 =
2 z
< f =
£ 0.8- . Experimental Curve for T4- to 250-um Calcite Sample 79-2 3
— 1 . i ]
E 0.7 Theoretical Curve for 125-um Particle Diameter . o3 5&3
| &
0.6 ! | ] I | ] I i 0.4
2000 1800 1600 1400 1200 1000 L 800 600 400
FREQUENCY (cm ) .
{a) Diameter = 125.0 ym
WAVELENGTH {zm)
3 6 T 8 9 10 12 14 16 1820 30 40
1.0 T T T 1 0.0 .
3] &)
L 0.9 Sl —0.1 %
= 0.8 1 Seerthea N —0.2 0
E Theoretical Curve for 30-um Particle Diameter E
Lo — 2
=R Experimental Curve for 0- to 37-um Calcite Sample L‘ 0.3 E
! LY
0.6 ! i ) | ] ) | 1 0.4
2000 1800 1600 1400 1200 1000 800 600 400
FREQUENCY (em ™)
(b) Diameter = 30.0 ym
WAVELENGTH (um)
5] 6 7 8 a 10 12 14 16 1820 30 40
1.0 J T T T I T T T 0.0
A ol
o : L
0 0.9 Theoretical Curve for 1-um Particle Diameter —10.1 =
: :
= 0.8} —H0.2 ©
= . . ]
E Reflective Indices |
= 0.7+ Inaccurate Below 8 ym —0.3 5
~
0.6 i i l L 1 | I | 0.4
2000 1800 1600 1400 1200 1000 800 600 400

1

FREQUENCY {cm )

{c) Diameter = 1.0 um

FIGURE 9. THEORETICAL SPECTRAL EMITTANCES OF MANITOU LIMESTONE (3 PARTICLE
DIAMETERS) AND EXPERIMENTAL REFLECTANCES OF CALCITE (2 PARTICLE DIAMETERS)

32



ERIM

FGRMERLY WILLOW RUN LABORATGRIES. THE UNIVERSITY OF MICHIGAN

WAVELENGTH (um)

19 6 7 8 9 10 12 14 16 18 20 30 40
1051 :(|I1111T||Tllrrlﬁ]|1rr-r T I|||l|‘1i1—r1il
i B
- /Real
z 1
Z -
9 |
o -
2 -
ﬁ 1()_1 =
= -
= = .
ey L Imaginary —
@] -
®oo
E 1072 —
10-3 | ! I I | [ | I
2000 1800 1600 1400 1200 1000 800 600 400

FREQUENCY (cm )
FIGURE 10, EFFECTIVE COMPLEX INDEX OF REFRACTION FOR CHERT

33



t

FORMERLY WILLOW RUN LABORATORIES, THE UNIVERSITY OF MICHIGAN

WAVELENGTH (um)

5 6 i 8 9 10 12 14 16 1820 30 40
LO————— T T A 0.0
&= g —emt S 3
009 \ 0 v \ o012
z iy i L) <
‘ﬁ “'\.‘___r =
0.8 . —0.2D
= Experimental Curve for 74- to 250-um Quartz Sample ﬁ
50-7 I~  Theoretical Curve for 125-um Particle Diameter —0.3 E
0.6 | | | | | ! [ | 0.4 P
2000 1800 1600 1400 1200 1000 800 600 400
FREQUENCY (cm 1) -
(2) Diameter = 125,0 ym
WAVELENGTH (um)
5] 6 i 8 9 10 12 14 16 18 20 30 40
. - e 0.0
Y LI B I B s— ‘II / 4.,..\!_ Y T 8
609 e Ho.1 %
z &
EE-: 0.8 \ Experimental Curve for 0- to 37-gm Quartz Sample — 0.2 a
= 0.7 Theoretical Curve for 30-um Particle Diameter o.a i
5] N . m
- o
0.6 ! | | | | | j | 0.4
2000 1800 1600 1400 1200 1000 800 600 400
FREQUENCY (cm‘l)
(b) Diameter = 30.0 ym
WAVELENGTH (um)
5 6 7 B 9 10 12 14 16 18 20 30 40
1.0 T f ¥ ———T ——T—T T 1 —0.0 o
§ 0.9 0.1 :z‘:
<1 |
;‘ 0.8 Theoretieal Curve for 1-ym Particle Diameter 0.2 g
= 5
Q=07 —0.3 &
0.6 i I I I L L I I 0.4 a
2000 1800 1600 1400 1200 1000 800 600 400

FREQUENCY (cm 1)
{c) Diameter = 1.0 um
FIGURE 11. THEORETICAL SPECTRAL EMITTANCES OF CHERT (3 PARTICLE

DIAME TERS) AND EXPERIMENTAL EMITTANCES OF QUARTZ (2 PARTICLE
DIAME TERS)

34



Z ’ FORMERLY WILLOW RUM LABORATORIES, THE UNIVERSITY OF MICHIGAN

partly a dolomite, seems the most plausible because the spectral positions of those two features
in Figure 7 (before the theoretical model was implemented) occur at lower wavelengths than the
experimental calcite (125um particle size) features. The model did not introduce the wave-
length position discrepancy of thoze features.

More complex rocks were attempted next. Dunite (an vltrabasic, monomineralic rock com-
posed of olivine, a biaxial mineral) and andesite {an intermediate, multimineralic rock) were
run through the same procedure as chert and limestone. The spectral reflectivity curves of
polished samples of each are shown in Figure 12 [4], though the reflection measurements were
made at 30° from normal incidence, This source of error is negligible for purposes of this
report. The indices of refraction for dunite and andesite resulting from the classical oscillator
fitting program are given in Figures 13 and 14, respectively, The calculated spectral emittances
are shown in Figure 15 for both rocks.

A cbmparison of calculated curves with experimental emittance spectra [4] of dunite are
shown in Figure 16. The experimental curves; which are not quantitatively accurate in terms
of absolute emittance, show the 40-80 pm dunite dust as having more spectral contrast than the
150-300:m dunite sand in the major reststrahlen region, which is unlike any other laboratory
measurement of silicate rocks from the same reference, making these data highly suspect.
The 30um theoretical curve shows most of the features of the 40-80 um experimental curve in
the 9.0 to 12.0 um wavelength region, but is more exaggerated thahthe experimental curve.
The results for the 125 um particle diameter are poorly correlated with measured values for
dunite sand, and the luni results are only slightly similar to the 10um powder experimental
curve, If these experimental curves should represent true emittances of dunite powders, the
theoretical model is a failure on complex rocks.

These results, coupled with the fact that no experimental curves of this type are available
for andesite, make evaluation of this model incomplete for complex rocks. Further testing is
required to provide a proper test of the model. If the model is valid for complex rocks, how-
ever, at least one implication of these results is pertinent to geological remote senstng. Note
in Figure 15 that for both dunite and andesite, there is relatively little change in calculated
spectral emittance between 125um and 30um particle diameter curves in the vicinity of the
major reststrahlen bands, whereas the 1um curves display significantly less contrast than the
others. Most naturally cccurring rack surfaces are composed of particles considerably larger
than 30um. Therefore, Figure 15 would imply that unless a silicate rock surface is coated by
particles on the order of a few micrometers in diameter, surface texture will have much less
effect than rock composition on spectral emittance. Chert aiso seems to exhibit this behavior
in its major reststrahlen region from 8 to 10 um,

The same conclusion could not be extended to limestone. In fact some of the texturally in-
duced spectral changes in carbonates may eventually become useful for deducing surface rough-
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ness by remote sensing methods. However, Figures 9, 11, and 15 show that there is no diffi-

culty diseriminating carbonates from silicates for almost any particle diameter.

Since the oscillator parameters calculated in this section may be useful to atmosphericists
for aerosol modeling, Table 2 lists them for the Manitou limestone {possibly dolomite), chert,
dunite, and andesite. These pé,.rameters'should be used with cauntion, since the spectral re-
flectivity curves from which they were caleulated (Figures 7 and 12) came from different sources,
and probably none were measured with the care ordinarily given to measurements for this
purpose. . . -

3.4 CONCLUSIONS

Two methods have been discussed for modeling the spectral emittance of irregular rock
surfaces. The method described in Section 3.2 can be used only for simple, monomineralic rocks
consisting of uniaxial ¢rystals. The method of Section 3.3, which can be applied to any kind of
rock, is simpler than the more rigorous method of Section 3.2. More laboratory data are re-
quired to evaluate the accuracy of both methods, though the Section 3.3 method is preferred on

the basis of its slightly better correlation with laboralory specira and its simpler procedure.

The spectral emittances of two minerals {quartz and calcite) and four rocks {limestone,
chert, dunite, and andesite) were calculated. The results indicate that for silicate rock sur-
faces, texture* does not control spectral emittance as much as chemical composition, as long
as the diameters of particles comprising the surface are on the order of 30um or greater —
which is the casefor most rocks not covered with products of weathering. The relevance of these
results to geological remote sensing is that variations of texture indigenous to silicate rock
genesis most likely will not mask the effect of rock composition on spectral emittance in the
8-14 um wavelength region. Still other effects could seriously impair compositional remote
sensiﬁg of silicate rocks in the thermal infrared wavelength region; these might arise, for
example, from layers or coatings of weathering products, which in some cases can be an opti-
cally thick covering composed of very fine particles. The effects of such coverings on the spec-
tral emittance of naturally-exposed rock surfaces have not been adequately investigated; the
maodel just discussed in Section 3.3 would no doubt be useful in such a study. For carbonate
rocks, textural effects on spectral emittance can be appreciably large, though not of such a
nature as to cause misidentification of carbonates as non-carbonates. These effects may
eventually be helpful for determining the effactive particle sizes of remote carbonate target
surfaces, which in some cases may exhibit meaningful spatial patterns. For instance, coral
beach sands are composed primarily of CaCOS, and are sometimes graded into well-ordered
particle size distributions by wave action. The production of infrared ratio images for one
spectral channel in the 11.1-11.6 um region and another in the 10.6-11.1 4m region may not
only be useful for identifying the presence of carbonates, but possibly for also mapping grada-

*Texture here refers to size of crystals or 6ther particles composing the rock.
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TABLE 2. EFFECTIVE OSCILLATOR PARAMETERS OF MANITOQU
LIMESTONE (DOLOMITE), CHERT, DUNITE, AND ANDESITE

Rock WName Fffecgive Oscillator Parameters
lg(cm_l) 4up Y e,
Manitou Limestone 727.89 0.00098 | 0.01345 1.6148

888.78 0.07415 | 0.01417
1469.80 0.45990 | 0.05173

Chert 393.93 | 0.31095 | 0.00709 | 1.8066
449,73 | 0.74778 | 0.00951
696.85 | 0.00633 | 0.01248
792.03 | 0.06176 | 0.04004

1080.70 | 0.40093 | 0.04897

1261.00 | 0.060291| 0.06086 .

1225,40 | 0.01127 | 0.16826

Dunite §13.21 0.05411 | 0.05007 | 2.,9303
463.81 0.01035 | 0.01239
512.80 0.67690 | 0.02692
839.61 0.,17015 | 0.10213
885.72 0.69532 | 0.08104
968.34 0.093%3 | 0.02961

1031.80 1.73020 | 0.08772

Andesite 396.17 (.92410 | 0.18422 1.3302
520.38 0.12561 | 0.07174
5373.87 | 0.084%4 | 0.05188
659.90 0.48928 | 0.55569
940.43 0.44104 | 0.11233

1109.10 0.01436 | 0.05062
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tions in particle sizes. Laser scanners of the future most likely will be additionally useful for
discriminating among carbonate rocks on the basis of the spectral position of the sharp feature

near 11 .4um,

The irregular rock surface models presented in this report should also be useful to atmo-
sphericists interested in modeling the effects of aerosols on atmospheri'c absorption and scat-
tering in the 8-14 um wavelength region. For such models, a knowledge of the effective re-
fractive indices of aerosol constituents is necessary, and thege can be provided by the procedure

of Section 3.3, after further experimental laboratory work defines the accuracy of this procedure.

Before either of the models in this report can be made quantitatively useful, however, a
laboratory program is needed whereby samples are polished, measured for speciral reflectivity,
ground up o various particle sizes, and carefully measured again. This would make possible
the comparison of calculated emittances with lab spectra of the same rock samples. Should
this produce positive results, the models would then need to be expanded to permit the calcula-
tion of spectral emittances and transmittances of aerosol clouds or irregular rock surfaces with
a range of particle diameters, instead of using one effective particle diameter to describe the
cloud or rock surface. After these two steps, attempts could then be made to make the models
quantitatively accurate.
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4
SELECTION OF OPTIMUM FILTERS FOR IMPLEMENTING TWO-CHANNEL INFRARED
RATIO IMAGE DISCRIMINATION AMONG SILICATE ROCK TYPES
Over the past two years a thermal infrared ratio imaging technique, developed under this
NASA task [1, 3, 12, 13|, has been applied to infrared scanner data gathered from two sites,
Mill Creek, Oklahoma [1, 14], and Pisgah Crater, California [3, 15]. Heretofore, a prototype
two-element thermal infrared detector has been used to produce ratio images which permit
discrimination among silicate rocks differing greatly in %Sio2 content. This section describes
an effort to select optimum filters for implementing this technique, i.e., to determine what
better spectral regions than the two employed by the existing two-element detector could be

chosen for this purpose.

4.1 CALCULATION PROCEDURE
From References [3] and [ 14], the equation which describes the total spectral radiance re-

ceived by an airborne detector from a geological target on the ground is
L =l¢e,L. (T)+pL T +L., = e {(TY - L +L . W7, +L {12)
A |:A bb’\ A sky>L A’\ VA A Lbbl skyh sky‘,L A,\ V)\

where L,\ = total spectral radiance of wavelength A arriving at the detector
€y = 1- Py = rock spectral emittance taken from laboratory data (p}t = gpectral
reflectance)
Lbb)t(T) = gpectral radiance of a blackbody at same temperature T as rock

Lsky = gpectral radiance from sky incident on diffuse rock surface
A

T T spectral atmospheric transmissivity

A
L"r = spectral radiance from emission and scattering into the beam by the atmo-
sphere in the path between rock and detector

13. Vincent, R. K., and F. Thomson, Spectral Compositional Imaging of Silicate Rocks, J.
of Geophys. Res., Vol. 77, 1972, pp. 2465-71.

14. Vincent, R. K., F. Thomson, and K. Watson, Recognition of Exposed Quartz Sand and
Sandstone by Two-Channel Infrared Imagery, J. of Geophys. Res., Vol. T7, 1972, pp. 2473-71.

15. Vincent, R. XK., and F. Thomson, Rock Type Discrimination from Ratioed Infrared
Scanner Images of Pisgah Crater, California, Science, Vol. 175, 1972, pp. 986-88.
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The atmospheric parameters LS and L, were calculated from a clear, dry atmo-

> T L
kA Y .
sphere model developed at ERIM (then Willow Run Laboratories) [16]. The altitude of the air-

craft in all subsequent calculationg is assumed to be 1 km above ground.

For two selected filters and an assumed rock temperature, Eq. 12 can be integrated over
the respective spectral regions, and a ratio of radiances in the two spectral channels for each

of the laboratory samples can be calculated, The ratio is then given by

oD
L, (T £,00L, (T)dr
1D
Rig = Lo, (M @ (13)
J‘fz(h)LJ\(T)dA
0

where fl()t) and fz(?t) are the filter spectral regponges in the two respective channels. If all of
the rock samples are assumed to be at a temperature of 300°K and atmospheric parameters for
an altitude of 1 km are used, the radiances calculated from Eq. {12) can be substituted into Eg.
(13) to yield a ratio for each sample, as measured by this specific detector filtered by fl()t) and
fz()\) at an altitude of 1 km.

The spectral data used for a test case came from a collection of silicate rocks on which
laboratory measurements have been made for the U.S. Bureau of Mines [17]. These spectral
data, which have been added to the NASA Earth Resources Spectral Information System in the
latest supplement [18], are summarized in Table 3. Only 22 of the available 26 rocks from the
total suite were used for this study because three of the samples (granites) contain some min-
eral grains larger than the spot size of the laboratory spectrometer, and one sample is a peri-

dotite. (Peridotite is an ultrabasic rock [very low %Sioz] that is not expected to be included in

16. Anding, D., R. Kauth, and R. Turner, Atmospheric Effects on Infrared Multigpectral
Sensing of Sea Temperature from Space, Report No. 2676-5-F, Willow Run Laboratories of the
Institute of Science and Technology, The University of Michigan, Ann Arbor, 1970.

17. Wagner, T., R. K. Vincent, B. Drake, R. Mitchell, and P. Jackson, Tunnel-Site Seléc-
tion by Remote Sensing Techniques, Report No. 10018-13-F, U.S. Bureau of Mines Contract
HQ210041, Willow Run Laboratories of the Institute of Science and Technology, The University
of Michigan, Ann Arbor, 1972, :

18. Vincent, R. K., The NASA Earth Resources Spectral Information System: A Data
Compilation - Second Supplement, Report No. 31650-156-T, NASA Contract NASS-9784, En-
vironmental Research Institute of Michigan, Ann Arbor, 1973.
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the %Si02 range of linear correlation coefficients for an infrared ratio.) The chemical pa-
rameter data [19] were supplied by rapid rock analysis, Also included in Table 3 is a listing of
%810, and %(8102 - A1203) content (weight percent) and two chemical parameters for which high

correlations havebeenfound with the infrared ratios of the current two-element detector [19].

A computer program, LTOTALS, {described in more detail in Appendix A} was written to
calculate the radiance ratios from Eqs. (12) and (13) for three types of filters: square window,
Hamming window (sine), and individual user-specified filters. Locomotion (moving the filter
along at specified wavelength increments) of the first two types of filters is possible in LTOTALS,
but not with user-specified types. Only square window filters were utilized for this study.

4.2 CALCULATED REBULTS AND CONCLUSIONS

The first chemical parameter tested was %Sioz. The initial square filter width implemented
on LTOTALS was 0.5um, incremented at 0.5pm wavelength intervals. All permutations of ra-
diance ratios for that spectral width and wavelength inerement were calculated between the wave-
length limits of 8.0um and 13.0pm. Smaller increments for the 0.5um filters were not cal-
culated for two reasons: the narrow filters are not as favored by signal-to-noise considerations
as wider filters, and it would have been expensive to calculate the 0.5umfilter resultsfor 0.1ym
increments, Table 4 shows the resulting linear correlation coefficients between %Si02 and in-
frared ratios of all 22 gilicate rocks in Table 3 for the highest correlated 0.5 um-wide filters
only. [Note: For this and all following tables in this section, only the highest filter pair cor-
relation coefficients will be shown. The data not shown for all filter cases range down to cor-
relation coefficients on the order of 0.1, Also, all correlations for this and following tables are
negative, but the minus sign is suppressed.] About the best filter combination is the 8.0-8.5 um
nuinerator and 11.5-12.0 pm denominator, which produces a ratio that has a 0.8871 linear cor-
relation coefficient with %Sio2 for the 22 silicate rocks in the test suite.

The next filter-width implemented was 1.5um, with a 0.1ym increment between the limits
of 8.0um and 13.0um. Table 5 shows those results. The best filter combination for this filter
width appears to be a numerator of 8.3-3.8 um and a denominator of 9.50-11,00 pum, which pro-
duces a ratio that has a 0,8801 linear correlation with %Sio2 for the same 22-sample rock suite.

Table 6 shows the results for 2.0um-wide filters incremented at 0.1um and Table 7 for
2.5um-wide filters incremented at 0.1um. The best pair of 2.0um-wide filters would employ
8.2-10.2 um in the numerator and 9.2-11.2 um in the denominator, for a ratio that has a linear

19. Vincent, R.K., T. Wagner, B. Drake, and P, J ackson, Geologic Reconnaissance and
Lithologic Identification by Remote SBensing, Report No. 191700-8-F, U.S. Bureau of Mines
Contract HO220064, Environmental Research Institute of Michigan, Ann Arbor, 1973.
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TABLE 3. ROCK SUITE USED FOR FINDING OPTIMUM FILTERS FOR A
TWQO-CHANNEL RATIO IMAGE METHOD

Rock Name ZSiO2 %(Siﬂz—-A1203) ERSTS Curve No.
Granlte(Al19) 66.2 9.7 BO9019 2
Rhyolite (3A-49) 75.1 63.6 B09019 4
Syenite (E83A) 6l.4 41.1 B0O9319 &
Trachyte 68.3 50.6 B0901% 7
Nepheline Syenite 58.3 38.6 EQ9019 8
Granodiorite(Al117) 53.6 34.9 BOSQ1% ¢
Granodiorite{Al27) 62.8 46.8 B09019 10
Dacite (E124) 65.7 50.7 B09019 11
Monzodiorite Par—
phyty (2A1) 6.9 51.6 BO9019 12
Monzenite (2B3) 67.0 51.0 BQ9019 13
Diorite (Al29} 61.0 44.6 B09019 14
Diorite (E&47C) 56.2 38.8 BO9019 15
Andesite (E55A) 57.8 42. 6 BO901% 16
Rhyodacite (243) 67.9 53.4 BQ9019 17
Gabbro (E80A) 50.6 34.9 BO9D1Y 18
Basalt (1AB) 47.5 31.2 B0%019 19
Basalt(WI-1-104) 48..0 32.9 BO90O19 20
Basalt (595) 48.4 31.8 BQ9019 21
Basalt (5B4) 48.3 31.8 B0Og9019 22
Basalt (1A3) 47.8 30.9 209019 23
Anorthosite (AN) 49,7 21.4 BO90D19 24
Diabase 52.4 37.4 BO9019 25
TABLE 4. CORRELATION BETWEEN %8102
AND RATICS OF 0.5um-WIDE FILTERS FOR
0.5um INCREMENTS*
T~ ~ Numerator (um)
Denominatoprm)m___ 8.00-8.50 8.50-9.00
- 10.00-10, 50 - -
10.50-11.00 _ - 8712
11.00-11.50 - . 8668
11.50-12.00 -
12.00-12.50 .8775 ' -

*Filter pairs with low correlation coefficients are
omitted.
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TABLE 5. CORRELATION BETWEEN %5i0y AND RATIOS OF 1.5m-WIDE FILTERST

FOR 0.1pm INCREMENTS

Nimerator ()=

qenomiﬁﬁtor(pg) 8.00~9.50|8.10-9.60|8.20-9. 70| 8.30-9. 80 8.40-9.90 8.50-10.0018.60-10.10|8,70-10.2
9,50-11.00 . 8657 8714 .B770 . BBO L5792 . 8755 . 8698 . 8632
9.60-11.10 . 8698 . 8731 . 8769 . 8780 . 8755 L8703 L8631 -
9,70-11.20 L8722 .8736 . 8760 .8755 . 8716 . 8650 - -
9.80-11.30 . 8751 . B747 L8758 . 8737 . 8686 . 8609 - -
9.90-11.40 . 8768 L8751 L8751 .B717 . 8655 - - -
10.00-11. 50 L8780 . 8749 . 8737 .B691 L8619 - - -
10.10-11.69 L8781 . 8739 L8717 . 8658 - - - -
10,20-11.70 . 8768 L8716 . 3684 . 8614 - - - -
10.30-11.80 L8742 . 8683 . BOA4S - - - - -
10.40-11.90 . 8714 . 8650 . 8606 - - - - -
10,50-12.Q0 . 8694 . 8625 - - - - - -
10.60-12.10 . 8681 . 8608 - - - - - -
10.70-12.20 . 8670 - - - - - - -
10.80-12.30 . B656 - - - - - - -
10.90-12, 40 L8635 - - - - - - -
11.00-12.50 .8601 - - - - - - -

I

TFnter pairs with low correlation coefficients are omitted.

TABLE 6. CORRELATION BETWEEN %5i0y AND RATIOS OF 2.0pm-WIDE FILTERST

FOR 0.1pm INCREMENTS

*

I *ﬁ&ﬁxg’ 8.0-10.| 8.1-10.1| 8.2-10.2(8.3-10.3 |8.4-10.4}8,5-10.5]8.6-10.6/8.7-10.7 8.8-10.8|8.9-10.9/9.0-11.
8.6-10.6 - - - - L8703 L8770 G - - - -
8.7-10.7 - - - . 8667 .8765 L8741 - - - - -
8.8-10.¢C - - - . 8760 .8768 . 8698 - - - - -
8.9-10.9 - - . 8740 . 8808 L8774 .8693 - - - - -
9.0-11.0 - . 8712 . 8813 . 8840 L8794 . 8722 - - . 8686 . 8752 0
3.1-11.1 L8695 | .8790 . 8850 .B853 .8802 .B736 . 8682 . 8665 . 8699 L8727 .8689
9,2-11.2 8772 .3831 .B8s2 . 8346 .878% .8723 . B670 - . B666 . 8670 -
9,3-11.3 . 8815 . 8845 . 8845 . 8821 L8755 . 8686 - - - - -
9.4-11.4 . 8823 . 8830 . 8822 . 8774 L8699 - - - - - -
2.5-11.5 . 8803 .8796 . 8778 . 8720 - - - - - - -
G.6-11.6 L8778 ) .B763 L8739 L8674 - - - - - - -
9.7-11.7 . 8745 . 8720 . 8088 - - - - - - - -
9.8-11.8 LB719 | .B68E5 - - - - - - - - -
9.9-11.9 . 8689 - - - - - - - - - -

#Numerator
*Denominater

T Filter pairs with low correlation coefficients are omitted.
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correlation of 0.8862 with %Sioz. Likewise, as seen from Table 7, the best pair of 2.5 um-
wide filters have a numerator of either 8.0-105 pym or 8.1-10.6 pm and denominator of 9.2-

11.7 zm, which produces a ratio that has a linear correlation coefficient of 0.8830 with %, SiOz.

This optimization procedure was also implemented with the chemieal parameter %(SiO2 -
AIZOB) for the three widest filter combinations. The results are shown in Tables 8, 9, and 10,

The best filter combinations from all the previcus tables are summarized in Table 11.

4,3 CONCLUSIONS

Five conclusions can be derived from the data in Tables 4-11. First, the best linear cor-
relations between %810, or %(Siq2 - A1203) and the infrared ratios are significantly high for
the 22 -rock test suite, Second, the widest filters (1.5um, 2,.0pm, and 2.5 um widths) yield
ratios that are correlated practically as well as the ratios from 0.5um-wide filters with %8'102.
The use of 0.1pm increments for the 0.5um filters would not change this conelusion, even if it
increased the correlations to 0.95, which would be unlikely. The primary reason for this is that
the silicate reststrahlen spectral features of silicates are fairly broad. Third, the best wide-.
filter pairs all display speetral overlap between numerator and denominator, with more than
0.7um overlap in the best 2.5 pm-wide pair. Fourth, the spectral location of the wider filters
near the optimum spectral position is not critical, as can be noted by the slow drop-off of cor-
relation as filters are displayed a few tenths of a micron from the optimum position. Finally,
the filter pairs best correlated with %(SiO2 - A1203) are slightly different from the filter pairs
best correlated with %Sioz
cause even though the 0.5pm-wide filter had a very slightly higher correlation with %8102, en-

. In both cases, 2.0um seems to be the most optimum width, be-

gineering design greatly favors the wider filter for its significantly higher signal-to-noise
capabilities. Further, the 2.0um-wide optimum filters for both %8102 and %(SiO2 - A1203) dis-
crimination arée located in almost the same spectral region. Therefore, the final conclusion

of this investigation is that from an aircraft altitude of 1 km, 8.1-10.1 um and 9.2-11.2 ym are
the optimum square filters for implementing the two-channel infrared ratio imaging method to

digeriminate among silicate rocks on the basis of chemical parameters,
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TABLE 7. CORRELATION BETWEEN %5109 AND RATIOS OF 2.5um-WIDE
FILTERS FOR 0.1pm INCREMENTS ¥

[~ ~Numerator {um)>

\ Denominatdr (um) ! 8.00-10.50]8.10-10.60 [8.20-10.70|8.30-10.580|8.40-10.908.50-11.00
8.60-11.10 - - - - 8671 . 8690
8.70-11.20 - - - . 8668 .B681 .B655
8.80-11. 30 - - . 8676 . 8695 .B674 -
8.90-11.40 .8671 .B8718 L8733 .8726 . B68E -
9.00-11.50 .8762 .8789. .8782 L8760 L8711 -
9,10-11.60 . 8816 . 8828 . 8807 L8774 L8719 -
9,20-11.70 (L8830 . 8830) .8799 L8757 . 8659 -
9, 30-11. 80 . 8813 . 8804 . 8766 .8717 . B650 -
9,40-11.50 .8767 .8752 L8709 .B653 - -
9.50-12.00 .8712 .8692 . 8648 - - -
9.60-12.10 . 8663 . 8642 - - - -

T Filter pairs with low correlation coefficients are omitted.

TABLE 8. CORRELATION BETWEEN %(SIOQ ~ Als03) AND RATIOS OF 1.5um-WIDE
FILTERS FOR 0.1pm INCREMENTS 1

TN umera tor ( =
| Denominator{um. | 8.00-9, 50 8. 10~9.608.20-9.7018. 30-9. 80| 8.40-9.90 |8.50-11. 00| 8.60-11.10
9.50-11.00 .9168 9201 | .9215 .9207 .9175 .9123 .9059
9.60-11.10 L9217 9226 | .9223 .9198 L0151 | .9084 -
9.70-11.20 .9233 9223 | 9209 9168 | .9108 - -
9.80-11. 30 mZED | 9214 .9188 .9133 .9059 - -
9.90-11. 40 L9234 L9195 | .9159 .9091 - - -
10.00-11. 50 .9213 L9161 | .9i16 - - - -
10.10-11. 60 .9177 L9115 .9061 - - - -
10.20-11. 70 .9129 .9058 - - - - -
10.30-11. 80 .9075 - - - - - -

T

Filter pairs with low correlation coefficients are omitted.
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TABLE 9. CORRELATION BETWEEN %, (5i03 - AlgO3) AND RATIOS OF 2.0um-WIDE
FILTERS FOR 0.1um INCREMENTS T

T ~Numgrator {pm)y

WDenominatér(pm), | 8.00-10.0018.10-10.10 [8.20-10.20 |8.30-10.30 |8,40-10.40] 8.50-10.50
8.60-10. 60 - - - - L9146 .9173
8.70-10.70 - - - .9136 .9183 L9124
8.80-10.80 - - L9114 .9201 .9162 -
§.90-10.90 - .9103 .9206 9214 | L9136 | -
9.00-11. 00 .9107 .9203 | .9245 L9217 .9132 -
9.10 .9203 L9254 .9262 L9216 .9129 -
9.20-11.20 L9245 Coo7s .9257 .9196 .9106 -
9.30 .9271 .9264 L9230 .9155 - -
9.40-11. 40 .9254 .9227 .9179 .9092 - -
9.50-11.50 L9213 L9174 .9119 - - -
9.60~11.60 L9171 .9125 - - - -
9.70-11.70 .8109 - - - - -

T Filter pairs with low correlation coefficients are omitted.

TABLE 10. CORRELATION BETWEEN 7,(8i0O2 - AlpO3) AND RATIOS OF 2.5 m-WIDE
FILTERS FOR 0,1):m INCREMENTS 1

T Nume rator (mn‘)a

Denominatdr(pm) | 8. 00-10.50[8.10-10.60}8.20-10.70]8. 30-10. 80 |6. 40-1¢.90|8.50-11.00|8. 60-11. 10}
8.40-10.90 - - - . 9000 0 - -
8.50-11.00 - - L9003 .9080 .9088 0 -
8.60-11.10 - . 8987 . 9095 .9107 . .9067 . 8993 0
B.70-11.20 .9027 .9087 L9114 L9079 .8966 - -
8.80-11.10 . 9095 .9119 . 9097 .9027 - - -
8.90-11.40 .9128 .9125 .9073 L8980 - - -
9.00-11. 50 L9145 L9124 . 9056 . 8952 - - -
$.10-11.60 (L9748 L9114 .9037 - - - -
9.20-11.70 .9128 . 9085 9004 - - - -
9.30-11.80 . 9088 .9039 . 8955 - - - -
9.40-~11,90 .9027 L8974 - - - - -
9,50-12.00 .8962 - ~ - - - -

TFilter pairs with low correlation coefficients are omitied.
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TABLE 11. SUMMARY OF GPTIMUM FILTER SELECTIONS FOR THE TWO-
CHANNEL RATIO IMAGE METHOD

%SiO2 vg. Ratio z(si02 - A1203) vs. Ratio
Best Filter |Linear Correl.|Best Filter [Linear Correl.
Filter Width(pm) Increment| Combin. (pm) Coefficient Combin. (pum) Coefficient
8.0-8.5
0.5 0.5 1T.5-12.0 0.8871 - -
8.3-9.8 8.0-9.5
1.5 0.1 9.5-11.0 0.8801 5 A-i1.3 0.9241
] 8.2-10.2 §.1-10.1
2.0 0.1 5 211,92 0.8862 55115 ¢.9273
8.0-10.3 or
8.1-10.6 8.0-10.5
2.5 0.1 TR 0.8830 PSRN 0. 9148

5
RATIC CODES OF LABORATORY DATA FOR SELECTED RATIOS OF THE
NASA/ERIM M-7 AIRBORNE S8CANNER CHANNELS

As will be explained in Section 6, it is possible to process multispectral scanner data from
either aircraft or satellites such that a ratio of radiances in two channels of scanner data can
be made either directly proportional to or equal to the actual ratio of reflectances of the targets
of interest, within an approximate 109, standard error. This opens the possibility that lab-
oratory or field spectra of natural inorganic materials can be used to (1} determine which ratios
of scanner data best enhance the target of interest, (2) search for false alarm candidates or
look -alikes of the target, (3) interpret ratio images, and {4) possibly replace in-scene Lraining
sets in the future., However, to use large numbers of laboratory spectra as references is diffi-
cult for either manual or computer operations because of the great amount of information stor-
age required, especially since the laboratory spectra must be searched at least once for each
target of interest. Compression of the spectra into a shorter, more usable format is therefore
needed.
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5.1 CREATION OF M-7 RATIO CODES

To meet this need, the M-T aircraft scanner ratic signatures for some of the laboratory
reflectance spectra of natural materials recorded in the NASA Earth Resources Spectral In-
formation System (ERSIS) were transformed into ratio codes in the following manner. The
spectral curves (approximately 235 of them) used from ERSIS were initially selected on the basis
of being continuous throughout the 0.4 - 2.5 um wavelength region, except that most of the veg-
etation curves which met this criterion were omitted because laboratory spectra of plant com-
ponents cannot easily be correlated with field spectra of the whole plant. Grass and conifers
should show more correlation between lab and field spectra than most other veg_etative types
because their texture is relatively fine. After being called from the data bank,'the curves were
run through a computer program (DATFIX) that produced equal spacing between reflectance data
points in each laboratory spectrum. ‘This placed the data into the proper format for another
computer program, ARAGAL {described in Appendix B}, which calculated the average reflectance
in nine selected ERIM M-7 scanner channels for each curve, A 50% sine filter was used to
approximate the spectral shapes of the M-7 scanner channels. ARAGAL also calculated eleven
selected ratios from the nine channels. These ratios were selected after inspection of lab data.
I the symbol for the i-th channel reflectance divided by the j-th channel reflectance is taken to
be Rij’ these eleven ratios were R98’ R95, R85’ R’TG’ R'TB’ R65’ R62’ Rﬁl’ R54, R53, and R21,
where the speciral limits of each channel are as shown in Table 12.

Each ratio was divided into ten intervals, each containing on the order of 109 of the 235

spectral curves taken from ERSIS, as determined from a histogram plot of Rij versus the number

TABLE 12. M-7 AIRBORNE SCANNER CHANNELS USED TO DETERMINE
RATIO CODES

Ratios Calculated with

Channel Number Spectral Limits this Channel
1 LA3-.47 pm Reps Rop
2 +49-.51 pm _ R62’ Roy
3 . 7 .53-.56 um Re
4 . .59-.63 um ‘ Re,
3 63—.67 pm R95’ R85’ R75, RGS’ R54, R53
6 .70-.90 um R76’ R65’ R62’ R61
7 1.0-1.4 ym Rygr Byg
8 . 1.5-1.8 pm Rgg, R85
9 2.0-2,5 pum RQB’ R95
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of curves having an Ri‘ in a given interval ARi_. Each of the ten ARij intervals wag then as-
signed a digit from 0 to 9, Table 13 shows the ten intervals, with their assigned digits, for

each of the eleven ratios. In this manner an eleven-digit number, one digit for each Rij’ with

the order of ratio digits from left to right as given ahove, was created for each of the 235 curves.
For example, the granodiorite spectrum in ERSIS has the following reflectance ratios: R98 =
1.13, Rge = 1.64, Rge = 1.45, Roe = 1.02, Ros = 1.32, R65 = 1.29, Reo = 1.50, R61 = 1,61, Ry, =
1.04, R53 =1.12, and R21 = 1.07. Therefore, the RQB value falls into the interval assigned to

the digit 8, R95 into the digit 5 interval, etc. For this granodiorite spectrum the resulting
eleven-digit number, hereinafter referred to as the M-7 ratio code, is 85322433443, Thereby,
the entire granodiorite spectrum in the 0.4-2.5 pm- wavelength region is reduced to an eleven~

digit number.

Table 14 gives the ratio codes for 19 soil types (35 spectra), 82 minerals (174 spectra}, 15
rock types (22 spectra), and 2 types of vegetation (4 spectra), calculated from ERSIS spec-
tra, The documents from which the spectra 'origir'zate, listed in Table 15, provide more in-
formation about these data. Although ratio codes for mineral and rock powders of 0-74 um and
0-5 um grain sizes were calculated, they are not reported here because they are unrealistic for

most rocks and minerals in the natural state,

Another computer program, KOLEKT {described in Appendix C) was written to perform
searches among the 235 laboratory spectra for user-specified targets, on the basis of the eleven-
digit ratio codes produced by ARAGAL, The program KQOLEKT makes use of Table 14, In
addition to the tape from ARAGAL, it needs a title and a range of values for each of the eleven
digits in order to perform its searches. The title is arbitrary and the ranges of values can be
found by looking in Table 14 for one or more spectra of the desired material. KOLEKT takes
the ranges of values and finds every curve in the 235-curve ratio data bank that has all its digits
within the proper ranges. In this way all curves with signatures similar to the material searched
for are pulled cut to give a list of which materials can be mistaken for the desired one. KOLEKT
has been designed to search for up to three different materials simultaneously. It alse has the
options of performing as many of these "three-at-a-time' searches as desired during one run
on the computer. The results of searches for five iron oxides are given in Table 16. It is en-
couraging to see that iron oxides, which are important‘for mineralogical exploration, can be

distinguished from all the other curves in the ratio data bank as it now stands.

5.2 CONCLUSIONS
The M-~T ratio code data bank produced by ARAGAL can be used in three principal ways:

(1} In feature selection to determine which ratios are best for discriminating a given tar-
get Irom all other targets in the data bank (look for a ratio witha 9 or 0 digit and the
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TABLE 13. RATIO INTERVALS FROM ELEVEN-DIGIT M-7 RATIO CODE
Code Ratio Intervals
lst Digit 2nd Digit 3rd Digic 4th Digit S5th Digit 6th bDigit
(Ryg? (Rys) (RSS) (Roe) (R,:) (RﬁS)
0 0- .424 0- .600 0-1.240Q 0- .957 0-1.183 0-1.148
1 L425- .636 .601- .970 1.241-1.334 .958-1.006 1.186~1.275 1.149-1.224
2 .637- ,770 .973i-1.200 1.335-1.400 1.007-1.044 1.276—1.344v- 1.225-1,257
3 JA71- 840 1.201-1,320 1,401-1.500 1.045-1.070 1.345-1.432 1,258-1.288
4 .841- .920 1.321-1.470 1,501-1.650 1.071-1.120 1.433-1.550 1.289-1.352
5 .921- .870 1.471-1.690 1.651-1.800 1.121-1.183 1.551-1.71¢C 1.353-1.402
6 .971-1.015 1.691-1.940 1,801-2.070 1.184-1.260 1.711-1.950 1.4G3-1.514
7 1.016-1.070 1.941-2,370 2.071-2.550 1.261-1.370 1.951-2.350 1.515-1.650
8 1.071-1.170 2,371-3,370 2.551-3,170 1.371-1.600 2.351-2.8400 1.651-1.500
9 1.171-90.0 3.371-90.0 3.171-90.0 1.601-90.0 2.801-90.0 1.901-90.0
ESES Ratio Inverwvals
7th Digit 8th Digit 9th Digit 10th Digit 11th Digit
(Reo) (Rey) (Rsy) ®Rs3) ® o)
0 0-1.133 0-1.255 0- .960 0- .955 0-1,018
1 1.134-1.273 1.256-1.379 .961-1.002 ,956-1.021 1,019-1.044
2 1.274-1.380 1.380-1.483 1.003-1.015 1.022-1.049 1.045-1,072
3 1.381~1.502 1.484-1.700 1.016-1.031 1.056-1.095 1.073-1.114
4 i.503—l.720 1.701-2.125 1.632-1.0650 1.096-1.160 1.115-1.171
5 ' i.721—2.150 2.126-2.900 1.051-1.076 1.161-1.263 1.172-1.230
& 2.151-3.000 2.901-4.000 1.077~1.125 1.264-1.450 1.231-1.303
7 3.001-4.000 4.,001-5.670 1.126-1.175 1;451-1.692 1.304-1.383
g 4.001-6.500 5.671-9.990 1.176-1.280 1.693-1.933 1.384-1,556
9 6.501-90.0 9.991-90.0 1.281-90.¢ 1.934=90.0 1.357-90.0
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TABLE 14, M-T7T SCANNER RATIO CODES FOR SELECTED LABORATORY DATA
FROM THE NASA EARTH RESOURCES SPECTRAL INFORMATION SYSTEM (ERSIS)

ERSTIS M-T7
Category Name and Description Curve Number Ratio Code
Soilg Clay
Alonsc type (Puerto Rico)
dry BOD830203 753 257 776 76
wet 205 531 058 878 95
Quibdo {Gravelly)
dry BOOB300CL 222 234 666 85
wet ac3 333 456 888 97
Loam (Unspecified}
Clarion (Iowa)
dry BOOS30017 5399 998 667 66
wet Q19 299 9%9 666 54
Colt's Neck type (New Jersey)
dry BO0830049 378 876 886 86
wet 051 147 766 887 88
Greenville type (Louisiana)
dry BOQ830159 257 677 998 99
wet 161 148 986 988 97
Loam (Clay Type)
Aiken Clay (Oregon)
dry BO0G830029 444 346 787 79
wet 031 754 246 776 77
Blakely Clay (Georgia)
dry BOG830183 588 778 888 98
wet 185 488 777 777 85
Moaula Light Clay (Hawaii)
dry BOQB30037 356 467 888 89
wet 039 158 689 998 98
Naalehu Heavy Clay (Hawali)
dry BOD§30151 345 357 888 89
wet 153 278 888 839 96
Loam (Silt Type)
Aguan S8ilt {(Honduras)
dry BOQ830025 555 456 666 68
wet 027 335 257 655 56
Herradura Pure Silt (Cuba)
dry BOOB30021 235 544 785 79
wet 023 531 346 885 89
Loam (Silt Type}
Zanesville 8ilt (Indiana}
dry BOO830041 466 655 665 69
wet 043 126 765 675 69
Loam (S8andy Type)
Black Volcanic Sandy (Guatemala)
dry BOOB301S1 478 788 777 77
wet 193 389 898 666 62
Ruston Sandy (Georgia)
dry BOCB30053 267 975 988 96
wet 055 137 986 BHBE 94
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TABLE 14. M-7 SCANNER RATIO CODES FOR SELECTED LABORATORY DATA
FROM THE NASA EARTH RESOURCES SPECTRAL INFORMATION SYSTEM

{ERSIS) (Continued)

ERSIS M-7
Category Name and Description Curve Number Ratio Code
Soils Santa Barbara Gravelly Fine Sandy
(Cuba} dry 00830163 356 765 776 79
wet 165 113 655 887 98
Sand
Windthorst Type (Oklahoma}
dry BO(G830199 887 777 777 87
wet 201 267 B88 888 98
Light Tan Sand with Some Grass
(Ft. Walton, Fla.) A02010101 388 888 778 88
Gray Sand (Ft. Waltom, Fla.) AQ2012101 676 666 655 55
Gray, Washed Pit Sand (Ann Arbor,
Michigan) ADZ013101 156 555 554 55
Minerals Silicates
Amphibale (Tremolite, St.Lawrence Cty, N.Y.)}
74— 250 ym BO90000C3 321 211 111 12
250-1200 ym 04 213 111 111 12
74— 250 ym 07 211 112 213 21
250-1200 ym [o}] 410 200 000 D3
Amphibole (Actinolite, Chester, Vermont)
74— 250 pm BOS000011 356 740 01C 07
250-1200 ym 12 279 863 130 06
Amphibole (Actinolite, San Bernardino, Calif.
74— 250 ym B0O900C015 367 751 231 15
250-1200 ym 16 168 850 010 06
Amphibole (Hornblende, Brewster, N.Y.)
74— 250 ym B09000019 489 875 342 15
250-1200 ym 20 299 986 445 25
Amphibole (Hornblende, Clintonviile, N.Y.)
74= 250 um B0O90G00023 899 971 120 05
250-1200 ym 24 998 741 000 03
Amphibole (Hornblende, Gore Mcuntain, N.Y.)
74- 250 |m BO9000D27 899 975 553 56
250-1200 ym 28 899 864 333 32
Andalusite (Australia)
74= 250 \m BOS000031 554 544 554 55
250-1200 ym 32 356 553 533 55
Anorthoclase (Larvik, Norway)
74= 250 um BO%000035 766 555 554 46
250-1200 ym 36 876 655 554 46
Beryl (Maine)
74— 250 ym BQ90Q0039 543 531 113 22
250-1200 pm 40 008 988 999 91
Biotite (Bancroft, Ontario, Canada)
250-1200 ym BO9000043 997 641 340 26
Chabazite (Colerado)
74— 250 pm BO90CQ0045 212 444 444 43
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TABLE 14. M-7 SCANNER RATIO CODES FOR SELECTED LABORATORY DATA
FRCM THE NASA EARTH RESOURCES SPECTRAL INFORMATION SYSTEM
{ERSIS) (Continued) '

ERSIS M-7
Category Name and Description Cutve Number Ratio Code
Minerals Silicates
Chlorite (Colorado)
74- 250 pm BOS000048 577 764 443 35
Chlorite (Calaveras County, Calif.)
74— 250 um B09000052 278 930 000 07
250-1200 um 50 435 610 000 Q5
Danburite (New York) o
74— 250 ym BO9OD0OGS55 864 421 443 45
250-1200 ym 36 975 411 341 36
Dumortierite (Pershing County, Hevada)
74— 250 pm B0%000Q059 344 445 435 50
250-1200 pym 60 225 567 647 60
Kaolinite (Mesa Alta, New Mexico)
74— 250 pm B0O9000062 111 112 232 33
250-1200 um 63 - 001 112 392 39
Kaolinite (Macon, Georgia)
74- 250 ym BO90O0OO70 111 123 343 34
250-1200 pm 71 112 124 444 44
Montmorillanite (Polkville, Mississippil} ‘
74— 250 pm BQ9Q0O0T3 00¢ 113 552 58
250-1200 pm 74 0oo 135 676 69
Montmorillonite {(Amory, Mississippi)
74— 250 pm BQ9000077 346 544 664 68
250-1200 pym 78 125 533 664 66
Muscovite (Effingham Township, Ontario, Canada)
74- 250 mm - BO90D0GCA1 225 444 333 34
Olivine (Forsterite, Crestmere, Calif.}
74— 250 ym B0OS000089 422 322 332 33
250-1200 ym 90 322 211 222 23
0livine (Faydlite, Jackson County, N.C.)
74— 250 pm B0OS000093 224 100 131 16
250-1200 ym 94 433 000 011 1lé
Orthoclase (Ruggles Mine, N.H.)
74— 250 ym BOZ00QLO2 543 234 334 32
) 250-1200 ym 103 432 234 434 43
Plagioclase {(Albite, Amelia, Va.)
: 74~ 250 pm B092000106 742 223 223 21
: 250-1200 pm 107 642 323 223 31
Plagioclase (Olipoclase, Norway)
74= 250 ym BQ9000110 641 222 211 12
250-1200 ym 111 641 212 222 23
Plagioclase (Andesine, Montana)
74~ 250 ym B09000L114 764 44d 444 44
250-1200 ym 115 765 544 444 44
Plagioclase (Labradorite, New York)
74~ 250 pm BQ2000118 753 421 111 13
250-1200 pm 119 753 311 111 13
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TABLE 14, M-7 SCANNER RATIO CODES FOR SELECTED LABORATORY DATA
FROM THE NASA EARTH RESOURCES SPECTRAL INFORMATION SYSTEM
(ERSIS) (Continued)

ERSTS M-7
Category Name and Description Curve Number Ratio Code
Minerals Silicates

Plagioclase {Bytownite, Minmesota)
74— 250 pm B09000122 654 421 121 13
250-12400 ym 123 644 101 110 14
Pyroxene (Augite, Canada)
74— 250 ym BO9000126 665 530 120 15
250-1200 ym 127 777 630.010 05
Pyroxene (Diopside, New York)
74~ 250 ym B09000130 852 400 000 04
250-1200 ym 131 963 200 D00 06
Pyroxene (Hedenburgite, Montana)
74- 250 pym BOY0Q0134 998 776 554 56
250~1200 ym 135 997 543 342 44
Pyroxene (Hypersthene, Canada)
74— 250 ym B0O9I0OG0137 975 766 557 65
250-1200 pm 138 986 976 668 66
Pyroxene (Bronzite, N.C.)
74- 250 pm B09000141 930 830 234 45
250-1200 ym 142 930 930 022 47
Quartz 250-1200 um B09000145 742 222 333 33
Quartz {(Milky) ’
149- 250 ym B0O90Q0146 741 322 211 12
250- 420 um 147 543 334 334 33
Serpentine (Missouri)
250-1200 um BO9G00155 421 211 Q00 03
Tale (North Carclina)
74— 250 um BO9000066 117 378 999 91
250-1200 ym 67 014 433 997 91
Oxides and Hydroxides
Brucite (Lodi, Nevada)
74- 250 pym B090QJ5003 112 322 223 32
250-1200 ym 04 001 211 222 33
Cassiterite {(Nigeria) '
74- 250 ym B09005007 754 168 779 86
250-1200 pm 08 521 036 558 62
Chryseberyl {South Dakota) ' ’
74= 250 um . B0O90O5011 432 333 223 32
250-1200 ym 12 324 444 344 34
Corundum {Transvaal, Africa)
74— 250 ym B0%005017 321 444 244 32
250-1200 ym 18 223 655 335 43
Cuprite (Butte, Montana)
74— 250 ym BO900501% 112 777 446 43
250-1200 ym 20 688 B88 768 81
Diaspore (Rosebud, Missouri)
74~ 250 pm © B09005024 223 666 556 55
250=1200 pm 25 113 777 555 55
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TABLE 14. M-7 SCANNER RATIO CODES FOR SELECTED LABORATORY DATA
FROM THE NASA EARTH RESOURCES SPECTRAL INFORMATION SYSTEM
{ERSIS) {Continued) :

ERSIS M-T
Category Name and Description Curve Number Ratio Code
Minerals Silicates
Gibbmite {Brazil}
74= 250 ym B09005028 114 555 556 54
250-1200 ym 29 000 345 545 54
Goethite (Biwabik, Minnesota)
74— 250 ym B0O9005032 987 753 662 66
250-1200 um 33 975 432 663 69
Hematite (Ircntown, Mlnnescta)
74— 250 ym BO9005036 888 998 768 80
Ilmenite {Norway)
74- 250 pm B09005039 975 666 436 40
Minerals Oxides and Hydroxides
Limonite (Tuscaloosa County, Alabama)
250-1200 ym BD9005042 389 994 898 99
Magnetite (Farmington County, Colorado)
74= 250 ym B0O9005045 963 003 434 50
Magnetite (Michigan)
74~ 250 m BO9005048 985 300 000 00
Psilomelane (Magdalena, New Mexica)
74— 250 m B0S005050 984 135 436 40
250-1200 pym 51 984 323 212 10
Pyrolusite (Villa Grove, Calif.)
74= 250 ym B09005053 577 875 445 45
250-1200 pm 54 577 B63 344 44
Pyrolusite (Brazil)
74— 250 ym BO9005057 998 877 556 51
250-1200 pm 58 998 877 656 61
Rutile (Mexico)
74— 250 um BO9005060 676 667 775 78
250-1200 pm 6l 788 689 768 7Ti
Rutile (Georgia)
74- 250 ym B0O9005063 488 987 B88 97
250-1200 um 64 499 998 768 74
Zincite (Plus Franklinite, N.J.)
74~ 250 pm BO9005067 999 777 897 8¢
250-1200 ym 68 998 568 768 84
Carbenates
Azurite (Bisbee, Arizona}
74= 250 ym BO9008003 499 992 000 04
250-1200 pm 04 289 990 000 Q0
Calcite (Mexico)
74— 250 pm BO900CB006 421 311 101 10
250-1200 pym 07 531 222 222 22
Calcite (Cherckee Co., Kan.)
74= 250 ym BO9Q0BLLE 531 212 112 11
250-1200 pm 12 631 322 222 22
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TABLE 14, M-T7 SCANNER RATIO CODES FOR SELECTED LABORATORY DATA
FROM THE NASA EARTH RESQURCES SPECTRAL INFORMATION SYSTEM
(ERSIS) (Continued)

ERSLS M-7
Category  Name and Descripticn Curve Number Ratio Code
Minerals Carbonates
Delomite (Mass.)
74— 230 ym B09008015 531 211 111 10
250-1200 ym 16 321 211 101 10
Dolomite (Mew York)
74~ 250 ym B0O9008019 432 222 212 21
250-1200 um Py 222 211 212 21
Magnesite (California)
74— 250 m BO9008023 421 223 223 22
250-1200 ym . 24 310 222 222 23
Mapnesite (Norway}
74= 250 um RBO9008026 422 111 221 13
250-1200 ym ) 27 222 001 122 23
Malachite (Arizona)
74— 250 ym EQ9008030 888 950 000 08
250-1200 ym 31 666 820 000 07
Rhodochrosite (Argentina) )
74— 250 ym BO9008033 532 013 445 54
250-1200 ym 34 . 322 (03 445 65
Siderite (Conn.)
74— 250 ym BO20CB036 988 026 667 77
250-1200 ym 37 988 004 556 65
Smithsonite (New Mexico)
74= 250 um EO9008039 432 410 001 12
250-1200 ym 40 210 200 Q01 02
Strontianite (Westphalia}
74— 250 ym © BQ9008041 100 100 Q00 03
250-1200 pym 42 333 433 334 33
Witherite
74= 230 pm BO900B4S 531 222 223 22
250-1200 ym 45 422 322 221 23
Sulphur, Sulfates, and Sulfides
Aluynite (Utah) ‘
74— 250 pm B09009003 110 333 333 42
250-1200 ym 04 005 289 999 90
Arsenopyrite {(Utah)
T4- 250 ym B0O%009007 742 321 211 21
‘ 250-31200 ym 08 743 344 324 30
Barite {(Colorado)
T4- 250 ym BO90090L1 765 554 554 64
250-1200 ym 12 765 655 654 65
Celestite (Mexico)
74- 250 ym B0D9009015 543 445 325 31
250-1200 um 16 634 456 434 31
Chalcocite (Montana)
74— 230 pym B0O%009020 . 8§76 830 ODO 04
250-1200 pnd 21 853 610 000 04
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TABLE 14. M-7 SCANNER RATIO CODES FOR SELECTED LABORATORY DATA
FROM THE NASA EARTH RESOURCES SPECTRAL INFORMATION SYSTEM
(ERSIS) (Continued) '

ERSIS M-=T7
Category Name and Deecription Curve Number Ratio Code
Minerals Sulphur, Sulfates, and Sulfides
Chalcopyrite (Canada}
74= 250 ym B09009024 851 322 555 57
250-1200 ym 25 741 433 456 59
Cinnabar (Nevada)
74- 250 ym BO900D9027 677 677 989 92
250-12C0 ym 28 566 666 8§79 91
Cobaltite {Canada)
74- 250 um BO9009031 852 322 213 20
250-1200 um 32 854 433 222 12
Enargite (Peru)
74— 250 um BD9009035 588 984 435 41
250-1200 m 36 566 864 332 32
Galena (Kansas)
74- 250 um B09009039 951 500 000 Q0
Gypsum (italy) 54 950 09009042 110 112 212 22
250-1200 pm 43 100 112 212 21
Gypsum (Utah)
74— 250 pm B02009046 110 112 111 10
250-1200 ym 47 000 001 251 19
Gypsum (New York)
4= 250 ym BO9009050 210 212 212 21
250-1200 um 51 100 113 213 21
Jamesonite (Bolivia)
74- 250 um BOY009058 999 876 546 51
250-1200 ym 59 677 556 546 53
Jarosite {(Hevada)
Rough Surface BO9G09060 687 876 546 53
Marcasite {(Oklahoma)
74- 250 ym BD9009063 B86 642 231 14
250-1200 ym 64 865 642 232 14
Molybdenite (Utah)
74~ 250 ym BOG900Q2066 799 998 544 21
250-1200 ym 67 589 998 546 30
Niccolite (Canada)
74- 250 ym BO900%069 875 555 445 42
250-1200 ym 70 875 654 432 41
Proustite (Colorado)
74- 250 ym B09009072 799 899 667 50
250-1200 um 73 677 788 657 50
Pyrargyrite (Nevada)
74- 250 ym BO9009075 666 765 323 21
250-1200 ym 76 654 654 322 21
Pyrite (Colorado)
74- 250 m BOS0GYQ79 765 322 454 4B
250-1200 pm - 80 631 101 444 54
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TABLE 14. M-7 SCANNER RATIO CODES FOR SELECTED LABORATORY DATA
FROM THE NASA EARTH RESOURCES SPECTRAL INFORMATION SYSTEM
(ERSIS) (Continued) :

ERSIS M-7
Category Name and Descriptiom Curve Number Ratio Code
Minerals Sulphur, Sulfates, and Sulfides
Pytrhotite (Canada)
74- 250 ym BO9009083 887 678 779 84
250-¥200 \m . 84 887 776 657 66
Realgar (Nevada)
74- 250 um BO9C09086 766 566 996 91
250-1200 ym 87 776 567 998 91
Sphalerite (Colorado)
74= 250 ym B0%009089 114 433 343 36
Stibnite (Mexico)
74— 250 pm BO9009092 899 999 877 40
250-1200 ym 93 - 899 959 876 30
Sulphur (Nevada)
74- 250 pym B09009096 754 444 353 39
250-1200 ym 97 764 545 475 49
Thenardite (California) )
74- 250 ym BO9009101 642 344 324 31
250-1200 ym 102 642 344 324 31
Rocks Igneous
Andesite (Hornblende, California)
420- 500 ym BO90G12026 720 100 213 32
Andesite (Porphyry, Colorado) .
420- 500 pm BO9012021 830 101 333 42
Basalt (Oregon)
420- 500 pm B09012028 720 001 001 00
Basaltic Lava 7
Broken Surface B09G04013 854 444 201 00
Basaltic Lava
Iron Oxide Stained B09004010 224 135 432 34
Basaltic Lava B14£004084 970 200 005 40
Basaltic Lava A01697001 610 Q00 Q01 Qo
Diorite (Hornblende, Mass.)
420= 500 um BD9012016 841 101 111 12
Diorite {(Porphyry, Canada)
420~ 500 um B09012018 420 001 212 22
Felsite (Porphyry, Mass.)
420- S00 ym BD9012025 765 543 333 43
Gabbro (Bytownite, Minn.)
420= 500 ym B0O9012024 630 101 101 12
Granite (Biotite, Rhode Tsland)
420- 500 ym B09Q12029 865 544 443 53
Granite (Hornblende, Mass.)
420- 500 um B09012020 865 543 222 22
Granodierite {Minn.) .
420- 500 ym BO9012017 853 224 334 43
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TABLE 14. M-7 SCANNER RATIO CODES FOR SELECTED LABORATORY DATA
FROM THE NASA EARTH RESOURCES SPECTRAL INFORMATION SYSTEM
(ERSIS) (Concluded)

ERSIS M-7
Category Names and Description Curve Number Ratio Coge
Rocks Igneous
Obsidian (Oregon}
420~ 500 um BQ9012022 940 000 001 14
Peridotite (Mica-augite, Arkansas)
420- 500 pm 809012023 322 101 111 13
Peridotite (Serperntinite, New York)
420- 500 um BQY012030 410 00T Q01 12
Pumice Broken Surface B0O9004011 554 445 555 67
Rhyolite (Gray, Colorado)
420- 500 um BO901201% 841 114 333 32
Rhyelite (Pink, Colorado)
420- 500 ym B09012027 853 334 545 54
Sedimentary and Metamorphic
Chert AQ0263001 444 555 554 55
Greenstone AQ00261001 246 310 000 04
Vegetation Grass and Moss
Grass (Coarse) B090Q4Q07 119 49% 980 07
Coniferous Trees
Pine (Needles) B09004009 199 399 990 06
Pine (Red, needles) BO3449007 002 199 999 88

Pine (Jack, bark) B01818G27 299 999 B79 86
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TAELE 15. SOURCE DOCUMENTS FOR ERSIS LABORATORY SPECTRA

Document Number

EO0OB30

BQ1175

BCl818

BO3559
B04803

BOYOCO

BO900C4

BU9ODS
BG2OCS
B0900%

BO9012

A00261
.A00263
A01521

ADL697

ADL1952
AQ2010

AD2011

AQZ2012

AD2013

REPRODUCIBILITY OF THE
ORIGINAL PAGE IS POOR__

Reference

Hopkins: Reflectance Curves of Various Solls,
USAERDL, Ft. Belvoir, Virginia, ca.l955
(unpublished)

Detksen, Monahan: A Reflectometer for Measuring
Diffuse Reflectance in the Visible and Infrared
Regions, J.Opt.Soc.Am., Vol.42, No.4, 14952

Kronstein: Research, Studies, and Investigations
on Spectral Reflectances and Absorption Charact-—
eristics of Camouflage Paint Materials and
Natural Objects, Final Report, Contract DA-44-009
ENG-1447, New York University, N.Y., March 1955

Barbrow: (Calibration on the Spectral Directicnal
Reflectance of Six Samples of Red Pine Needles,
NES, Test No.G-35201~1, Agricultural Research
Center, Belleyille, Md., Nov.1964, (unpublished)

Cooper, Derksen: Spectral Heflectance and Trans-
nittance of Forest Fuel Materials {Final Report),
Material Lab., New York Naval Shipyard, Brooklyn,
N.¥., March 1952

Hunt, Salisbury: "Visible and Mear-~Infrared Spectra
of Minerals and Rocks: I. Silicate Minerals,"
Mod.Geol,, Vol.IL, 1970, pp.283-300

Hunt, Ress: A Bidirectional Reflectance Accessory
for Spectroscopic Measurements,' Appl.Opt., Vol.6,
No,10, Oct.1967, pp.l1687-1690

Hunt, Salisbury: "Visible and Near-Infrared Specetra
of Minerals and Rocks: III. Oxides and Hydroxides,"
Med.Geol., Vol.II, 1971, pp.l195-205 -

flunt, Salisbury: "Visible and Near-Infrared Spectra
of Minerals and Rocks: II. Carbonates," Mod.Geol.,
Vol.II, 1971, pp.23-30

Huat, Salisbury: 'Visible and Near-Infrared Spectra
of Minerals and Rocks: IV. Sulphides and Sulphates,”
accepted by Mod.Geol. for 1971

Ross, Adler, Hunt: "A Staristical Analysis of the
Reflectance of Igneous Rocks from 0.2 to 2.65
Microns," Icarus, Vol.ll, 1965, pp.46-54

Measured at Environmental Reseatch Institute of
Michigan :

Meagured at Environmental Research Institute of
Michigan

Measured at Environmental Research Institute of
Michigan

Measured at Environmental Research Institute of
Michigan

Measured at Environmental Research Institute of
Michigan

Measured at Invironmental Research Institute of
Michigan

Measured at Environmental Research Institute of
Michigan

Measured at Envitonmental Research Institute of
Michigan '

Measured at Environmental Research Institute of
Michigan
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TABLE 16, RESULTS OF SEARCHES FOR MATERIALS INSEPARABLE FROM
SEVERAL IRON OXIDES BY M-7 SCANNER RATIO METHODS

Subject of the Bearch

Naime

Goethite (Minnesota}

Hematite (Minnesota}

Magnetite (Colorade)
{Michigan)

Tilmenite {Norway)

Limonite (Alabama)

Curve No.

BOS005032
B0%005033

B09005036

BO9G0O50G4 5
BO9005048

BO90G05039

B09005042

Ranges of 11-Digit Ratilo Code

9-9,7-8,5-7,4-7, 3-5,2-3, 6~6,6-6,2-3,6-6,6-9

8-8,8-8,8-8,9-9,9-9,8-8,7-7,6-6,8-8,5-8,0-0

9-9,6-8, 3-5,0-3,0-0,0-3,0-4,0-3,0-4,0-5,0-0

9-9,7-7,5-5,6-6,6-6,6-6,4~4,3-53,6-6,4~4,0-0

3-3,8-8,9-9,9-9,9-9,6-6,8-§,9-9,8-8,9-9,0-9

No Objects were found with which the oxides could be confused.
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target can be discriminated from approximately 90% of the other materials by a
simple threshold in that ratio) or from another specific target (lock for the ratio with

maximum difference in digits for the two materials to be discriminated).

(2 ). For predicting false alarm candidates. Once a target ratio code is known and a range
of each ratio digit has been selected (to account for sample variability), a search can
be made with KOLEKT to determine what materials in the data bank will be confused
with the target.

(3) To produce completely automatic recognition maps, these ratio codes can be stored in

a computer and used to automatically identify scene elements in scanner imagery.

The major drawback to this collection of M-7 ratio codes is the scarcity of speetral curves
in ERSIS which gpan the whole 0.4-2.5 ym wavelength region and account for large numbers of
rocks, minerals, and soils. The ratic codes are quite useful, even if used only to predict which
ratio images are best to make a given target the brightest or darkest target in the scene. This
is a strong argument for future SR&T support to expand the ERSIS data bank, especially for in-
organic natural targets. The expansion,to be of maximum use, should include new measure-
ments of spectral reflectance of such targets from 0.4 to- 14 zm. Similar ratio codes have also
been calculated for ERTS MSS data with a program called ERAGAL [20].

20. Thomson, F. J., ERIM Progress Report on Use of ERTS-1 Data, Summary of Ten Tasks,
Type II Progress Report, Report No. NASA-CR-133556, NTIS No. E73-10899/WR, Environ-
mental Research Institute of Michigan, Ann Arbor, 1973,
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6
DESCRIPTION OF A RATIO-GATING LOGIC SYSTEM FOR FUTURE
GEOLOGICAL REMOTE SENSING

The ultimate goal of remote sensing research in several disciplines is to produce a com-
pletely automatic system capable of producing automatic recognition maps with little or no
a priori knowledge of the scene being mapped. For some types of remote sensing problems,
as in season-dependent vegetation mapping, this may never be achieved. For some problems,
however, such a system may be achievable in time for use on the space shuttle in the late 1970's.
Many geological targets are practically time-invariant, are more Lambertian than vegetative
canopies, and exhibit spectral features sufficiently unique to warrant the attempt of producing

a completely automatic system.

This section describes a hypothetical logic system, called ratio-gating logic (RAGAL), which
utilizes sequential hinary decisions. These binary decisions are based on spectral ratios of
scanner channels that can be made proportional to or equal to ratios of target reflectance spec-
tra measured by laboratory or field spectrometers. Ratio preprocessing will be discussed first,
followed by general descriptions of a preprocessor and automatic recognition map processor
which may be useful for automatic data processing aboard space shuttles or aireraft of the
future.

6.1 RATIO-PREPROCESSING THEORY

The purpese of preprocessing is to suppress spectral effects not related to the chemical
or mineralogical composition of the geological target. Consider first the 0.4-2.5 ym spectral
region, in which most of the radiation exiting from a target on the earth's surface is reflected
solar radiation, For simplicity, geological targets are assumed to be Lambertian (diffuse) re-
flectors. The spectral radiance of a target measured by a multispectral scanner can be ex-

pressed as [21, 22]:

21. Turner, R., W. Malila, and R. Nalepka, Importance of Atmospheric Scattering on Re-
mote Sensing, Or, Everything You've Always Wanted to Know About Remote Sensing but Were
Afraid to Ask, Proc., Tth International Symposium on Remote Sensing of Environment, Report
No. 102598 -1-X, Willow Run Laboratories of the Institute of Science and Technology, The Uni-
versity of Michigan, Ann Arbor, 1971,

22. Vincent, R. K., An ERTS Multispectral Scanner Experiment for Mapping Iron Compounds,
Proc., 8th International Symposium on Remote Sensing of Environment, Report No. 195600-1-X;
Willow Run Laboratories of the Institute of Science and Technology, The University of Michi-
gan, Ann Arbor, 1972,
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L, = ilsu, LE, r(\)p(r) + L, (path) (14)
direct diffuse '
where L, = measured spectral radiance
8 = shadow and slope factor (1.0 for no shadow in instantaneous field of view and
target surface normal parallel to sun-target direction)
E, =direct spectral irradiance of the sun {impinging upon target)
-direct
EA = diffuse spectral irradiance of solar radiation incident on the target from di-
diffuse

rections other than sun-target direction
7(A} = atmospheric transmittance
p{r) = spectral reflectance of target
Lh(path} = spectral path radiance (caused by atmospheric scattering)

In Eq. (14), the approximation is made that the target is quasi-Lambertian, with the angular
{slope-angle) dependence of the bidirectional reflectance approximately the same for all wave-
lengths, i.e., 8 is wavelength-independent. The S-facfor also accounts for the amount of shadow
in the instantaneous field of view. The L}L(pa.th) term represents path radiance caused when

light that has not encountered the target is scattered into the beam between target and detector.

Whenever the Lh(path) term is negligible, as it can be with low altitude aircraft scanner
data on a clear dry day, all of the environmental factors are multiplicative. From satellite alti-
tudes, however,-LA(path) cannot generally be neglected. To eliminate most or all of this term,
one can take the purely empirical approach of dark object subtraction. A dark material in shad-
ow will be approximately equal to Lh(path), which would represent _the lowest possible radiance
in the scene. For a given spectral channel, the value of the lowest radiance measured within the
scene can be subtracted from all other spatial resolution elements in the scene to approximately
correct for path radiance, If all muitispectral channels are assumed to be spectrally narrow in

the 0.4-2.5 um wavelength region, the radiance in i-th channel can be given by
L{i) = LMAM (15)
where ?L.l is the fnedian wavelength and Ahi is the spectral width {at 509, response points) of the

i-th channel. After dark object subtraction, the ratio of the i-th and j-th channels will be approxi-
mately equal [20, 21] to:

_L{i) _[SE(direct, i) + E(diffuse, i)}7(i)p(i) (16)
i,j L) " [SE(direct, j) + E(diffuse, j)]7 (j)o(j)

In Eq. (16), the only terms which should vary widely over most geological test sites are Sand p(i)/
p(j), the spectral reflectance ratio of the target. On a clear day of 23 km visibility [21],
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E{direct, i} is approximately 2.7 times larger than E(diffuse, i) at 0.55um. For longer wave-
lengths, particularly those greater than 0.7m, the direct illumination term is much more pre-
dominant. The smalier the diffuse illumination term, the less does the S-factor, controlled
primarily by topographic variations, affects Ri,j' When the diffuse term is negligible, as it can
be for reflective infrared and sometimes for red spectral channels, the S-factor essentially is
canceled from the Ri,j expression in Eq, (16). Because of this, the Ri,' ratio is much more
independent of topographic variations across the scene than is the single-channel radiance of
Eq. (15).

Although Ri,j should be relatively invariant with topographic changes across the scene, it
still may not be invariantfor a given type of target in two data sets collected at different times
in different places. For a further suppression of environmental factors [E{sun, i} = S8E{direct, i)
+ E(diffuse, i), 7(i), and L(path, i)] one can measure the spectral reflectance of a known target

within the test area and use it as a reference, for which the scanner-measured ratio would be:

_ E{sun, i) 7(i)[ p(i)
(Ri’j)reference E(sun, j) 1—(j)Iip(j)]reference 4

A division of Eq.(16) by Eq. {17) yields, after rearrangement, the corrected ratio
R. . : .
RO, =kl P—?—) _ ol (18)
i, (Ri j)r(—:‘ference p(j) reference ~ pfj)

which is equal to the spectral reflectance ratio of the target, almost independently of environ-
mental factors. The "almost" is included in the forepoing statement because the degree of en-
vironmental independence is a function of how well the dark object subtraction succeeds in
suppressing the path radiance term. If shadows are present over materials of varying bright-
ness, a more vigorous determination of L,\(path) can be made, but with greater cost in time and
human interaction [23].

ERTS-1 data [24 have been used to show experimentally that both Ri,j {uncorrected) and Ri].
are more independent of atmospheric and solar illumination effects than single-channel radiances.
With the same data it was algo shown that sky and sun effects produce a standard deviation in
Rij of approximately 10% or less. Appendix D is a reprint of the part of Reference [24] that
addresses these points. A recent study with aircraft data [24] successfully used laboratory

speetra as training sets for geologic mapping; and another investigation [25] showed that Equa-

23. Piech, K. R., and J. E. Walker, Interpretation of Soils, Photogram. Engin., Vol. XL,
1974, pp. 87-94,

24, Thomson, F. J., ERIM Progress Report on Use of ERTS-1 Data, Summary of Ten Tasks,
Type I, Report No. 193300-24-L, NASA Contract NAS5-21783, Environmental Research Institute
of Michigan, Ann Arbor, 1973,

25. Dillman, R. and R. K. Vincent, Unsupervised Mapping of Geologic Features and Soils
in California, Proc. of the Ninth Symyp. for Remote Sens. of Environ., Ann Arbor, Mich., 1974,
(In Press). 0
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tion (18) produced, between six ratios calculated from laboratory spectra and ratios computed

from ERTS MSS data [26], an agreement of better than 10% for four exposed geologic targets
(hematitic red beds, granite, greenstone, and magnetite) in Wyoming.

Concerning aircraft data, another task {Signature Extension) in this NASA contract has
shown {27] that ratios of adjacent channels are more extendible in time and space than un-
transformed single-channel radiances. The ratic normalization step of Eq. 18 is useful for ex-
tending recognition results in time and space, but does not help discrimination among targets
on a relative basis within a given flight line or ERTS frame. However, normalization is neces-
sary for absolute ratio work, where laboratory data are used as training sets. Tt is possible
in the future that the multiplicative atmospheric terms in Eq. (17} can be estiﬁéted from an

atmospheric model, alleviating the need for ratio normalization via Eq. (18).

The methods described above for suppressing environmental "'noise’ will also suppress
both additive and multiplica;tive electronic offset and gain variations between sets of data gathered
at different times and places, which can occur even when the same scanner system is employed
for each data collection mission. For these reasons, the preprocessing requirements for geo-
logical remote senging in the 0.4 to 2.5 um region are dark object subtraction (for satellite and
high altitude aircraft data) and ratio normalization for all data, if either absolute ratio values

or extension of recognition results over data sets separated in space and time are called for.

Now consider the 8-14 um wavelength region, in which most of the radiation exiting from
a target on the earth's surface is emitied by the target itself. The reasons for ratio preprocess-
ing in the thermal wavelength region are more complicated. A ratio of two infrared channels
has been found [3 | to suppress temperature variations across the scene and fo show emittance
variations indicative of silicate rock type. To make an estimation [28| of how greatly tempera-
ture is suppressed, two rocks will be assumed to have emittance differences Ae (Al) and Ae (A2}

at the center wavelengths (A, and .\2) of a two-channel infrared scanner. The temperature differ-

1
ence (AT) hetween two spectrally identical rocks which would be confused with these emittance

differences will be determined for both a single channel and for a ratio of two channels, Con-
sider Wien's approximation of Planck's law which, for T = 300°K, comes to within 29, of the
spectral radiance at wavelength A for a target of temperature T, omitting atmospheric effects:

2
_ 2he ' _he

L, (T) = e(a)w—‘\5 exp( A——kT) (19)

26, Salmon, B. and R. K. Vincent, Surface Compositional Mapping in the Wind River Range
and Basin, Wyoming by Multispectral Techniques Applied to ERTS-1 Data, Proceedings of the
Ninth Symposium for Remote Sensing of Environment, Ann Arbor, Mich., 1974 (In Press).

27. Vincent, R. K,, G, Thomas, and R, Nalepka, Signature Extension Studies, Report No,
190100-26-T, NASA Contract NAS9-9'784, Environmental Research Institute of Michigan, Ann
Arbor, (In Press).

28. R. K. Vincent, A Thermal Infrared Ratio Imaging Method for Mapping Compositional
Variations Among Silicate Rock Types, Ph.D. Dissertation, Department of Geology and Mineral-
ogy, The University of Michigan, Ann Arbor, 1973. ’

T



Z FORMERLY WILLOW RUN LABORATORIES, THE UNIVERSITY OF MICHIGAN

where ¢ is velocity in light, h is Planck's constant, and k is Boltzmann's constant, The change
in spectral radiance caused by changes in T and ¢ (1) can be found by taking the differential of
LA(T) to yield

) ,
2h he AT
AL (T) - Ag exp( km)[f_xea) QI T} (20)

To find what temperature difference AT between two spectrally identical targets is equivalent
to a difference Ae(d) in emittance between two spectrally dissimilar targets of the same tem-

perature, ALR(T) must be set fo zero:

AT __Aefr) sz
Single Channel ~ ~ €{rA) hc

(21)
This is the answer sought for a single channel.
Consider now the ratio of spectral radiances at two wavelengths:

L. (T) 5

A “"1{("2) {hc 1 1}
R, == S| |+ &XP Tl - (22)
1,2 LAZ(T) ol ite kT()Lz Al)

A similar procedure will be followed, i.e. the differential of R, , will be determined and set to

1,2
zero. The differential of R, 2 is given by

5
A efry)
1 2 hef/l 1 1 1 1
ARy =;‘@(ﬁ) exD{kT(z A1>H}f“‘1) T Ty A% >‘sz“€( 1’({5 ri\ (23)

Setting ARI 9 to zero yields
2

22 Ay [&e(?\l) Ae(A2T]~kT2Ae(;\1) 23 0y

Ratio ~ hc Ay - E()Ll) E(?lz) he E()Ll) AT Ay

AT

{24)

where it has been assumed that [Ae (Az)/e(}\g)] = [Ae(hl)/e (?Ll)], because silicate rocks generally
differ from one another approximately in this manner, i.e., the emittance minimum occurs at
longer wavelengths for more mafic rocks, which cause a mafic rock to have a lower emittance

at Az and a higher emittance minimum at A than a felsic rock.

To get a comparison between single channel and ratio capabilities for mapping emittance
variations in the presence of temperature variations across the second scene, Eq. 24 can be

divided by Eq. 21 and the guotient solved for AT

Ratio to yield
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2x

_ 2
ATRatiO T, -

‘\AT

T——; Single Channel (25)

This equation states that for the same percentage variation in emittance at x,, {Ae(kl)/e(h 1]
(with an equal but negative emittance variation at ?tz), the ratio would require a temperature dif -

ference that is larger by a factor of 2;\2/ (,\1 - A,) than the single-channel temperature difference

)
2
required to mask the same emittance variation. From Eq. 24, it would take a 10.4°K (or larger)

difference in temperature between two identical targets to mask a 19 emittance difference,

where
Ae(hl) AE(?\Z}
E()Ll) == E(Al) = (.01

between two rocks that are both at a temperature of 300°K in an R, , ratio, where the center

wavelengths of 9.5um and 10.7um were used to approximate chann{a’lzs 1and 2 of ERIM's two-
channel infrared detector. This 1% emittance difference is estimated to be on the order of 109
of the total range of Ae (Al)/e (Al) for silicate rocks. From Eq. (21) it takes a AT of only 0.6°K
to mask the same 1% emittance difference between two targets in a single channel at 9.5um.

Therefore, R suppresses temperature variations across the scene for silicate rocks by a

1,2

factor of approximately 2h2/ (Al - A, ), which for channels 1 and 2 is about a factor of 18 better

)
2
than a single-channel radiance. Although these results are for narrow spectral channels at A 1
and ‘\2’ integration over broader spectral regions was found to yield approximately the same

numerical results.

For the case where atmospheric effects inthe thermal spectral region are negligible (suchas
with low-altitude aircraft data collected on a clear, dry day), a ratio of radiances in the two spectral
bands greatly suppresses target temperature, and depends only on emittance variations. Under
other conditions, the ratio of radiances still tends to suppress variations in target temperature
across the scene. Therefore, a ratio of radiances is useful for enhancing compositional vari-
ations among silicates, even in the presence of limited temperature variations (AT = IOOK)

from rock to rock.

Even though a ratio of two infrared channels suppresses temperature variations across the
scene, there is still a need to correct R1,2 for temperature, if absolute values of R1,2 ar‘e
important. A method for doing this [ 28] has been developed for low altitude aireraft data, which
utilizes the fact that the spectral emittances of almost all silicate rocks in the 11.75-13.75 um
region are approximately equal. An infrared channel in this wavelength region can be used to
estimate the temperature of the instantaneous field of view within #5°K. The correction factor -

to be multiplied times R is determined from a table lock-up, once the radiance in the

1,2
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11.75-13.75 um region is known. Therefore, the preprocessing requirements for thermal
infrared data are to form ratios of radiances for various pairs of available infrared scanner
channels, determine a multiplicative correction factor from radiance detected by a 11.75-13.75
pm channel, and multiply the ratio times the correction factor to obtain a temperature-corrected
ratio [28]. For satellite data it would be necessary, because of the long atmospheric path, to
correct the single-channel radiances before forming the ratio, For this case, which will be
discussed in the next section, it could be argued that ratios lose their advantage of temperature
suppression over single-channel radiances. However, ratios of thermal infrared channels and
ratios of 0.4-2.5 .m channels are more compatible than single-channel radiances from the
emissive and reflective wavelength channels. Algo, some evidence exists [26] that ratios are
belter than single-channel radiances in the 8-14 um region for separating igneous rocks, even
if all are at the same temperature, possibly because of the suppression of textural effects hy

the ratios.

6.2 GENERAL DESCRIPTION OF PREPROCESSOR

A preprocessor that could perform ratio preprocessing automatically from future sat-
ellites and high altitude aircraft platforms is suggested in Figure 17. The ideas covered below
are general, but the terminalion of this NASA SR&T task warrants their discussion. Further
research would be required to make them more specific.

VISIBLE-REFLECTIVE IR SBIGNALS FROM MULTISPECTRAL SCANNER

Raw signals from the reflective channels are input to the preprocessor.

ELECTRONIC GAIN AND OFFSET CORRECTION FOR REFLECTIVE CHANNELS

The signals are converted to radiances and enter the detectors via calibration lamps.
[Note: This step is required only by the modules entitled "Determination of Ratio Normalization
Factors™ and "Atmospheric Model for Thermal Corrections” of Figure 17 asdiscussed below. |

SEARCH FOR DARK OBJECT RADIANCES

After editing for noisy data points, the IFOVs (instantaneous fields of view) in the scene with
the minimum sum of radiances detected in all reflective channels for a portion of the scanned
scene are selected as the darkest objects. The lowest radiance in each channel from the

minimum-sum IFOVs becomes the dark object radiance for that channel, [Better methods than the
minimum sum should be sought. |

4
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FIGURE 17. SCHEMATIC OF RATIQ PREPROCESSOR
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DARK OBJECT SUBTRACTION AND FORMATION OF RATIOS
The dark object radiance is subtracted from radiances of all IFOVs for each channel, and

all possible ratios of channel pairs are calculated.

DETERMINATION OF MULTIPLICATIVE RATIO NORMALIZATION FACTORS

While each instantaneous field of view (IFOV) is undergoing raticing (after dark object
subtraction), the resulting ratios should be checked for qualitative ratio patterns similar to
ratio patterns of common, but fairly unique targets. For instance, hematite {(a common iron
oxide) may have one or more ratios formed by the particular scanner system of interest that is
much higher than the average ratio across the scene. (Note: This is the case for several M-7
scanner ratios, as shown in the previous section). If the pattern for severél IFOVs compared
with the average signal in the scene matches that of hematite, the stored ratios for hematite
(from lab or field spectra) can be used to normalize the ratios calculated from the previous
step to absolute values of target reflectance ratios for those IFOVs, The normalization {multi-
plicative) factors required to do this would then become inputs to the next step. The deter-
mination of ratio normalization factors could probably best be determined by a priori knowledge
of part of the scanned scene. This would reguire man-machine interface and would slow the
preprocessing steps, but may be necessary for accuracy. Accuracy of the purely automatic
method may be improved if more than one distinctive target can be selected. The process then
becomes a bootstrapping one to determine the best normalization factors.

RATIO NORMALIZATION
Each ratio is multiplied by the ratio normalization factor to yield a corrected ratio equal to
the ratio of target reflectances in the two channels comprising the ratio.

ANCILLARY DATA
The altitude of the aircraft or spacecraft, solar zenithangle with respect to the target, and
thermal profile of the atmosphere as measured by thermal channels in atmospheric absorption

bands are recorded.

THERMAL SIGNALS FROM MULTISPECTRAL CHANNELS
Raw signals from the thermal infrared channels are input to the preprocessor.

ELECTRONIC GAIN AND OFFSET CORRECTION FOR THERMAL CHANNELS

The signals are converted to radiances entering the detectors by means of hot and cold
calibration plates.
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ATMOSPHERIC MODEL FOR THERMAL CORRECTIONS

With the ancillary data and atmospheric path radiances determined from dark object sub-
traction in the reflective wavelength regions as inputs, an atmospheric model may be used to
calculate atmospheric path radiance, L(path, i), sky irradiance, E(sky, i), and transmittance,
7(i), in each of the i thermal channels being used for target monitoring {in atmospheric windows).
Although an atmospheric model exists [16] which can predict these thermal infrared parameters
for given atmospheric conditions, it currently cannot use the suggested ancillary data and re-

flective channel path radiance to assess atmospheric conditions. This is a needed research
effort,

ATMOSPHERIC CORRECTION

For the i-th channel, the detected target radiance, L"(i, T), is input from the "Electronic
Gain and Offset Corrections for Thermal Corrections™ module. The detected radiance in the
i-th channel for a Lambertian target can be written as

o]

oD
L' TH(L, A)dr = J‘T(A)ljf(.a\){LA(bb, T} -
0 .

ot E, (sky) } | Ep sy’

— }f(i, Ajdx

Ok——-,

0 0 _
+J‘Lh(path) f(i, A)dr = +(i )[L(bb i, T) - —-—E(sky, )]Je(h)f(i, Aydr {26)
0 0

+ &S];X.Li_)q-(i) + L{path, i)

where f(x, i) is the spectral responsivity of the i-th channel
LA(bb, T) is the blackbody spectral radiance at target temperature T at wavelength X,
and the assumptlon has been made that Lh(bb ), E (sky), 7{r}, and L (path)
- are slowly varymg functions of A over the bandw1dths {=1lum suggested) of
. the thermal channels, such that they can be approximated by their averages
[L{bb, i, T), E(sky, i), 7(i), and L(path, i}] over the i-th bandwidth
The atmospherie parameters from the atmospheric model module can be - ed to subtract the
last two terms from Eq. (26) to yield

e (VE, A)dr

L'(i, T) =T1n[L"(i, T) - L{path, i)] - E(S"Y i) [L(bb LT - E(Sl;z, i)]

o—8

(27)
ki



Z ) FORMERLY WILLOW RLIN LAABORATORIES, THE UNIVERSITY OF MICHIGAN

Equation (27} is the algorithm for this module.

RADIANCE VERSUS TEMPERATURE TABLE LOOK-UP

This table relates L{bb, m, T), the radiance of a blackbody at temperature T in the m-th
thermal channel {to be defined in the next module), to L(bb, i, T), the radiance of a blackbody
at the same temperature in another i-th thermal channel. The L(bb, m, T) and L(bb, i, T) are
calculated from Planck's equation:

[+ 2}
Libb, i, T) = 2cth. T L
A

o~(he/AIT)

dx N (28)
1]

where ¢ is velocity of light, h is Planck's constant, and k is Boltzmann's constant. This equa-
tion provides the necessary L{bb, m, T) versus T and L{bb, i, T) versus T relationships to
form the table look-up.

TEMPERATURE CORRECTION

In some spectral regions in the thermal infrared,spectral emittances, €()), of silicates (the
most common rocks and soils) are practically uniform | 28]. K the m-th thermal channel en~
compasses one of those regions, where e{(A) ~ €0 © constant for most rocks and soils, Equation
(27) can be solved for L{bb, m, T) for each IFOV in the scene to yield

Libb, m, T) - L T) Efsky, m) (29)
c
Since L'(m, T) comes from the atmospheric correction module, E(sky, m) comes from the
atmospheric model module, and €, 15 known from laboratory data, L{bb, m, T) can be calculated
from Eq. (29). The Radiance-Temperature Table is used to determine L(bb, i, T) for the i-th
channel. Since E(sky, i) is known from the atmospheric model module, the finally corrected
radiance in the i-th channel is given by

s8]
L(i) = - LT [ o, yar (30)
i |:L(bb, i) - E sl:ry IT} ie( i, A)

This is the algorithm for the "Temperature Correction” module. As shown in Section 8.1, the
temperature correction need only be good to within approximately 5°K to be useful for thermal

ratioing.

RATIO

All possible thermal ratios are formed, of the type represented by the equation
L{i)

Rij = T(7) . (81)
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which is the corrected ratio. The Rij of the thermal and reflective channels are compatible and

fuily corrected at this stage,

6.3 GENERAL DESCRIPTION OF THE AUTOMATIC RECOGNITION MAP PROCESSOR

Figure 18 shows a schematic of a suggested, automatic recognition map processor with
stored ratio code training sets. Except for the Preprocessor, discussed in the previous section,
each box in the schematic is briefly discussed below. There are two paths through the Automatic
Recognition Map Processor: one for remote sensing experiments in which a set of pre-selected
target classes is to be mapped and the other for mapping groups of materials in the scene which
can be discriminated from one another, with identification of each group Subsequent to the

mapping procedure.

RATIO CODE STORAGE

- Ratio codes are described in Section 5. This module, which stores the ratio codes calculated
from reflectance and emittance ratios of laboratory or field spectra, is the heart of the Auto-
matic Recognition Map Processor because it feeds both routes of logic. If the multispectral
scanner has n channels, then [n(n - 1)]/2 non-reciprocal ratios can be calculated for each
possible target material. Therefore the ratio codes will be in the form of [n{n - 1)]/2-digit
numbers. Each digit position ranges from 0 to 9 as suggested in Section 5, but if greater accu-
racy were justified, the ratio code could be doubled in length to give each ratio a 0 to 99 code

range.

USER SELECTION OF TARGETS

For the pre-selected target route, the user specifies the targets for which he is searching.
[Note: this should be especially useful for mineralogical exploration.| The user would also
specify the general type of terrain, i.e., arid, tropical, urbanized, etc.

HIERARCHY SELECTOR

The purpose of the Hierarchy Selector is to find the most efficient sequence of binary de-
cisions. For a given farget preselected by the user, the ratio code for that target ig scanned
from left to right to search for the first ratio with a code of 9 or 0, which would mean that
simple thresholding of that ratio would separate the desired target from ar7, of the other ma-
terials represented in the Ratio Code Storage. For each remaining ratio the target class code
(or range of ratio codes) is compared with the codes of the false alarm candidates not eliminated
by the first ratio. The ratio which eliminates the most remaining false alarm candidates is _
chosen second. This procedure is iterated on the false alarm candidates not eliminated by the
previously chosen ratios.
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the remaining "lock-alikes' of the selected target, if any, are communicated to the user, who
decides whether they are acceptable false alarms. The ratios (ind their thresholding or gating
limits) become the logic hierarchy for that target. The other preselected targets are treated
similarly. If any two preselected targets are false alarm candidates for each other, this is

communicated to the user, who must eliminate one or the other,

Priorities for the final sequence of ratio thresholds and gates for each target are set
according to the prohability of occurrence* for each target in the scene to be mapped; the tar-
get expected to be encountered most is placed first, stc. The resulting hierarchy is one of the
most efficient sequence of binary decisions available. Different ratios can be used for different
targets. Thresholding is preferred to gating, whenever possible, 'because the setting of only
one boundary should result in fewer false alarms. An example of how the logic hierarchy might
appear is shown in Table 17. At some expense in classifying time, all ratios for which the
target class exhibits a code of 9 or 0 could be exhausted before the difference of the means

was invoked as a ratio selection device.

PRESELECTED TARGET RECOGNITION PROCESSOR

The logic sequence determined in the Hierarchy Selector beéomes the logic algorithm for
the Preselected Target Recognition Processor module, For each IFOV in the scene, those
ratios called for in the logic sequence for target 1 are tested to see if they comply with the
target 1 ratio ranges. If so, that IFOV is recognized as target 1 and the next IFOV is pro- _
cessed. H the first IFOV does not comply with any one of the ratio ranges for target 1, however,
it is tested for compliance with target 2, etc. I it complies with no preselected targets, it is
labeled ""Unrecognized." This recognition processor is a sequence of binary decisions hased
on ratio gating; hence, it is called ratio gating logic (RAGAL).

GENERAL RECOGNITION PROCESSOR .

For mapping unknown terrain with no preselection of targets, the General Recognition
Processor would be used. There are three likely candidates for logic algorithms. The first is
RAGAL, which could operate in the following manner. For each IFOV, a reflective infrared to
visible red ratio would be thresholded to separate vigorous vegetation (high ratio) from dormant
vegetation and non-vegetation.targets {low ratio). I geological targets are of primary interest,
the vigorous vegetative targets would all be classified as one group. ¥ the IFOV is not vigorous
vegetation, one of the thermal infrared ratios composed of channels inside and outside the
emittance minimum region (8-12 ym) of silicateés, would be used to decide whether the material

was silicate. If so, a ratio composed of two channels inside the silicate emittance minimum

*This could come from the user's general description of the scene and stored weighting fac-
tors, which are normalized probable frequencies of occurrence in the scene, as determined
from theoretical models of various scene categories,
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region would be used to determine whether the target is felsic, intermediate, mafie, or ultramafic.
The next step might be thresholding of a red-to-green ratio to séparate out rocks with appreci-
able surface area covered by ferric oxides (a high red-to-green ratio). Further subdivision of
the silicate rocks should become possible as more studies of laboratory spectra are conducted.
The non-silicates, separated from silicates in the first step above, could be tested for large
surface area coverage by ferric oxides with the red-to-green ratio and then for carbonate or
non-carbonate composition via two ratios —one a thermal ratio involving the 11.0-11.5 um
wavelength region and another thermal channel (12.0-12,5 um, for instance), and the other ratio
involving 2.0-2.2 ym and 2.2-2.5 um reflective infrared channels, These raties would capitalize
on a carbonate emittance minimum in the 11.3um region and two carbonate reflectance minima
in the 2.2-2.5 ym wavelength region. More lahoratory studies should result in further specific
categorizations of non-silicate geclogic targets.

A second logic algorithm possibility for the General Recognition Processor is a combina-
tion of unsupervised clustering and ratio code identification. Unsupervised clustering dis-
criminates among targets with different spectral properties. If this clustering were done in
ratio space, i.e., on the basis of ratio inputs, the means and standard deviations of the resuli~
ing clusters could be assigned ratio codes and the ratio code storage could be searched for
geologic targets that have the same codes as each of the target clusters. The disadvantage of
unsupervised clustering is that the user has little or no control over what target clusters wilt
evolve. Though the clustering addresses the question "What target classes provide the greatest
spectiral contrasts among themselves?* the question of perhaps greatest interest to the user is
"What meaningful targets canbe uniquely discriminated ?"" Both questions have their place in
remote sensing problems, however, and it may be wiser to include both unsupervised cluster-

ing and RAGAL in the General Recognition Processor.

A third candidate for a logic algorithm is what may be ecalled ratio parameterization. It
involves the linear combination of various spectral ratios to predict a parameter that is physi-
cally meaningful to the user. Some theoretical work has already been accomplished along these
lines. In a recent thesis [28], a mineralogical parameter was defined (called V..‘,) which cor-
responds well with an accepted igneous rock chart by Travis [29]. This parameter varies con-
timuously between 100 and 0 as one moves from left to right across the rock chart. Table 18
shows the ranges of V7 associated with ten rock classifications on Travis' chart. The 8-14 um

29. R. B. Travis, Classification of Rocks, Quarterly of the Colorado School of Mines,
Vol. 50, No. 1, 1955, p. 12.
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TAELE 17. HYPOTHETICAL EXAMPLE OF A LOGIC SEQUENCE
CHOSEN BY THE HIERARCHY SELECTOR

Normalized Probable
Frequency of

Occurrence
Target No. . in Scene - Logic Sequence

1 : 0.90 (14) R41 =2.20
(1B} R52 =0.42
(1C}) Rg? =0.21 o
(1D) 2.10 =Ry, s2.40

2 0.62 (24) Rﬁz = 3.12
(2B) R31 >4.23

3 ©0.21 (3A) R75 =0.18 |

4 0.05 (4A) 0.85 = Rg, <1.10
(4B) 1.20 = R63 < 1.30

(4C) 1.9 <Ry, =2.04

TABLE 18, LIMITS OF V7 FOR ROCK GROUPS
{Based on Travis' Igneous Rock Chart)

. Group
Name Equigranular Member V.? Limits
A Granite 100-84
B Syenite © B4-81
C Nepheline Syenite 81-80
D. Quartz Monzonite B0-67
E Monzonite - 6'7-66
F Nepheline Monzonite 66-65
G Granodiorite . 65-47
H Quartz Diorite and
Diorite - 47-37
I Gabbro, Diabasge, and ‘
. Theralite 37-18
J Peridotite 18-0
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wavelength region was arbitrarily divided into twelve hypothetical 0.5um-wide "channels' and,
with laboratory spectra of twenty-six igneous rocks as a basis, a linear combination of seven-
teen emittance ratios from eleven of these channels was found which predicts V7 within a
standard error of 7.10 out of a possible range of 0 to 100. That result was probably not optimum,
and it did not make use of wavelength regions outside 8-14 um. However, it demonstrated that

ratio parameterization methods can be useful for identifying geologic targets.

PRINTER
The output of both recognition processors would be used to print color automatic recogni-

tion maps,

6.4 CONCLUSIONS

A possible system for producing automatic recognition maps aboard space-shuttle and high-
altitude aircraft has been outlined. Ratio preprocessing steps were described for both reflective
and thermal infrared scanner channels. The reflective channel signals would undergo dark
object subtraction and ratio normalization to an easily identifiable reference in the scene.
Thermal infrared channel signals inside atmospheric windows would be corrected for atmo-
spheric effects by an atmospheric model, with atmospheric conditions assessed by dark chject
radiances determined for the reflective channels and atmospheric thermal profiles measured
by infrared channels outside atmospheric windows. A thermal channel in a spectral region
where silicate targets show liftle emittance contrast and an atmospheric model would be used
to correct the single-channel thermal radiances for temperature variations across the scene.
Corrected spectral ratios for both reflective and thermal channels would result from these pre-
processing steps.

Different data processing methods were recommended for two different types of remote
sensing problems. When tarpets of interest are preselected by the user, a ratio-gating logic
(RAGAL) procedure is suggested. A method is also described for finding the most efficient logic
sequence for RAGAL Stored laboratory and field spectra of target materials would be used for
training sets. For the type of remote sensing problem where there are no preselected targets,
three types of logic were suggested —all of which entail the use of laboratory and field spectra
as training sets. One is RAGAL, performed in reverse to the preselected target case. A sec-
ond is unsupervised clustering in ratio space, with stored lab and field Spectra used to identify
the clustered targets. The third is a parameterization method whereby a linear combination of
ratios is used to predict a physically meaningful index related to target composition,
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Appendix A
DOCUMENTATION FOR COMPUTER PROGRAM LTOTALS

This is a documentation of LTOTALS, implementation of which appears in Section 4. Fol-

lowing the discussion is a computer listing of the program as run on an IBM 360 computer.

A.l GENERAL INDEX

Because of the variety of functions LTOTALS is capable of performing, this description has
been subdivided to facilitate any operator’s understanding of its various elements and their in-
teraction. Cross-referencing between sections is 'provided. The order of presentation is as

follows:

(1} General Index to-Program Segments

(2) Radiance Calculation Systems in LTOTALS
(3) Filtration Systems in LTOTALS

(4} Ratioing Systems in LTOTALSG

(5) Regression System in LTOTALS

(6) Operation Procedure for LTQTALS

{7) Output Information

Sections A.2 through A.5 present theoretical concepts and methods of manipulation for each of
the individual segments of the program. Section A.6, covering operation procedure, supplies the
operator with all input parameters necessary to run LTOTAL6. Section A.7 describes output

paraineters which may assist in the selection of proper input parameters.

A2 RADIANCE CALCULATION SYSTEMS IN LTOTALG
Integrated radiances in defined wavelength regions are calculated in LTOTALG according to

the following formula:

,\1 A ’

f L, d = |:Eh{LbbA(T) - Ly } +Lge }A + L, bdA

A A A A A A

0 0
where Lh = total spectral radiance of wavelength A
£y = 1- Py = rock emissivity
Lbb (T) = spectral radiance of a black body at the same temperature as the rock
A
Lsky = spectral radiance from the sky incident on the diffuse rock surface
A ! .
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7, = spectral atmospheric transmigsivity

=
il

spectral radiance from emission and scattering into the beam by the atmo-

sphere in the path between rock and detector

The region of integrated radiance (AO - J\l) is defined by the filtration system {see Section A.3

below. The thermal state of the target is variable through a defined range and the atmospheric
parameters are defined for a specific set of calculations. It is currently possible to include a
dry atmosphere either 1 km or 50 km high (for general input parameters, see Section A.6,

Operation Procedure).

A.3 FILTRATION SYSTEMS IN LTOTAL®S
Currently there are three different filtration methods available in LTQOTALS. These are
(1) SQFILT, (2) HAMFLT, (3) SPCFLT. Each will be discussed separately.

Subroutine SQFILT
This subroutine will construct square window filters over defined data intervals. Digitally,

SQFILT will pass all data points between defined wavelength cutoffs; all values outside the closed
interval will be set equal to zero. In this respect SQFILT acts as a bandpass filter operating in
the frequency domain., By appropriate selection of cutoff points, it can act as a high pass or

low pass filter, LTOTALS has been desigred to handle a maximum of two square filter windows

simultaneously,

In addition, by specifying proper intput parameters, either or both of the square window
filters can be made to traverse the data-set at operator-controlled increments. By specifying
initial boundary conditions for filtration, LTOTALS will construct a family of filter windows
which cover equivalent wavelength spans but are incremented by a predetermined distance. The
maximum number of filters of that type are thus constructed without running off the end of the
data. Since the initial conditions of the two filter windows as welt as the step increment are in-
dependent, it is possible to generate two families of filters that span differing widths and move
at differing rates. Within each filter window, the total integrated radiance is calculated (see
Section A.2, above), For operator limits on SQFILT procedure, see Filtration Specifications
in Section A.6.

Subroutine HAMFLT

This subroutine constructs Hamming window {sine) filters over defined data intervals. Since

all values outside the closed interval of the window are set to zero, there are no secondary
harmonic effects to this filter construction. Digitally, HAMFLT adjusts data points within the
filter interval by multiplying each point by an adjusted coefficient which depends on the sine
interval 0 to 7. Specifying the filter cutoff points automatically centers the 7/2 filter location at
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the center of the desired window. Unlike SQFILT, specification of initial window cutoff points
is not totally arbitrary since the window span must cover some even multiple of 0.05um: this
is necessary to insure proper centering of the filter window. Similar to SQFILT, LTOTALG
has been designed to handle a maximum of two sine filter windows simultaneously. Also, like
SQFILT, sine filter windows can be made to traverse the data-sets without exceeding the data
span. Radiances are then integrated with each of the filter windows generated. [See Radiance
Calculation Systems (Section A.2) and also Filtration Specifications in Section A6.]

Subroutine SPCFLT

In addition to the two filtration methods previously menﬁoned, LTOTALS can be given spe-
cial filter parameters fo match some given response curve. Unlike the two previous filtration
methods, SPCFLT has no capability for locomotion, but is instead fixed with respect to the data-
set. LTOTALS can handle a maximum of two filters of this type similtaneocusly. Use of SPCFLT
obviously requires special input parameters for the filter construction, but need not be at uniform
incremental spacing. SPCFLT will adjust input specifications to meet data spacing require-
ments. Once data is filtered, integrated radiances are computed within the bounds of the special
filter windows. [See Radiance Calculation Systems (Section A.2) and Filtration Specifications in
Section A.6. ] '

Special Note: Mixed filtration modes have not been programmed into
LTOTAL6 so comparison of, say, a square window and

& sine window is impossible.

A.4 RATIOING SYSTEMS IN LTOTALG

At present, three differant raticing technigues have been incorporated into LTOTAL6. The
two most important techniques apply only to square-wave and sine-wave filters. S{nce both
HAMFLT and SQFILT have the éapability of generating two families of filters, two methods of
ratioing have been programmed into LTOTAL6. In both technique 2 and 3 below, ratioing is
accomplished between filters of each family, but not within the family itself.

Technique 1: Case for SPCFLT
Technique 1 involves the input of two specified filters, SPCFLT, which does not have the

capability of motion, performs simple ratioing whereby the two input filter windows are ratiged.

Technique 2: General Case for HAMFLT or SQFILT
Technigque 2 simply ratios every member of filter set 1 to every member of filter set 2. .

If, for example, there are r filters in set 1 and m filters in set 2, then the maximum will be n™

ratios. It is important to note that filters of type 1 always form the nuinerator while filters

of type 2 form the denominator. Once calculated, these ratios may be printed out or reserved
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for a linear regression at the end. [See Cutput Information (Section A.7); Options and Specifi-
cations {in Section A.B); and also Regression System {Section A5).]

Technique 3: Alternative Case for HAMFLT or SQFILT

An alternative techniciue for ratioing output radiances for HAMFLT or SQFILT is also pro-
vided. Unlike technique 2 which assumes an independence relationship between the two filtering
families, technique 3 assumes the following dependency relationship between filter sets 1 and 2:
only members of set 2 which have lower wavelength cutoff points at least as great as the lower
wavelength cutoff points of the members of set 1 are permitted to be ratioed. In other waords,
as the first lilter progresses through the data-set, fewer and fewer ratios are possible because
of the dependency of the second filter set to the first. Still another difference from technigue 2
is that estimation of the limited number of ratios donre is more complex and depends not only on
the window spans, but on initial location of each set and incrementing rates. If filter sets 1 and
2 cover the same spans, begin at the same locations, and are incremented at the same rates then
the maximum number of ratios simplifies to the familiar (1%)* number of ratios. This is the
upper bound to the number of ratios probable. Once caleulated, the ratios may be printed out
or reserved for regressive fits. [See Output Information (Section. A.7); Options and Specifica-
tions (in Section A.6); and also Regression System (Section A.5, below).]

A.5 REGRESSION SYSTEM IN LTOTALS

This particular system is of value only when the HAMFLT or SQFILT subroutines have
been used witha sufficiently large data bank to make regression meaningful. ¥ the operator
specified that linear regressions are to be performed (see device code 2 specifications in Sec-
tion A.6), then an equivalent data collection must be supplied with which to perform a regression
(see also Regression Specifications in Section A.6). The ratios are then used as the X coordi-
nates. A simple linear regression is then performed using each of the calculated ratios (see

Ratioing Systems, Section A.4) with the specified regression parameters.

The following calculations are performed with each ratio setting:

n
(x; - %My, - V)
i=]1

n
R - %)
i=1

B =

*(m) = n(n-1)(n-2)...(n-m+1)/m’
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where B = slope of the regression line of the form y = Bx + A
(xi - x}= deviation of the i-th term of x from the mean of x
(yi - ¥} = deviation of the i-th term of y from the mean of y

(Xi - ?)2 = square of the x deviation from the mean of x
and
A=F-B(X)

where A =y Intercept of the regression line

n
i=1

B is as previously defined
n

X :in/n

i=1

In addition, the roles of y -dependency are reversed and the same types of calculations then made

for
n
PACTRE
BI = =L — '
2
IR
=1
and
Al = % - BI(y)

A, B, Al and BI—as calculated above —are thus the linear regression coefficients.

Correlation coefficients are also calculated as

. i(xi" %), - v)/i |:V(xi - x)ﬂ {\/(yi - ?;2}
=1 =1

where R = correlation coefficient

\/ (X.1 - ?)2' = square root of the sum of the squares of the deviati'fn'] in the x-direction

\/ (yr.1 - ?)2 = gquare root of the sum of _fthe squares of the deviation in the y-direction
And finally, standard errors of the regre'ssi:c'm coefficient are computed as:
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5 (-7 - Rt - 7)1a - 20
i=1

SX = — Z
(x, - X)
Zi ;
and
i [(xi - %) -R°x, - %) (n- 2)}
sy- (1=

n
Z (Yl - ?)2
i=l

The number of such regressions is determined by the number of ratios originally calculated

[see Ratioing Systems {Section A.4) and Qutput Information (Section AT,

A6 OPERATION PROCEDURE FOR LTOTALS

Program LTOTALE, written in FORTRAN IV G language for the IBM 360-67 MTS system,
requires two inputs: (1) Information which has been given input device code 2; this includes
most of the operational switching codes, filter parameters, and regression information. (2) Data
to be used in the calculations; given input device code 3, these data are on magnetic tape and in-

clude rock emissivity and sky parameters.

(1} Options and Specifications from Device 2.
The foliowing is a listing of options and specifications supplied from Device 2.

Line 1: Format (2x, I4,2x,3(F6.2,2x),11(12, 1x))
(a,b,c,d,e,f,g,h,i,j,k,l,m,n,o)

Discussion of parameters:

a = altitude from which calculations are to be made. Either 1 km or 50 km if an atmosphere
is included (or, without an atmosphere, can be anything).

b = Initial temperature of the sample in degrees Kelvin

¢ = temperature increment in degrees Kelvin. {To be used if the radiance through a range
of temperatures is desired. Setting c = 0.0 suppresses looping by temperature.)

d = final temperature in degrees Kelvin of the sample if incrementing by temperature is
desired. Must be a multiple of ¢ from b, the initial temperature. Setting final temper-
ature = b also suppresses the temperature loop. Note: If looping by temperature is

desired, ratioing and regression cannot be performed.
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e = switch to indicate whether atmospheric parameters are to be included. Set to 1 for

an atmosphere, 0 for no atmosphere.

Y
|

switch to indicate number of filters to be included. Setting this egual to 0 ends the
program siﬁce no calculations can be made. '

g = switch to indicate which ratioing technique is to he used.: 0 results in technique 2; 1
results in technigque 3. Important only SQFILT and HAMFLT usage.

h = switch to indicate which filter type is to be used: -1 = special filters, 0 = square
filters, 1 = sine filters. '

i = this and the succeeding statement determine the initial and final data sets to be used,
This is possible since all data-sets on the tape have been given sequential block identi-
fication numbers. Parameter i is the initial data-set number,

= switch indicating sky condition. 0 = wet sky (currently not availaﬁle), 1 =dry sky.
‘Notice that since "e" determined whether or not there was to be an atmosphere, if
e = 0 then the setting of k is irrelevant,

? = gwitch to indicate whether any numbered data-sets between the beginning and final sets

are to be omitted: 0 = no omissions; 1 indicates that omissions will be specified.
m = switeh to indicate that regression using all data-sets is to be performed: 0 =no,
1 = yes. I regression is to take place, parameters will be specified.

n = as a secondary switch to m, this controls the type of printout: -1 = all ratioed bands

and corresponding ratios as well as regression data will he printed out. '

o = one complete set of filter ratios will be printed out with the regression data,

1 = only regression data is printed.
O = switch to suppress printing of the filter channels and radiances. 0 = no suppression,
1 = print suppressed.

Line 2. Applies only if £ of line 1 equals 1. Format is (5x,12,18(2x,12)). This line determines
which data-sets are not to be included (maximum is 20), The first integer field indicates the
total number of data-sets to be omitted; the remaining integer fields are the indicator numbers

of each data-get.

Filter Specifications
Line 3. H h = 0 or 1, format is (6({5x,F5.2)).
This card gives initial filter cutoff points. Parameters must be in multipies of 0.056 for h = 0,

and must be even multiples of 0.05 for h = 1. These parameters are read in as follows: -

lower wavelength cutoff { 1* Upper wavelength cutoff fl’ filter increment fl’ lower wavelength cut-
off fz, upper wavelength cutoff fz, filter increment f2 I either of the filter inecrements is set as
0.0, then that filter will remain fixed in the data framework at the initial specifications. Data
range 8.00 to 14.00 75450

¥
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Line 4. ¥ h = -1, format is (I2,5(2%,F5.2,2x,F5.3)). ]
Specifying h of 1 equal to -1 requires that input parameters be specified for special filter con-
struction. Consisting of x and y coordinates for specific points, these need not be at any partic-
ular spacing but must be defined by coordinate pairs at each location. A maximum of 50 input
pairs is possible for each filter. The first integer field specifies the total number of coordinate
pairs to be read. The remainder. of the line is reserved for the actual coordinate pairs.

Regression Specifications
Line 4. Applies only if m of 1 equals 1. Format is (5A4,10x,13/(8(5x,F5.2)).
This first 20 spaces are to identify the regression data. The title is then followed by an integer

field to indicate the total number of input points; this must match the total number of data-gets
which will be used in the initial calculations. This is the last input parameter which must be
read from input device code 2. ' ‘

(2) Data Input from Device 3.
Data input from Device3 is on magnetic tape and includes rock emission data and dry sky

parameters for 1 km and 50 km altitudes. To access this tape (which is kept at the computing
center), it must first be mounted. This is done by the following MTS commands:

$RUN *MOUNT PAR=C2541 on 9TP PNAME =* M*, MODE= 800, VOL=MARTIN, 'ODDJOB'
$ENDFILE.
The name of the file for pseudo Device 3 is thus *M*, T run LTOTALS, the command is then:

$RUN LTOT 2=*SOURCE* 3=*M* 5=SINK*

Of course, if pseudo Device2 is a file, the file name is specified instead,

A7 OUTPUT INFORMATION

Several types of output information are possible from LTOTALS, These have been partially
described in Section A.6 on Operation Procedure. The purpose of this section is to help elarify
which output information is desired.

General Block
For each data-set, a general block is written out. This includes identification code, zenith
angle, altitude, atmospheric condition, and target temperature.

" Specifying O = 1 (see Options and Specifications from Device 2, in Section A.6) results in
the printing of each filter band and integrated radiance included for both filter families,

Specifying n = -1 or 0 results in the printing of the filter bands ratioed and the ratio of their
integrated radiances. Note that the filter 2 family is always the denominator of the ratios.

Specifying m = 1 results in the printing of all regression calculations for each of the ratios
computed. 94
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IBM 360 COMPUTER LISTING OF LTOTALG6

! PROGRAM LTOTALS IS THE SIXTH GENERATION OF A PRUOGRAM TO COMPUTE
THE IR RADIANCE IN WATTS/CM#%2/STERRADIAN, IT COMPUTES RADIANCE
FROM TWD ALTITUDES,] KM AND 50 KM, THROUGH A RANGE OF TARGET TEMP-
ERATURES AND WITHIN A MAXIMUM OF 240 FILTER WINDDOWS.IT WILL THEN
RATIO THE COMPUTED RADIANCES OF EVERY COMBINATIONAL PAIR OF WIN-
DOAWS, :

INPUT PARAMETERS ARE TAKEN FROM TAPE UNIT 2 AND INCLUDE
ALT = ALTITUNE OF RUN {13) 1 DR 50 KILOMETERS

TEMP = BEGINNING TEMPERATURE ASSUMED FOR IR TARGET
TINC = TEMPERATURE INCREMENT .
TEND = FINAL TEMPERATURE ASSUMED FOR 1R TARGEY

ATMOS = IF ATMOSPHERE USED ATMOS=1,1F NO ATMOSPHERE ATMDS$=0
NF =NUMBER OF INITIAL FILTER GENERATORS "

JSW = SWETCH ALLOWING RATIOING OF SECONDARY FILTERS HAVING CUTLW
ABNVE CUTLW 0OF PRIMARY FILTERS ONLY .

SPECIFYING NF = 0 WILL BYPASS ANY FILTER WIMDOW CONSTRUCTION
SPECIFYING TINGC = 0 WILL PERMIT SAMPLING AT A SINGLE TEMPERATURE
SPECIFYING FILTING(J) = 0 WELL CREATE UNE STATIONARY SQUARE FILTER
IF FTYPE = -1 NF SPECIAL FILTERS ARE READ IN FROM UNIT 2

IF FTYPE = 0 NF SOUARE FILTER PARAMETERS ARE READ IN FROM UNIT 2
IF FTYPE = 1 NF HAMMING WINDOW PARAMETERS ARE READ IN FROM UN 2
NDATL = FIRST DATA $ET TO BE USED

NDATH = LAST DATA SET TO BE USED

IF SC=0 SKY CONDITION = WET

1F SC=1 SKY CONDITION = DRY : :

IF DBATSKIP = 1 DATA NUMBERS TO BE SKIPPED ARE READ IN FROM UNIT 2

JF RGSW1 = 1 LINEAR REGRESSIDN OF EACH RATIO FILTER PAIR WILL RBE
PERFORMED USTNG THE ENTIRE DATA CATALOG READ IN,

IF RGSW2 = -1, ALL OF THE RATIDED B8ANDS AND CORRESPONDING RATIOS

AS WELL AS REGRESSION DATA WILL BE PRINTED OUT.

IF RGSW2 = 0, NNE COMPLETE SET OF FILTER RATIOS FOR THE ENTIRE DATA
SET AND ALL OF THE REGRESSION DATA IS5 PRINTED OUT.

IF RGSW2 = 1, NONE OF THE RATIOED BANDS OR RATIDS BUT ALL OF THE
REGRESSION DATA IS PRINTED OUT. .

IF MSKIP=1 THE FILTER GHANNELS AND INTEGRATED RADIANCES ARE NOT
PRINTED AUT.

INPUT DATA ARE TAKEN FROM TAPE UNIT 3 AND MUST HAVE THE FOLLOWING
SPECIFICATIDNS,

(1} DATA RANGE B8.00 TD 14.00 MICRONS

(2) DaTA INCREMENTED BY 0.05 MICRONS 1.E., UNIFORM DATA SPAEING.
THIS CAMN BE ACCOMPLISHED BY PASSING DATA FROM PROGRAM INTERP THRU
PROGRAM FIX.

DIMENSION X(121)¢Y(121)sLSKY (120 sTACL21 1 3LPATHIL21) yLTOT{ 121 ) —m - mrmme i
DIMENSION CUTUWE2,51),CUTLWEZ951) 4FLTINCIZ) +LIMIZ2)4RBI51,51),LC(2
é;Sl):NlND(ZlqNDATIZU).PART(IZIl:NN(Z).FX(E;SO),FY(E,SD)-LT(30,2.51
DIMENSION  RATIO(30)},REDAT(30)}+NDATAL (30}
REAL LTOT.LBBsLSKY,LPATHeLCsLT S -
L?;EGER ATMOS ,FTYPEJALT+SC 4DATSKP ,RGSWL,RGSW2

IMR=0

el e Nl e s el N aNaNala N ol ol oo Na e ol o Yo N e N o N e N N N N s et e e e ]

5 *:t;*##*##*ﬂ*#*##ﬁ#*#*##t###****$*$*#*##*##***#*$#¥*$*$$$$$$$**###
READ [2,10)ALT,TEMP,TINC, TEND, ATMOS ,NE ISW.FTYPE, NDA c
IDATSKP RGEW] ,RGSW2 JMSK P S ' *Er NDATL, NDATH, SC.
10 FORMAT {2X,14,2X:33(F6.2,2X0510(1201%))
Ti=TEMP ' ,
T2=TINC
T3=TEND .
1F {DATSKPL.EQ,D) GO TOD 14. O VS
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READING DATA NUMBERS TO BE SKIPPED

2 m##*####*#*##*#$¢#*##*#**¢##*$$**###*#*#######*#**##**#****####***
11 READ(2¢12)INSK!P.{NDATGI111=1vNSK1P)} :
12 FORMAT (5X%,12,1812X,12))
14 1F (FTYPE.ER.-1} GO TO 35
1F (NF) 20,100,20
c ‘ B T g T L e b bbb
35 DO 37 J=1.NF
c #*#**************************************************#************
READ (2:361) tM.(FX{J-H.FY(J:Il)'I=1aM! :
36 FORMAT (12:5(2XsF5.242%X4F5.3))
NN{J)I=M
37 CONTINUE
LIMI1)=1]
LIM{2)=1
G0 70 100
C Rk R AR RN R o Rk R S Rk ok R AR R IR F R AR R SRR SRR RN
20 READ {2,30} “(CUTLHW{J»1},CUTUW(JI,1)4FLTINC{IT,J=1,NF}
30 FORMAT ({6(5X,F5.2)1)
40 DO 90 J=1,NF
NFILT=0
WIND(J)=CUTUW [Js 1 I-CUTLMW(J, 1)
PO T0 Ks2.460
NFILT=NFILT+1
1F CFLTINC(I)Y .EQ.0.0)Y GO TO A0
CUTUR{JKI=CHTUN L J 4y K=11+FLTENC(J)
CUTLH{J 4K Y=CUTLW (JK=1)+FLTINC{J) -
IF (CUTUW({JK}.GT.14.0) GO TO 80 _ .
T0 CONTINUE
BO LIMIJI=NFILT
90 CONTINUE
100 CONTENUE
MAX=LIM(1)
HAXZ2=LIM{2)
IF {RGSW1.EQ.O0) GO TO 105
[ %o o g g 2 e e ok s ok oo e et e ool ol e e el ok e e et oo ek M RN ke ok gk ke ke b e e geak
10) READ(Z,102)TITLEL+TITLE2,TITLE3s TITLESG s TITLESsNNN, {REDAT{N) s N=14NN
1N)
102 FORMAT (5A4,10XsI3/(BI(5X,4F5.2))) . o e e e e e — e
C o8 X0 2R o AR 3 s A s et e ok skt e e ol O Re R e S e AR e o e R e oK e R afe o o e ok o e ade e e e el o e e ME RO R RO
105 READ (3,110} NPTS,ID1,ID2,10D3.NDATA
110 FORMAT (I3,2X+A44A2,A3,2X%,13)
. 1F (NDATA.LT.NDATLIGO TO 111 - -= = comsemmm ooemes - .
TEMP=T]
FJINC=T2
TEND=T3
C NDATA = DATA SET NUMBER ON TAPE
Do 113 N=]1,NSKIP Tt T T ) coTToe T -
IF {(NDATA.EQ.NDAT{N)})Y GO TO 111
GO TO 113
111 CALL SKIP (04121,3,400,400,400}
.C ?gT}a.lg:E PREVIOUS COMMAND IS TO AN MTS SURRDUTINE FOR TAPES
: ] .
113 CONTINUE -
NUMB=NUMA +1 ”
c NDATAL tNUMB]=NDATA

WRITE {5,4112) NDATA,ID1,102,1D3,4LT

112 FORMAT(///13 5% yBHSAMPLE A4 ,A2 443 45X +39 '
HZENITH ANGLE = O.
ISUANT RADIUS = »l4ySH KMa) 0 " ° IR
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IF (ATMOS.GT.0) GO TO 115

WRITE (54114}

114 FORMAT (12HNGO ATMNSPHERE)
GO 10 120

115 lF {SCL.ED.0Y GO TN 118

WRITE (5¢117)
117 FORMAT [14HDRY ATMOSPHERE)
60 T0 150
c ____________________ P —— —— ———
118 WRITE {5,119)
119 FORMAT (14HWET ATMOSPHERE)
GO TO 150
120 DD 1406 1=1,NPTS
C R AR ek X Ak A gl Sl o 2 Neae ok feale e e e afe oo Ffeofe R ek Nese ##*-ﬁ#*####*#*#*##*******#*#
READ(3,130) X(I},Y(1}
130 FORMAT (2X,F6.3,2X,F6.4)
LSKY(1}=0.0
LPATH(1)=0.0
Tall)=1.0
140 CONTINUE
G0 TO 200
150 IF [ALT.GT.1} GO TGO 180
C o o e e e el ol o e ool s o e e o ok o o e o o ad ol loRe el ek e ok MR o ol ook e ode e e g e ot ot sk e ok e e e ol okt o e e ok S AR R K
160 READ (3,170 (X(1)sY(I),LSKY{T)},TACI},LPATH(I),I151,NPTS})
170 FORMAT (2X1F6.3,2XsF6.452X1E104312X+F7.5,2XsE10,3)
60 TO 200
C W ek Ao ook e e e e sk koo Sk ko R e e e e R e et e e et e ek e A A A AR AR e b e
180 READ (3,190 (X(1)3Y () oLSKY(I}sTALT)sLPATHIT), I1=1,NPTS}
190 FORMAT (2XyF6.342X F6.432XyE1043923X,F745,2X,E1043)

SEGMENT 200 THROUGH 239 COMPUTES INTEGRATED RADIANCE FOR EACH
FILTER CHANNEL.

200 DO 210 L=1,NPTS
COMPUTING BLACK RODY RADIANCE AT TEMPERATURE TEMP
LBB=}. 19ET/ L {X(L}**5)%({EXP(14399E4/ (X (L)*TEMP}))-1.0)}
PART{LI=TALLI*{Y{LI*LBB+{) . O-Y{L)IXLSKY{L))+LPATH(L)
210 CONTINUE
£ e —————— e e e ——— e
WRITE {5,201)TEMP
201 FORMAT (21HTARGET TEMPERATURE = ,F6.2,10H DEGREES K}
TH=X(2)1-X{1)
N=NPTS5-1
IF (NF.EQ.0) GO TO 400
MM= MA X
DO 240 J=1,4NF
DO 230 K=1,MM
TOTAR=0.0
IF (FTYPE)Z2114+212,213
211 CALL SPCFLT | .NN;FX;FY.PART;LTDT,X)
GO 70 215
212 CALL SOFILT INPTS,CUTLN(J,K},CUTUN(J'K!,PART'LTOT X}
6O D 215
213 CALL HAMFLT (NPTS|CUTLH(J,KJoCUTUN(J-K) PARTLTOT,+X)
218 DO 220 I=1,N
TM=(LTOTII)+LTOTII+1))/2.0
AREA= TM%TH
TQTAR=THJAR+AREA

e OO0
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220 CONTINUE : .
LC(J KI=TNTAR
ETONUMB o3 1K ) =LC 1 4K)
230 CANTINUE
MM=MAX 2
240 CONTINUE .
239 1F (FTYPE) 245,241,241
241 IF {MSKP.EQ.1) GO TO 249
WRITE (5,242}
242 FORMAT (2X,4 (11HFILTER BAND,4Xy8HRADIANCE,6X )}
WRITE (5,243)
243 FORMAT (2X;4{10HIN MICRONS 14X, 1 1HMUW/CM¥%2%SR,4X )
c WRITING OUT FILTER LIMITS AND INTEGRATED RADIANCE WITHIN FILTER
c BANDS
WRITE (54,2440 (CUTLW LT oK) oCUTUW(T K} 4LC L1 4K yK=1,MAX}
WRITE (5,244) (CUTLWE2,K),CUTUN{2,K} 4LCL24K) 1K=1,MAX2)
264 FORMAT (402X 4F5.2 4 1H=¢F5.2 4XE9 b 24%) )
249 IF (RGSH2) 252,325,325
c Bkt o o it e e e o e ko o i o e W P . S P o S O P 0 S S e ke s B o sy e b e ke e e B s e L e A S ke
245 WRITE (5,246)
246 FDRMAT (14HFILTERBAND (1) ,5XAHRADIANCE,5X,L4HFILTERBAND (2) 45X, BH
1RADTANGE )

WRITE (54247)
247 FORMAT (19X, L1HMW/CMEE2%55R 21X, 1 1HMW /CMR22%SR)

WRITE (5,2481 LC(141}4LC(2,1)
248 FORMAT(I9XES.4,23X4E944) .
60 TO 250 . -
252 TF{CUTLW(E41) «EQ.CUTLWI2,1 )« AND.CUTUWIY, 1), EO.CUTUNL 2,1}, AND. FLTIN
1C(1).EQ.FLTINC(2))GD TD 290
IF (WIND{1).EQ.WIND(2)<AND.FLTINC{1).EQ.FLTINGC{2)) GO TD 290
IF (1SW.EQ.1) GO TO 290
250 DD 270 K=1,MAX
DD 260 N=1,MAXZ
RBIKyNI=LC {1 4K}/LC{2,N)
260 CONTINUE : '
270 CONTINUE
GO TO 321
290 DO 310 K=1,MAX -
DO 305 N=1,MAX2
IF (CUTLW(2,N}.LT.CUTLWI1,K)}) GO TO 305
RA{K NI=LCI1,K}/LC(2,N)
305 CONTINUE
. 310 CONTINUE
c WRITING QUT RATINED FILTER CHANNELS

321 WRITE (5,323)
WRITE(S,3221 01 CUTLWL,KI,CUTUNIL4K) sCUTLWE2 4N) ,CUTUWIZ,N) JRBIK N)
1IN=1IMAXZ'IK=1IMAX) '
322 FORMAT (32X 4F5.241H=yF5.241H/yF5.2,1H=1F5.2,5X,Fb.4,3X) )
323 FORMAT (////2X,3(E3HBANDS RATIGED.15x.5ﬁRATIB.b§://)’
325 TEMP=TEMP+T INC
¢ RECYCLING BY TEMPERATURE
IF (TEMP.LY. TEND.OR.TINC.NE.O.0) GO TO 200
NOATA=NDATA+1
JF {NDATA.LE.NDATH) GO TO 10%
326 IF (RGSW1.ER.0) GO TO 400

329 WMRITE (5,330) NUHH.TITLEIoTITLEZ.TITLEB-fITLE#;T]TLES
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[gXu N el

330 FORMAT (//47THRESULTS OF LINEAR REGRESSION CALCULATIONS USINGyLXy 1
13,1%,40HDATA SETS, REGRESSION OF BAND RATIOS V5,3X,5{A4),///)
WRITE (5:331)

331 FORMAT(5X,13HBANNS RATIQED, 13X 2 3HREGRESSION COEFFICIENTS,6X,13HCO
IKREL CNEFF.,5X,32HSTANDARD REGRESSION COEFF. FERROR, /29X, 28HRATIO 1
ZNDEP & RATIN DEPEND 27X hHX-AXIS,BXs6HY~AXTS/ 230Xy 1HALTXy1HB+TX,
IIHA, TX 3 1HR 57X, 4HERR o/ /)

340 1F (ISW.E0,0Y GO TO 360
DO 355 K=1,MAX ’

MARK=0

DO 351 N=1,MaX2

MARK=MARK+1

IF {CUTLW{2,N).GE. CUTLH(I:K)) GO TO 350

351 CONTINUE

350 DO 356 N=MARK,MAX2

352 DO 353 NI=1,NUMB
RATID(NIISLTINT+1,K)/LTENI,2 4N}

353 CONTINUE
CALL REGRES (NUMB+RATIO,REDATsAB»ATBISX+sS5Y4sR+1ER)

HRITE {54354 CUTLWIL+K D2 CUTUW{L K D sCUTLWIZ,N },CUTUWEZ,N }+A,By
1AL BT R4SX45Y,1ER

354 FORMAT (2X,F5.2431H-yF5.2:;1H/4F5.241H-1F5.24+1X,2(E9.3) 12{F743,1X
113X e F7,4412X4E10.544X4ELD.545%,12})

356 CONTINUE

355 CONTIMUE
60 TO 400

360 DN 366 J=14+NF
DO 365 K1=14MAX
DO 364 K2=1,MAX2
DO 361 NI=1,NUMB
RATIO(NII=LTINE +J K1 I/LTINT 3 +14K2}

361 CONTINUE
CALL REGRES {NUMB, RATIOJREDAT:A4BsAl yBI 45X +SYsRyIER)

NRITE (5:s354) CUTLMIJyK)sCUTUW LI sK) s CUTLW (J+ 1, N)rCUTUN(J+1¢N]'A.B,
AT +BTI 4R +5X+5Y41ER

364 CONTINUE

365 CONTINUE

366 CONTINUE

400 WRITE (5,401)
401 FORMAT [}4HALIA JACTA EST)
- END

SUBROUTINE REGRES (NyXeY3A+BrATsBIsSXsSYsRsIER]
SUBROUTINE REGRES IS DESIGMNED TQ COMPUTE THE LINEAR REGRESSION
COEFFICTENTS FOR A GIVEN SET OF DATA. IT ALSD RETURNS THE STANDARD
ERRORS OF REGRESSION COEFFICIENTS. i
OIMENSION X({30)sY(30), XX(30),YY(30)
SUMX=0.0 .
SUMY=0.0
1ER=0
NN=0
Tll=0.0
TJ4=0.0 . . '
T14=0.0 ' r
SUMMING ALL X VALUES AND ALL Y VALUES.
DD 10 I=1,N
SUMX= SUMX + X{])
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10

20
21

22

23

24

20
o
a5

40
45

CUMY= SUMY + YII}

NN=MNN+1

CONTINYUE

FN=NN

CAMPUTING MEANS OF X AND ¥ DATA
XBAR=SUMX/FN

YRAR=SUMY/FN

DO 20 J=14N

COMPUTING DEVIATIONS OF EACH X AND Y VAL
XX{JY=X(J)=XBAR

YY(JI=Y(J)-YRAR

711 = SUM DOF THE SOUARE OF THE DEVIATIONS FROM X

TII=TI14XX L) y%%2

TJJ = SUM OF THE SQUARES OF THE DEVIATIONS FROM Y

TJI=TJII+YY {152

T1J = SUM OF THE CROSS PRODUCT OF 30QUARE OF X AND ¥ VALUES °

THo=TIJ+XXLJIRYY (J)

CONTINUE .

1F (T11.EQ.0.0) GD TO 22

IF (TJJ.£0.0.0) GO TO 23

GO 10 24

T11=1.0

1ER=1 .

GO To 21 .
TJJ=1.0

- TER=JER+2

COMPUTING LINEAR REGRESSION COEFFICIENTS
B=TlJ/ 71}

A=YBAR-B=XBAR '

BI=TlJ/TJJ

AT=XBAR-BI%YBAR

COMPUTE CORRELATION COEFFICIENTS
R=TIJ/(SORT(TITI#SORT{TIIY)

RR=R %% 2

COMPUTE STANDARD ERRORS OF REGRESSION COEFFICIENTYS.

SX=SORT{TJI-(TII*RRI/{FN=-2}}/TII}
SY=SQRT{ITII={TIi*RR}/IFN=-21}/TJ)
RE TURN

END

SUBROUTINE SQFILT (NPTS+CUTLW+CUTUWY 4 YY,X)
SOFILT CONSTRUCTS A FILTER WINDOW WITH SPECIFIED WAVELENGTH CUTOFF

POINTS

NPTS=NUMBER OF POINTS IM FILTER
CUTLW=LOWER WAVELENGTH CUTOFF
CUTUW=UPPER WAVELENGTH CUTOFF
X=INPUT X ARRAY

¥Y=1NPUT ¥ ARRAY

YY=FILTERED QUTPUT ARRAY

CUTLW AND CUTUW MUST BE MULTIPLES OF 0.05 MICRONS

DIMENSION  YY(121),X(121),¥(121)
DO 25 1=14NPTS

TF (X(1).GE.CUTLW) GO TD 30
¥Y(11=0.0

CONTINUE

B0 40 J=T+NPIS

TF (X{J)1.GT.CUTUW) GO TO 45
YYi3y=¥1J)1

CONTINUE

DD 50 K=.J.NPTS

YY(KI=0.0
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50

10
20

~YINT=FFY{KI-EFY{K-1) e e

30
40
50
c
c
60
70
B8O
c
90
100
120
130
c
0

CONTINUE

RETURN

END

SURROUTINE SPCFLT  (NyFXaFY,sYsYYsX)

DIMENSION FEX{121),FFY(121),YY{2121).FFFY{121),X{121})
FFIFX{LI)YLEQ.XI1}LANDLFXIN]-ED.X{121}) GO TO 80
1F (FX{1).LE.X(1)) GO TO 40

XA=FX[2)=-FX(1)

YA=FY(2)=F¥Y{l)

SLOPE=YA/XA

B=FY(1)-S5LOPE*FX(1)}

FFX111=8.00

FFY{1}=SLOPE%*8.00+R

00 30 J=1.N

FFX{J+1}=FX ()]

FFY{J+1)=FY{J)

MM=J+1

CONTINUE

DO 50 J=14N

FFX{JI=FX{J)

FEY{J}=FY{J)} -
GO TO 60

CONTINUE

MM= 3 ’

MM = TOTAL NUMRER OF FILTER POINTS

CHECK TO SEE IF EXTRAPOLATION OF UPPER BOUND IS NECESSARY.
IF (FFX{MM},.GE.X(121)) GO TO 80 i
XA=FFX {MM)=~FFX{MM=-])

EXTRAPOLATING ENDPOINT AT X = 14,00

YA=FFY [MM)=FFY {MM~]}

SLOPE=YA/XA

B=FFY(MM)}-SLOPE*FFX {MM)

FEX{MM+11=X (121}

FEY{MM+] }=SLOPE%X(121)+8

MM=MM+])

L=1 o

DO 130 J=1.121 ' !
00 120 K=L,N ' '
INTERPOLATING FILTER DATA POINTS TO MATCH DATA SPACING
IF (FFX{K}.LT.X(J}) GO TO 120 I
IF (FEX{K).ER.X{J}} GD TO 100

XENT=FFX(KI-FFX{K-1)

ADIST=X(JI-FFX (K=1)

YCOR=XDIST#YINT/XINT
FFRY{J1=FFY{K-1)+YCOR S e
L=K _ :
G0 TO 130 .. A . A . T N
FEFY(JY=EFY(K) '

L=K

60 TO 130 ‘ : S
CONTINUE . : ‘
CON TINUE :

00 140 M=1,121

YY(MI=Y (MYSFFEY (M)

CONVOLYING THE DATA WITH THE FILTER

CONTINVE

RE TURN

END :

SUBROUTINE HAMFLT (NsCLyCU,Y,YY X} ' - e
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'DiMENSIDN FILT{L2LD),¥Y(120)sX{121),¥Y()21)
CFILY = GENERATED FILTER WINDOW

[l

10

15
20
25

30

35

40
45

NPS=0
XINC=0.0
NN=O
FM={CU-CLY/2
MF=FM
FR=MF
1E (FR.LT.FM,OR.FR.GT.FM) -GO TO 45
o 20 I=1,4N
1F 1X§1).6E.CLY GO TO 25
FILT(11=0.0
CONTINUE
CENT=CL+FM
XDIST=CENT-CL
INCR=XDIST/0.05
FCENT=CENT-8.0000
M= {FCENT/0.051+1
FILT(M)=1.0
NP 5=M
NN=M
DO 30 I=1,INCR
XINC=XINC+0 .08
YF=SIN{1.57079632-(1.5T079632*XINC/XDIST}}
NP S=NP5S+1 -
NN=MN-1
FILTINPSY=YF
FILT(NN)Y=YF
CONTI NUE
NPS=NPS+1
D0 35 I=NPS,N .
FILT({I}=0.0 ’ . ’
CONTILNUE . : C
ND 40 1=1,N
YY(1)=Y{1)=FILTI(I}
CONTINUE
CONTINUE
RE TURN
END
459
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Appendix B

DOCUMENTATION FOR COMPUTER PROGRAM ARAGAL

ARAGAL uses five tape drives for input and output. Their use is as follows:

UNIT FUNCTION FORMAT

2 input 11F76.3

3 input (binary)

5 input 1X,13
8(1X,A6,A3)

4 output

5 output

These are the gate limits for the ratios. 1 ecard
per ratio. The first value on each card should
be zero and the last should be several times the
highest expected ratio (we usually use 90.0).

Data tape in ERSIS format containing the curves
on which the program is to be run. All curves
should have vzalues from 0.4 to 2.5 microns,
occurring every 0.21 um.

Number of curves on the ERSIS tape which are
not to be included for various reasons; maxi-
mum is 260.

Curve numbers of the curves on the ERSIS tape
that are to be deleted. Eight per card, for as many
cards a3 necessary (the last card need not be com-
pletely filled).

This is for printed output. The user gets back
his input gate limits (from unit 2). He also gets
the curve number, title, eleven-digit number,
single-chamnel values, and ratio values for each
curve desired. At the end of list of curves isa
histogram showing the distribution of digits for
each ratio,

Data tape containing the eleven-digit number,
curve number, ratio values, and title for all the
desired curves (used as input for KOLEKT).

ARAGAL also has output on unit 9, consisting of the word END. This lets the user know that his

job ran successfully when he is running it himself; it may be deleted from the deck without harm.

The program writes an end-of-file on both output tapes before unloading them.
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CDC 1604 COMPUTER LISTING OF ARAGAL

PRUCRAM AZAGAL
ARAGA IS EESTCNEL TO COHPUTE AVERAGE RADIANCE I% wld4k ALRCRAFT
CHANNELS WHICE ARE SINE FILTERELR. IT THEW RATIOS SEVFRAL GF THE
CHARNELS AMD COMPRESSES THF “ATIN INFORMATION INTN ah 11 DIGIT NUMLER
BIFENSICN TLA26C) 4 ICR(ZE0), PECLT 1L, 10D
CIKENSICN YSUMIS),RAT(1E), T(111,FLI130)

DIFENSICH 5t IU0LCE), P58 h(l(1!L§uJCUIlT!oflth[él).th&lhll-ﬁ(?b[l.4
LY (25104 X 14,2500, YL {4,25C),ERAS{2C),CL20) :

CCFNCN AWCRUS (PAJOR, [E1, 162, C15CNCURV, YCODE L) REVE yRDAY s KNG s RYR ,
LRCML,RCMZ o REFS ,NPARSPARTE, PAR,NSEICDy SBICD,WTITLF, TITLE s HCMT (CH TS,
2CLRVN S YUOLE2 e XCOLE , XMIN AMAX NPTS  LAMPIA, THETL PHI L, THE TR, PHIK 5 X
IV X1, Y1y CPTS y IN, INPUT CUT,OLTPUT, NHAJd, NRF3
. INTEGER - CL5C, YCCCET sREV I, ROAY RMORYRGRCFL,ROM2,ROMT, PARID,
1PAR W SCJCR, TITLELCMIS, CURVN;YCGDEZ.KCOHF'FPTS'QUTPUI.PUMLH SCRACH

INTEGFR ECE,FrE

REAL {2,200) (ELLT},[=1,121}

200 FCRMAT (11(11F6.2,/1)

NENC=0

ASSIBh LOGU TC FCE

DC 220 1=1,11%

6L 21C J=1,1¢C

MCCNT(1,4)=0

210 CCMTINGE

220 CCNTINUE
WRITE {4,1)

1 FCRFAT (12(1CH#AIPCRAFT®})

WRIFE (4,2)
.2 FCRFAT (42HATRCRAFT SC PERCENT SINE LIMITS IN BICRONSY .
WRITE {4,2)

3 FORFAT (75X, LCFRI=43=,47,/59%, 1GHR2= 049,51, /5K, LGHR3I=.53—. 56, 75X,
llCPPﬁ‘-bq“-»«-/5!.IGHRS-.h3—467.I%X.1CHR6n.?0~.90,/3X.10H97 1.0-1.
24 375X, 10FRHS L, 5=1,, H,IJX:ILHP‘) 2.0=2.5:/77)

WRITE (&,4%)
45 FCRMAT (22VRATE LIMITS FCR RATICSI
WPITE {4,48)

46 FCRMAT {/22X,1R0,9%, LH1, 8%, 1v2.9x.1H3.9x LHE 4G X, 1H5.9x,1H6.0x,1H7,
19%, THE 39X, 113 )

WRITE 14,47} UIEL{J*KY,K=1,11)34=C,110,11)

47 FURPAT (/75K FERO/PHTILSY o FF . 2), F5X, SHRG/R G 14X, Fb.03) /5%, SHRB/NG]
LLE4X F6u3) 3/ 59X SERT/RALL(4X FEad) ¢ /5K SHRT/RDLI SR yFha3) 375X, ShiRE S
ZHSLILEX 2 FECA) o /Xy WHRGAP ZLLI SN s FBa3) 3 /5K SHRE/RLIIL (4K Fh.3Y /54 ,5H
3R5/RATLIAXGF6.3) /5%, SERE/RILIIAX FEL31 /5K, 5PR2/R 111L4XFb.3) )

CALL SEIECF (FGE)
REAE (5,150) MUTS, {I0ATLY,ICBITIY,T=1,N0UTS)

LSO FCRIUAL U1K, T4,/0 8{1XpA&,A3))

5 CALL HEAD (3,EQF JHAJSK)

6 IF [MRJSHALEQ,.L1) 745

T CALL REAL {3 ,(CF,HAJSW)

EC 10C  I=l,aUlS
IF {IC1.EC.IGAIT ) ANG.102.FG.10BI11} 5,100

ICO CONTINUE
G 155 1=1,9
YSUK{T)=0,0

55 CCNTINUE

c CCKPUTING PERCENTAGE REFLECTANCE TN 9 ATRCRAFT CHANNELS

YSU”Il)=(!IY!?)+V(4]l!2I+Y{’IIf1 c

[nEalul

YSUrME2T=(4(v IS+ i T 72411/ 3.0
¥EUEL SIS CIY LT h+YE 332204 R0/ 4,0
YSLAG4 =L 0IY QLG i 12)0122)4Y (1)1 /3.0
YSUrlsl={{t

YOL2Yey{1a)) /7214 E13))/3.0
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FA=l. 141092864702 .0
AR=146.0
#=14
L 9G [=54,6C :
YhUMI{E Y= YbUﬂ{Ll+(YtIl+Yll+"ll*c STALERX)
YGUIIU)‘YQUP[‘!+lYlI+13)+¥(l+33+Fll*CC‘!AMFFX)
ANz AN-2,
MzN-2
50 CENTIAUE
YSUMCEI=(YSURIS)H4YIHLY)/A15.C
YEUMISI=SUYSUM{DD+¥ (941 21%.C
Fx=3. 14[55254#24 n
Ah=H.0
M=9
J=3C
N=1%
DL 51 I=1&,2C
YSUMTO =YSUN(EI+IYOTY+Y (T+P) VRCUSLANRFX)
Y‘bVlTi—YqU“lTl+lYlJl+¥(J+II+Y(JON)+Y(J*N-lIl*CUﬁlAN*rK)
t=p=2
AN=AN=2.
Jd=J+2
N=K—4 :
51 CLHTINUE ot
YSUPLO I =YSUM LAY/ 10.0
YSUMIT)=Y3URLT)/20.0
o COFPUTING CHANNEL RATIUS
RAFT{U)=yS¢it{yy/ysur(q}
RAT{2)1=YSLELSI/YSUM{S])
RATEI)=¥SUMLEI/YSURLS)
RAT 4 2YSUMLTI/YSIMLG)
QAT |5 )=ySUM TY/7ysuMisy
RATIE)I=YSLMIO)/YSUMLS)
RAT{7)=YSLM{a)/YSUMIZY
YAT(SY=YSLAL Y /YSLMIL)
RAF{TI=YSUM{S /Y SURLS)
RATE{LS)=YSUMLISIZYSUML )
RATL1Lr=YSU [2)/35ukd 1)
N=1
ne 40 I=l.L1
Mz=
NASHEG
DL 35 J=N NN
=k t] '
lr {RATL1). FT.tLIJ) ANDLRAT(I)LLELELUJ+LY ) 34,35
3f 1{1)=¥
GC TC. 38
35 COMITRUE
16 MaN+ld
40 CTRTIMUE
NL 250 J=1s11
R=T(J)+1
CRCURT (DX )=FCCNT LI K #]
250 CUNTINUE
WREITIAG GUT RCSULTS
WRALIE T4427) (I(Jl,l=l.lll.!P!.[P?.IT!TLCt'l.I 1.-TITLF)
20OFCORAT L2ZSY 11T 1,57, %6, 8%, 71219, 1A A, 221
walie (44210 .
2b FCRPAT (l20n o] R2 i3 R4 RS (17 R7 E:3:) RrG
L RO/R3 RIALLY RASHS RT /A RTINS na!aﬁ Rﬁl"? RE/RT RS/R4 RS/RTS RPFR)
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2)
WRITE {44220 [YSLPE{I), =1, 90, (RAT{IV,I=1,11)
22 FCREAT {1X,F5.2, 12 (FO.2}I i _
WRITE 16,600 (I0J) =L,y 10 ICL, TOZ24(RATIEY s I=1, 1) ,MTITLELITITLLLI
Ly I=1,N10TLL) ‘

EO FORFMAT (2450111 ,:5X 28 s A3, 1LFAh.3:/2X,02:6X5140061%
GC TL 5

100G IF {NENC) LO5SC, 1050425

1050 NENC=1
GC 7O 5

23 WAITE {9,26)

26 FORMAT {3FHENLE)

WHITE (4,25%)

25% FOCRMAT (L&6HL+EISTCGRAM TABLE)

WRITE (4,207 . : .

260 FCHRFAT [le~y FX s 1HGSX e lhls B IHZ 354, LH3 ,5X s HA 9%, 115,55, 1HG 5,1
IHT7 49X, LHB, 5%y THD) | . :

WRITE (4,270 ({NFCENTIL ) 0=1310031=1y111)

270 FCRVAT (/5HRS/RALOU2X, 14) s //SHRI/RS, LOT2X,16) 4 //5HRR/RG ,10UL2X,14)
1/ 79HRT/RESLCI2X o T B 775 FRTUS LO(2X T4V F/SHROINS (102X, 14) +//5HR
2EARZYLCLZA 1A ) 7 25HUA/RL IO 2K 10) p S7SHRE /RO, LOU2 R, [4), //SHIG/RI L
FN{2A, La) 4 2/50R2/PL1IDI2X LA} )} .

ENEFILE 4

ERCFILE &
URLCAL 3
UNLCAC &
UMLCAC &
ENG

EAND
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Appendix C
DOCUMENTATION FOR COMPUTER PRQGRAM KOLEKT

KOLEKT uses a total of five tape drives; their use is as follows:

UNIT FUNCTION FQORMAT
2 input Search Information
2X,13 NUMB= number of input tape rewinds to be made
{= number of NOUT cards -1)
2X,I3 NOUT= number of output AR
tape drivers used (1,
2, or 3)

NUMB+1 sets
1X,6A6 Arbitrary Title One set per per run
11(11,1%,11,3X) eleven pairs of search,

limits, one per NOUT sets
ratio per rewind _/
3 input data tape from ARAGAL (unit 8)
4, 5, or output i NOUT=1, the output is on unit 4. If NOUT=2,
6 the first search after NOUT has its output on 4

the record has its output on 5. For NOUT=3,

the last set of output goes on 6. Whenever NOUT
>1, at the end of a production run units 5 and 6
(if used) will rewind and the data on the tapes will
be transferred to tape 4. Then tape 4 is listed
for printed output. If any special order is de-
sired on the output, care must be taken in the
ordering of searches on unit 2.
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CDC 1604 COMPUTER LISTING OF KOLEKT

PACCHRAM KOL
CIMENSICN
100
INTEGER ECF,P1,PZ,P3,P4
L=l
NMX=1
KCNTZ2=0
NCNT3=0
CC 1 I=1,20
MxL{I)=C
Mx2(11)=C
1 CCNTINUE
NUME [S THE KUMPER OF REWINLCS OF THF DATA TAPE TO BE DONE
REAC (2,2} NUMB
2 FCRMAT (2X,13)
NCUT IS THE KUMBER OF CHANNELS CF NDUTPULT FOR EACH SEARCH
3 REALC (2,2) MCUT
WM=0
Mh=0
IF {NCUT,ET. \FX) 40e41
4C NMX=NCUT
41 TF (NCUT-2) 4%5,42,42
42 NCNT3=NCNT3+1
43 NCNT2=NCNT2+1
REACING LIbIlS FCR-DATA SEARCH
49 Pl=1
p2=&
pa=1
P4=22
OC 59 MPM=1,NCUT
REAC {2+4) LATITLE(L},1= PlpP?lglLlM(lI I1=P3,P4)
4L FCRPMAT [1Xs68E9/71X3 11 (11,14, 01.3X))
Pl=zFL+b
P2=P244
P2=P3+422
Pa=b4122
55 CCNTIAUE
WRETE (459)
5 FLRNMAT (/f/FF77)
WRITE (dat} (ATITLECL) 021,60, {LIMIT)+1=1,22)
IF {NCUT~21 bH446,46
46 WRITE {%+41 (ATITLECI)4I=74123,(LIMIT),1=23+44)
I[F [NCUT=2) &,47447
47T WRITE (&44) lfIlTLEIl).l‘l3,lﬁl1lLIP([l,l =45,66)
ASSIGN 5C TC NOF
CALL SETECF (NCF)
REALCING CATA SET

LK
T

I
110, TITLE(ZR)yLINIGG) 4 MELI20) +MAZI2C)Y,ATITLE

6 REAR {3,7) {I{J)yd=ks11}he0024102 sNTITLES{TITLELL} 4=
1L,NTITLE) ]
T FCRMAT {2Xs1111s5X,A05A%, 72%91296%X:18A6}

Jal

¢ 9 1=1,11
TF {1(T)eCELIMIJ) oANDLE{ I LE.LTMIJ+E)} 8415
8 J=J+2 i
3 CONTINUE
WRITE [4al0){10J),d=1ell ) IC1LIC2.1TTITLECT), IBlcNTITLE)
10 FLRNMATI2X, 11 1L 45X AE, AT, /LUK, 1BAE)
L FOHPATI2% 1 1L, SR, Abs A4 2%, T2,/1CX,1886)
15 IF (NCUT=2) 6ylbylb
4 J=23 . '
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S GC 18 I=sl,11 : -

i8

19
20

21
22

50

24

25

27

28

3c
31

3z

33
34
ELS

1F {I(1).CE. LIFM{1)ANE. it LE LIP!J+1!| 17,19
d=J4%2 .
CONTIAUE

MR=MM4]

WRITE l5'lll!I!Jl,J=l'11},It1 1p2, NTITLE.{TITLF(I)-! 1sKTITLE)
IF {RCUT-3) 4,20,20

J=45

OC 22 I=1,11 ’

IF tItn). CE LIMID). ANE Ill) LE.LIP(J+1)) 21+6

J=J42 \

CCNTINUE . ;

Ph=PFN+]

WRITE (6, llIIIIJl.J 1:111), IDl.IDZ.NTITLE,ITITLEIII.I Ly NTITLE)
GC TG 6

MALIL ) =M ' . -

MXZ2{L)=FN .

IF (NUMB) 25,25,24

REWINEC 3

NUMB=KNUNMR=1

L=L+}

GC IC 3 .

IF (NMX.GT.1}26425

ENCFILE 5 .

REWINE 5

IF INMX.GT. 2}27.‘8 R .

ENCFILE & - ST e

REWINC & ST
0C 31 I=1,NCNT2
WRITE (4,5} o S

REAT {Sy4) {ATITLE(I 2 d=1400,(LIMID)d=1,22)

WRITE {454} (ATITLE(I?.I=1¢63,(LIFII!-I 1,22)

DC 30 K=1, MX1{I) :

REAC (b;ll)ﬁl{JI'J-lulllflnlyIEE;NTITLE'{TITLE(J} J=1 NTITLE)
HRITE(4,10)(IIJ}.J=1 III.IDI-IDZ,IT!TLE(J):J=1'NTITLE) .
CENTINUE

CCNTEMNVE .

TF {NCNT3) 35,35,32

DL 34 I=14NCKT3I .

READ {64+4) (nrlTLEtJl.J=l.a).(L1M(J).J=1.22} T

WRITE (4,5) IR
WRITE {444) (ATITLEIIlrIIl-E!.ILIP(I)vI=1,22) )

DC 323 K=1,MX2{1)

REAC (b.llltI{JlrJ*llelclEl'IU?sNTITLE'(TITLEIJl,J 1.NTITLE]
wRITEla,ch(IlJ!.J*l.lTl,lnl.lnz.lTITLEIJ).Jsl.NTIrLEJ
CCNTINUE

CONTINUE -

ENCFILE 4.

UNLCAL 2

T uNLTAC 3

UMLCALC 4

‘UMLCAE & -
‘END :

EAD

REPRODUCIBILITY OF THE
ORIGINAL PAGE IS POOR._..
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Appendix D
AN ERTS EXPERIMENT FOR MAPPING IRON COMPOUNDS
[Reprint from Ref. 24]

General
The general objectives of this investigation are to develop a quantitative method for map-

ping lithologic units strongly associated with iron oxides, and to use this method to map iron

oxides in the vieinity of the Wind River Range, Wyoming.

Progress During Period, 1 July - 31 August 1973

In this reporting period six ratio images and an automatic recognition map were made of an
entire ERTS frame (E~1013-17294), 2 field trip was made to collect ground truth data, and
temporal ratio maps were used to demonstrate that dark object subtraction and ratio normaliza-

- tion procedures described in the Second Type I report are correcting well for atmospheric and
solar illumination effects. The automatic recognition map was constructed by making 'ratio
inputs to a standard statistical decision method. Some stratigraphic mapping appears possible
on a geochemical basis in the plains east of the Wind River Range, even though the grass cover
is on the order of 409;,. Besides the automatic recognition map (made with six ratios), an R54

(channel 5 divided by channel 4)ratio image delineates the hematitic Triassic red beds well, be-

cause the hematite is the brightest material in the scene in that image. This is in agreement

with ratio codes calculated from laboratory data, which predict that hematite has a higher R5 4

ratio than 909, of the natural materials in the data bank. A list of materials and ratio codes is

given in the recent Type II report for the period 1 Januvary - 30 June 1973.

The field trip was successful, but only 2 small part (approximately 10%) of the processed
ERTS frame could be observed owlng to rugged terrain, unusually wet weather, and limited funds.
Geologic maps will be used as ground truth for the rest of the frame. The bottom of the iron
mine is composed mostly of magnetite ore, tailings, and some gangue rock of similar appearance.
The Triassic red beds are strongly hematitic and are less vegetated than other members of the
stratigraphic column near the Wind River Range. There is more grass cover than was expected
on almost all targets; an overall estimate of grass cover (mostly brownish, even though it has
been a wet year) on well exposed lithologic units in the region is 30-50%,. It is encouraging that
some geologic mapping can be done on a geochemical basis with so large an estimated percentage
of grass cover. The only krown natural iron ore outcroppings are not exposad in large enough
areas to be identified on the recognition map. The typical naturally exposed iron ore in the area
was on the order of less than 100 meters in diameter, which would be less than one resolution
element in ERTS data.

A study to evaluate the effectiveness of the ratio method for suppressing atmospheric and
solar illumination changes has been undertaken. The ratio method involves a subtraction of the
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radiance detected from the darkest object in a given scene (usually a quarter of an ERTS frame)
from all other points in the scene for each ERTS MSS channel, a ratioing of the remaining ra-
diances in two MSS channels, and a normalization of the ratio to a single knownarea (onthe order
of 5 to 10 spatial resolution elements) in the scene. These steps approximately eliminate the
additive and multiplicative atmospheric and solar illumination terms, leaving a spectral ratio

of target reflectances.

To assess the effectiveness of this procedure, a temporal ratio map was produced in the
followingway. Spectral ratio maps (R,(5 for example) of two different ERTS passes are pro-
duced, with dark object subtraction and ratio normalization applied to correct for atmospheric
and solar illumination effects. The two spectral ratio maps are merged such that they spatially
coincide, and the spectral ratio map from one ERTS pass is divided by the speciral ratioc map
from the other ERTS pass to produce a temporal ratio map. I the empirical atmospherie and
solar illumination corrections are effective, the temporal ratio should be at or near 1.0 for
those objects on the ground which have not changed between ERTS passes. The area chosen
for the temporal ratio map includes the iron mine near Atlantic City, Wyoming. The two
ERTS passes were on 5 August 1972 (E-1013-17294) and 16 October 1972 (E-1085-17300),

The 5 August frame had 09 cloud cover and was collected with sun elevation of 54.9° and sun
azimuth of 130.2°, whereas the 16 October frame had 209, cloud cover (including some clouds in
the scene used for the temporal ratio) and was collected with sun elevation of 34.0° and azimuth
of 153.4°. Because of the differences in atmospheric state {evidenced by cloud cover) and sun
position, these two frames offered a rigorous test of the empirical correction steps in the ratio
method. The specific test site in the vicinity of the iron mine (which includes the ten resolution
elements used for ratio normalization) was approximately 25% covered by cumulus clouds in
the 16 October frame and was completely cloud-free in the 5 August frame. The path radiance,
as determined from dark object subtraction, was approximately the same for both frames,
though the multiplicative atmosphere and solar illumination variables were significantly differ-

ent in the two frames.

The procedure for testing the atmospheric solar illumination invariance of the ratio method
begins with an estimate of the number of elements (spatial resolution elements on the order of
100 meters indiameter)withinthe scene which had less than 50% vegetative cover inthe 5 August
frame and were uncovered by clouds in the 16 October frame. These elements, which will be called
the ground invariant (GI) elements, represent the portion of the test area which is suspected
not to have changed more than +5% in spectral reflectance between the two ERTS passes, The
nonh-vegetated areas were determined from a thresholding of an R'?S ratio of 1.20, which appeared
to approximately delineate areas of less than 509, vegetation cover on the basis of ground pho-
tographs and observations made during the 21-27 July 1973 field trip to the test area. The veg-

egation is primarily a mixture of coniferous and deciduous trees, coarse grass, and sage. The
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cloud areas were delineated easily by ratioing ERTS MSS channel 7 for the 16 October frame to
the same channel for the 5 August frame. [Note: In this section, the ratio of either spectral
ratio or single-channel radiance maps from two different ERTS passes will be called a tem-
poral ratio map.| The resulting map of the GI elements is shown in Figure D~1. The number
of GI elements equaled 11,032 points out of a total of 25,125 points in the entire scene,

Next, a temporal ratio map of ERTS MSS channel 7 was constructed, which is shown in
Figure D-2a; channel 7 radiance in the 16 October frame was divided by the channel 7 radiance
in the 5 August frame. Figure D-2b shows a temporal ratio map of ERTS MSS channel 5. In all
of the temporal ratio maps to be discussed, the 16 October frame data are'in the numerator,
with 5 August data in the denominator., Also, in this and all other temporal ratio maps, lighter-
toned areas represent small changes (small departures of the temporal ratio from 1.0) and
darker-toned areas represent large changes; the key to interpreting the symbols in all of the
temporal ratio maps is given in Table D.1. Only 361 elements in the scene changed between
ERTS passes by approximately 159, or less (temporal ratio between 0,96 and 1.05) in the chan-
nel 7 temporal ratio, which represents only 3.27%, of the GI elements ( 11,032). In the channel
5 temporal ratio map shown in Figure D-2b, there were 1,122 elements (10.17¢, of the GI ele-
ments} in the scene which changed by 159, or less. Because channel 7 changes more between
ERTS passes than channel 5 and because the path radiance as determined from dark object sub-
traction is approximately the same for both passes, it is concluded that the change in solar illu-
mination was greater than the change in atmosphere between 5 August and 16 Qctober for this

{est site.

In Figure D-3a is a temporal ratio map of a straight R75 spectral ratio, uncorrected by
dark object subtraction and ratio normalization. The number of elements which changed by +5%,
or less between ERTS passes in this case was 2,320 (21,029, of the GI elements). Thus, even an
uncorrected R75 spectralratio map is more invariant than single-channel radiance mapsto atmo-
spheric and solar illumination variations. Shownin D-3bis atemporal ratio map of an R,.‘.5 spectral
ratio, corrected by both the dark object subtraction and ratio normalization steps. For this case,
the number of elements which changed by 159, or less between ERTS passes wasg 11,032 (37.30%, of
the GI elements). Therefore, the corrective steps of the ratio method produce a spectral ratio
map which is more invariant to atmospheric and solar illumination variations than either un-

corrected spectral ratios or maps of single-channel radiances.

As to the absolute effectiveness of the ratio method for suppressing atmospheric and illu-
mination effects, the temporal ratio map procedure offers only an approximate answer. TableD.2
shows the elements changing 5%, or less, +10% or less, and +159, or less between ERTS passes,
expressed as a percentage of GI elements. This shows that the corrected R75 spectral ratio for.
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(GET

R n e Ll

FIGURE D-1, ESTIMATED GROUND-
INVARIANT ELEMENTS BETWEEN

5 AUGUST AND 16 OCTOBER 1972
ERTS PASSES OVER ATLANTIC
CITY, WYOMING, TEST SITE, Dark
symhbols represent elements in the
scené which have more than 50% veg-
etative cover, or which were cloud-
covered in the 16 October ERTS frame.
Blank areas represent elements in the
scene which are suspected of having
changed less than 5% in spectral re-
flectance between the two ERTS passes.
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TABLE D.1. KEY TO SYMBOLS FOR TEMPORAL
RATIO MAPS IN FIGURES D=2 AND D-3

Percent Change

Temporal Between

Ratio ERTS Passes Symbols
=0.80 = =209, N
0.81 to 0.85 -199, to -15%, *x
(.86 to 0.90 -149; to -10%, =
0.91 to 0.95 -99, to -boy, -
0.96 to 1.05 -4, to +50, Blank
1.06 to 1.10 +60, to + 109,
1.11 to 1.15 +119, to + 15%, *
=1.16 =z+169;, 8

TABLE D.2. ESTIMATE OF Ry5 SPECTRAL RATIO ABSOLUTE INVARIANCE

CORRECTED BY DARK OBJECT SUBTRACTION AND RATIO NORMALIZATION.

Temporal ratio map of 16 October 72 and 5 August 72 ERTS passes over a test
site near Atlantic City, Wyoming.

Change in Corrected Ryj Number of Elements Estimated Ground Invariant
Between ERTS Passes Undergoing Elements*
: %) Change (%)
e 4,115 37.30%
+10 7,745 70.209,
+15 10,682 96.839,

*11,032 element total,
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DR

S

(b) ERTS MSS Channel 5

{a) ERTS MSS Channel 7

TEMPORAL RATIO MAPS OF 16 OCTOBER FRAME DIVIDED BY 5 AUGUST

-2

FIGURE D

toned symbols represent less change

in the scene between ERTS passes

).

1

(See Table D
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(a} Uncorrected R,75 Spectral Ratio {b) Corrected R75 Spectral Ratio

FIGURE D-3. TEMPORAL RATIO MAPS OF CORRECTED AND UNCORRECTED Ru5 RATIOS:
16 OCTOBER FRAME DIVIDED BY 5 AUGUST FRAME. Lighter tones rerr.sent areas of
lesser change between the two pagses. (See Table D.1.)
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this test site was invariant to atmospheric and illumination changes between 5 August and 16
October ERTS passes to within +109%, for 709, of the GI elements and to within +15¢, for practi-
cally ali of the GI elements (979 ). These absolute numbers are only approximate because of

three sources of error:

(1) Some of the estimated GI elements could have changed,by natural and unnatural causes,

more than 5%, during the ERTS passes.

{2} The merging process is estimated to be accurate to within about two spatial resolu-
" tion elements, which means that some points expected to be GI elements may show

change only because of the merging process.

{3} No attempt was made to discount points with small change that occurred in non-GI
elements, though a comparison of Figures D-1 and D-3b shows that the vast majority

of elements exhibiting small change in corrected R75 values are GI elements.

The first two sources of error make the resulis of Figures D-2 and D-3 and Table D.2 appear
worse than they actually are, whereas the third error source makes them appear better than
actual fact. During the next reporting period, the third error will be corrected. These con-
siderations and the above quantitative regults indicate that the corrected R75 ratio map may be

invariant to atmospheric and'illumination effects to within £10%, or better.
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